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			 Related Part Number
	
					PART	Description	Maker
	ST72T71N5B1 ST72T71J1B1 	Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制
	Intersil, Corp.

	S506-3.15-R S500-100-R COOPERINDUSTRIES-S506-V-630	FUSE, ANTISURGE 3.15A TIME DELAY BLOW ELECTRIC FUSE, 3.15A, 250VAC, 35A (IR), INLINE/HOLDER
FUSE, QUICK BLOW 10
Cartridge Fuse; Current Rating:3.15A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
FAST BLOW ELECTRIC FUSE, 0.2A, 250VAC, 35A (IR), THROUGH HOLE
Cartridge Fuse; Current Rating:6.3A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
Cartridge Fuse; Current Rating:4A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S506
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	F02A250V1A 	Cartridge Fuse; Voltage Rating:1.2V; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Voltage Rating:1.2V RoHS Compliant: No
	COOPER INDUSTRIES

	FWH-500A COOPERINDUSTRIES-FWH-225A 	Semiconductor Fuse; Current Rating:500A; Voltage Rating:500V; Fuse Size/Group:1.5 x 2.09 "; Fuse Type:Fast Acting; Fuse Terminals:Blade; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:FWH RoHS Compliant: No
	COOPER INDUSTRIES

	SR-5-1.25A-BK COOPERINDUSTRIES-SR-5-1.25A-AP SR-5-	FUSE 1.25A 250V T-LAG IEC SHORT TIME DELAY BLOW ELECTRIC FUSE, 1.25A, 250VAC, 35A (IR), THROUGH HOLE
FUSE 1.6A 250V T-LAG IEC SHORT
PC Board Fuse; Current Rating:1A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Time Delay; Interrupting Current Max:35A; Leaded Process Compatible:Yes; Packaging:Ammo Pack
FUSE 1A 250V T-LAG IEC SHORT
Subminiature Fuses
	Cooper Bussmann, Inc.
COOPER INDUSTRIES
List of Unclassifed Man...

	225125 225100 25508080001 239250P 250R120 229350 2	2AG Fast-Acting Fuse
Insulating Nuts for CF8 Fuse
5 x 20 mm Time Lag Fuse (Slo-Blo) Fuse
POLYFUSE Resettable PTCs Radial Leaded
2AG Slo-Blo Fuse
Battery Clamp for CF8 Fuse Rated 58V
SPECIFICATIONS FOR LIQUID CRYSTAL DISPLAY
	AZDISPLAYS
LITTELFUSE[Littelfuse]

	215025 215.500XE 0215002.H- 215002.XE 0215002.H-ND	5 x 20 mm Time Lag Fuse (Slo-Blo Fuse)
Axial Lead and Cartridge Fuses - Designed to IEC Standard
   Axial Lead and Cartridge Fuses - Designed to IEC Standard
	Littelfuse, Inc.

	3414.0114.11 3414.0124.22 	SUPER FAST BLOW ELECTRIC FUSE, 0.75A, 32VDC, 35A (IR), SURFACE MOUNT
FUSE, SMD, USF0402, 5A; Current, fuse rating:5A; Case style:0402; Approval Bodies:CCC; Approval category:UL Recognised; Current, breaking capacity DC:35A; Depth, external:0.4mm; Device marking:T; Flammability rating:UL94V-1; Fuse RoHS Compliant: Yes
	SCHURTER INC

	ST733C..LSERIES ST733C08LFM0 ST733C08LFL0 ST733C04	800V 1900A Inverter Thyristor in a TO-200AC (B-Puk) package
400V 1900A Inverter Thyristor in a TO-200AC (B-Puk) package
INVERTER GRADE THYRISTORS
Automotive Fuse; Current Rating:3A; Voltage Rating:32V; Fuse Type:Fast Acting; Body Material:Plastic; Fuse Terminals:Blade; Length:15.41mm; Series:297; Voltage Rating:32V; Fuse Size/Group:15.41 x 10.92 x 3.81mm RoHS Compliant: Yes
Fuse Holder; Leaded Process Compatible:Yes; Mounting Type:Panel Mount RoHS Compliant: Yes
	International Rectifier

	FLA 	Axial Lead and Cartridge Fuse
	Littelfuse

	BC869 BC869-16 BC869-25 BC869_4 BC869/T1 	From old datasheet system
PNP medium power transistor
Automotive Fuse; Current Rating:20A; Voltage Rating:32V; Fuse Type:Fast Acting; Body Material:Plastic; Fuse Terminals:Blade; Length:15.41mm; Series:297; Fuse Size/Group:15.41 x 10.92 x 3.81mm
	NXP Semiconductors
PHILIPS[Philips Semiconductors]

	2302.25P 229.250P 229.350P 229.375P 229.500P 229.6	2AG Slo-Blo Fuse
Axial Lead and Cartridge Fuses - Subminiature Glass Body
	LITTELFUSE[Littelfuse]
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