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			 Related Part Number
	
					PART	Description	Maker
	DM5160 	   1-Channel 960H Video Decoder
	Davicom Semiconductor, ...

	ISL59960-COAX-EVZ 	960MegaQ? An Automatic 960H and Composite Video Equalizer, Fully-Adaptive to 4000 Feet
	Renesas Electronics Corporation

	M38022M5-384FS M38021E5D256SS M38025M7-768SS M3802	Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125
PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Flammability RoHS Compliant: Yes
ER 16C 16#16 SKT RECP
ER 4C 4#16S PIN RECP BOX RoHS Compliant: No 8位单片机
Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 8位单片机
ER 26C 26#16 SKT PLUG LINE 8位单片机
LOW-VOLTAGE 10-BIT ANALOG-TO-DIGITAL CONVERTER WITH SERIAL CONTROL &amp; 8 INPUTS 20-CDIP -55 to 125 8位单片机
Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 3-PFM -40 to 125 8位单片机
ER 20C 20#16 PIN RECP LINE RoHS Compliant: No 8位单片机
ACB 3C 3#12 SKT RECP WALL RM 8位单片机
Single Differential Comparator with Open Collector Outputs 5-SOT-23 0 to 70 8位单片机
Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-TSSOP -40 to 125 8位单片机
Automotive Catalog 5-V Low-Dropout Voltage Regulator 5-DDPAK/TO-263 -40 to 125 8位单片机
ER 2C 2#16S PIN PLUG 8位单片机
ER 5C 5#16S SKT RECP 8位单片机
GT 24C 24#16 PIN PLUG 8位单片机
CRYSTALS 10/10 -20 70 20PF 17.734MHZ ATCUT FUND UM-1 8位单片机
ER 4C 4#12 SKT RECP 8位单片机
ACB 10C 10#16 PIN RECP WALL 8位单片机
1 watt dc-dc converters 1瓦的DC - DC转换
1-Ch. 10-Bit 1.25 MSPS ADC 8-Ch., DSP/SPI, Hardware Configurable, Low Power 24-TSSOP -40 to 85 8位单片机
Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 8-CDIP -55 to 125
Low Voltage Rail-To-Rail uPower Precision Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125
ER 4C 4#16S SKT RECP
Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:CS3100; No. of Contacts:14; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No
Low Voltage Rail-To-Rail Micropower Advanced LinCMOS(TM) Dual Operational Amplifier 20-LCCC -55 to 125
Circular Connector; Body Material:Metal; No. of Contacts:2; Connector Shell Size:A; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Connector Shell Finish:Black Epoxy RoHS Compliant: Yes
ER 2C 2#0 PIN PLUG
Single Output LDO, 800mA, Fixed (5.0V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125
10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-TSSOP 0 to 70
10-Bit, 2 MSPS ADC Quad Ch. (Config.) w/mux, Pgmable Res. vs. Speed/Conversion Mode, Auto o 28-SOIC -40 to 85
10-Bit 85 kSPS ADC Ser. Out, Pgrmable Pwr/Pwrdn/Conversion Rate, TMS320 DSP/SPI/QPSI Compat., 4 Ch. 16-SOIC
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-SOIC
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PDIP
10-Bit 200 kSPS ADC Ser. Out,  Built-In Self-Test Modes, Inherent S&H, Pin Compat. w/TLC1543, 11 Ch. 20-PLCC
10-Bit, 1.25 MSPS ADC Single Ch., DSP/(Q)SPI IF, S&H, Very Low Power, Auto PowerDown 8-SOIC 0 to 70
ER 26C 26#16 PIN PLUG
ER 4C 4#12 SKT PLUG
ER 3C 3#12 PIN RECP LINE
4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85
Low-Voltage Rail-To-Rail Dual Operational Amplifier 8-SOIC -40 to 125
ER 5C 3#12 2#0 PIN PLUG
MAC7111 EXT BUS,16CH A/D
SEP Series AlGaAs Infrared Emitting Diode, T-1 Package
10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-PDIP
10-Bit 38 kSPS ADC Ser. Out, Inherent S&H Function, Terminal Compat. W/TLC1549, TLC1549x 8-SOIC
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26
Connector; Gender:Female; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Connector; Gender:Male; No. of Contacts:5; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
ER 7C 7#12 PIN RECP
ER 5C 5#8 SKT RECP
ER 5C 5#8 PIN RECP
ER 28C 28#16 PIN RECP
ER 26C 26#16 PIN RECP
Connector; Gender:Male; No. of Contacts:4; Series:126; Body Material:Thermoplastic; Leaded Process Compatible:Yes; Operating Voltage:500V; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
ER 24C 24#16 SKT RECP
ER 5C 5#16S SKT RECP LINE RoHS Compliant: No
ER 9C 9#8 SKT PLUG
ER 3C 3#16S PIN RECP LINE
Quad Micropower, 2.5-V, RRIO, Single Supply Amplifier 14-SOIC 0 to 70
8-BIT SINGLE-CHIP MICROCOMPUTER
   8-BIT SINGLE-CHIP MICROCOMPUTER
	Piher Sensors ?Controls SA
Lite-On Technology, Corp.
Golledge Electronics, Ltd.
Mitsubishi Electric, Corp.
Mitsubishi Electric Corporation
http://
Mitsubishi Electric Semiconductor
Mitsubishi Electric Sem...

	SUP65P06-20 SUB65P06-20 	From old datasheet system
P-Channel Enhancement-Mode Trans
P-Channel 60-V (D-S), 175C MOSFET
TRANSISTOR,MOSFET,P-CHANNEL,60V V(BR)DSS,65A I(D),TO-220AB
P-Channel MOSFET
30V N-Channel PowerTrench MOSFET
	VISAY[Vishay Siliconix]
Vishay Intertechnology Inc
Vishay Intertechnology,Inc.

	UPA675T UPA675T-T1 UPA675T-T2 UPA675T-A 	100 mA, 16 V, 2 CHANNEL, N-CHANNEL, Si, SMALL SIGNAL, MOSFET
N-CHANNEL MOS FIELD EFFECT TRANSISTOR FOR HIGH SPEED SWITCHING
N-channel enhancement type MOS FET
	NEC

	FDS898407 FDS8984 	N-Channel PowerTrench? MOSFET
N-Channel PowerTrench庐 MOSFET
N-Channel PowerTrench㈢ MOSFET
N-Channel PowerTrench MOSFET 30V, 7A, 23mOhm 7 A, 30 V, 0.032 ohm, 2 CHANNEL, N-CHANNEL, Si, POWER, MOSFET
	FAIRCHILD SEMICONDUCTOR CORP
Fairchild Semiconductor, Corp.

	SUB75N08-10 SUP75N08-10 	N-Channel Enhancement-Mode Trans
N-Channel 75-V (D-S), 175C MOSFET
N-Channel 75-V (D-S), 175 Degrees Celcious MOSFET
N-Channel 75 N通道75
	VISAY[Vishay Siliconix]
Vishay Intertechnology, Inc.

	PHN210T 	Dual N-channel TrenchMOS intermediate level FET 3.4 A, 30 V, 0.1 ohm, 2 CHANNEL, N-CHANNEL, Si, POWER, MOSFET, MS-012AA
	NXP Semiconductors N.V.

	FDS8936S 	Dual N-Channel Enhancement Mode Field Effect Transistor 5 A, 30 V, 0.04 ohm, 2 CHANNEL, N-CHANNEL, Si, POWER, MOSFET
	Fairchild Semiconductor, Corp.

	SIZ704DT-T1-GE3 	N-Channel 30-V (D-S) MOSFETs
9.4 A, 30 V, 0.024 ohm, 2 CHANNEL, N-CHANNEL, Si, POWER, MOSFET 6 X 3.70 MM, HALOGEN FREE AND ROHS COMPLIANT, POWERPAIR-6
	Vishay Siliconix
Vishay Intertechnology, Inc.

	FDC6420 FDC6420C FDC6420CD84Z 	20V N & P-Channel PowerTrench MOSFETs
3000 mA, 20 V, 2 CHANNEL, N AND P-CHANNEL, Si, SMALL SIGNAL, MOSFET
	FAIRCHILD[Fairchild Semiconductor]
FAIRCHILD SEMICONDUCTOR CORP
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