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			LTC6082IMS8PBF - DUAL OP-AMP, 90 uV OFFSET-MAX, 3.6 MHz BAND WIDTH, PDSO8 DUAL OP-AMP, 90 uV OFFSET-MAX, 3.6 MHz BAND WIDTH, PDSO10 QUAD OP-AMP, 90 uV OFFSET-MAX, 3.6 MHz BAND WIDTH, PDSO16 
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	Part No.	LTC6082IMS8PBF LTC6082HMS8TRPBF LTC6082CDDTRPBF LTC6081CGNPBF   

	Description	DUAL OP-AMP, 90 uV OFFSET-MAX, 3.6 MHz BAND WIDTH, PDSO8 
 DUAL OP-AMP, 90 uV OFFSET-MAX, 3.6 MHz BAND WIDTH, PDSO10
QUAD OP-AMP, 90 uV OFFSET-MAX, 3.6 MHz BAND WIDTH, PDSO16
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			 Related Part Number
	
					PART	Description	Maker
	AD8622ARZ AD8624ARUZ 	Dual, Low Power, Low Noise, Low Bias Current, Precision Rail-to-Rail Output Op Amp; Package: 8-pin; Temperature Range: -40&#176;C to  125&#176;C DUAL OP-AMP, 230 uV OFFSET-MAX, 0.58 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 230 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.
ANALOG DEVICES INC

	MAX479ESDT MAX478CSAT 	17&#181;A Max, Dual Quad, Single-Supply, Precision Op Amps QUAD OP-AMP, 530 uV OFFSET-MAX, 0.06 MHz BAND WIDTH, PDSO14
17&#181;A Max, Dual Quad, Single-Supply, Precision Op Amps DUAL OP-AMP, 300 uV OFFSET-MAX, 0.06 MHz BAND WIDTH, PDSO8
	Maxim Integrated Products, Inc.

	LM2904 SE532 NE532 LM358 LM2904D LM258D LM358N LM2	DUAL OP-AMP, 7000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO8 3.90 MM, PLASTIC, SO-8
DUAL OP-AMP, 9000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO8 3.90 MM, PLASTIC, SO-8
Low power dual operational amplifiers
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	LT2179CSPBF LT2179CSTR 	17&#181;A Max, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C QUAD OP-AMP, 750 uV OFFSET-MAX, 0.085 MHz BAND WIDTH, PDSO14
	Linear Technology, Corp.

	LMV32110 LMV324IYDT LMV358IYDT LMV324 LMV321RILT L	QUAD OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO14 ROHS COMPLIANT, TSSOP-14
DUAL OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO8 LEAD FREE, TSSOP-8
OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5 ROHS COMPLIANT, SOT-23, 5 PIN
Low cost,low power,input/output rail-to-rail operational amplifiers
	ST Microelectronics
STMicroelectronics

	AS358GTR-E1 AS358G-E1 AS358MTR-E1 AS358M-E1 AS358A	LOW POWER DUAL OPERATIONAL AMPLIFIERS DUAL OP-AMP, 5000 uV OFFSET-MAX, PDSO8
LOW POWER DUAL OPERATIONAL AMPLIFIERS DUAL OP-AMP, 7000 uV OFFSET-MAX, PDSO8
LOW POWER DUAL OPERATIONAL AMPLIFIERS DUAL OP-AMP, 7000 uV OFFSET-MAX, DIP8
	BCD Semiconductor Manufacturing, Ltd.

	LT1462CS8TRPBF 	Dual/Quad Micropower, 260&#181;W C-Load Picoampere Bias Current JFET Input Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 2800 uV OFFSET-MAX, 0.14 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	ADOP-07AH ADOP-07AQ ADOP-07EN 	OP-AMP, 25 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8 HERMETIC SEALED, METAL CAN, TO-99, 8 PIN
OP-AMP, 25 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, CDIP8 HERMETIC SEALED, CERDIP-8
OP-AMP, 75 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDIP8 MINI, PLASTIC, DIP-8
	Analog Devices, Inc.

	MAX479EPD MAX479ESD-T 	17&#181;A Max, Dual Quad, Single-Supply, Precision Op Amps QUAD OP-AMP, 740 uV OFFSET-MAX, 0.085 MHz BAND WIDTH, PDIP14
17&#181;A Max, Dual Quad, Single-Supply, Precision Op Amps QUAD OP-AMP, 740 uV OFFSET-MAX, 0.085 MHz BAND WIDTH, PDSO14
	Maxim Integrated Products, Inc.
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