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			 Related Part Number
	
					PART	Description	Maker
	HM62V8512B HM62V8512BLFP-7 HM62V8512BLFP-7SL HM62V	ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
Quadruple Bus Buffer Gate With 3-State Outputs 14-PDIP -40 to 85
4 M SRAM (512-kword x 8-bit)
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]

	LTC1143L-ADJ LTC1143LCS-ADJ 	Dual High Efficiency SO-16 Step-Down Switching Regulator Controllers
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
	Linear Technology Corporation

	LTC3727EG LTC3727EUH-1 LTC3727EG-1 LTC3727 LTC3727	From old datasheet system
High Efficiency, 2-Phase Synchronous Step-Down Switching Regulators
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	LTC1142-ADJ LTC1142HV-ADJ LTC1142HVCG-ADJ LTC1142L	Dual High Efficiency Synchronous Step-Down Switching Regulators
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
OCTAL BUS TRANSCEIVER O.C. 20-SO 0 to 70
	Linear Technology Corporation

	CS3972YTVA5 CS3972YTHA5 CS3972 CS3972YDW16 CS3972Y	1.25A High Efficiency Switching Regulator
5V/ 750mA Linear Regulator with RESET
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
	CHERRY[Cherry Semiconductor Corporation]
ZF Electronics Corporation

	LTC3202EMS LTC3202 LTC3202EMSTRPBF LTC3202-15 	Low Noise, High Efficiency Charge Pump for White LEDs 低噪声，高效率电荷泵白光LED
Low Noise, High Efficiency Charge Pump for White LEDs; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  125&deg;C SWITCHED CAPACITOR CONVERTER, 1500 kHz SWITCHING FREQ-MAX, PDSO10
	Linear Technology, Corp.

	EL513-95 EL513-16 EL513-65 EL513-275 EL513-35 EL51	Multiphase PWM Controller; Temperature Range: 0&degC to 70°C; Package: 32-QFN T&R
High Voltage Synchronous Rectified Buck MOSFET Driver with Programmable Deadtime; Temperature Range: 0&degC to 70°C; Package: 8-QFN T&R
Dual Mobile-Friendly PWM Controller with DDR Memory Option; Temperature Range: 0&degC to 70°C; Package: 28-QSOP
High-Efficiency, Triple-Output System Power Supply Controller for Notebook Computers; Temperature Range: -40°C to 85°C; Package: 28-TQFN T&R
High Voltage Synchronous Rectified Buck MOSFET Driver with Programmable Deadtime; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Mobile-Friendly PWM Controller with DDR Option; Temperature Range: 0&degC to 70°C; Package: 28-QSOP T&R
High Voltage Synchronous Rectified Buck MOSFET Driver with Programmable Deadtime; Temperature Range: -40°C to 85°C; Package: 8-QFN
High-Efficiency, Quad-Output, Main Power Supply Controllers for Notebook Computers; Temperature Range: -40°C to 85°C; Package: 32-QFN T&R
High Efficiency System Power Supply Controller for Notebook Computers; Temperature Range: 0&degC to 70°C; Package: 28-QSOP T&R
Dual Mobile-Friendly PWM Controller with DDR Option; Temperature Range: -40°C to 85°C; Package: 28-QSOP T&R
Logic IC 逻辑IC
Dual Mobile-Friendly PWM Controller with DDR Memory Option; Temperature Range: 0&degC to 70&deg;C; Package: 28-QSOP T&amp;R 逻辑IC
	Everlight Electronic Co., Ltd.
Exar, Corp.

	MSK5045-5.0HG MSK5045-2.5 MSK5045-2.5E MSK5045-2.5	HIGH EFFICIENCY, HIGH VOLTAGE 4 AMP SURFACE MOUNT SWITCHING REGULATORS
	MSK[M.S. Kennedy Corporation]

	VCN60BADJTU-1C MDCVCN6070 	High Efficiency, High Current Density, 60 or 70 Amp Single Inline Package DC/DC Converters
	Murata Manufacturing Co., Ltd.

	PI74AVC16823K 	High Efficiency Synchronous Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 18位D型触发器
	Pericom Semiconductor, Corp.

	LINEARTECHNOLOGYCORP-LTM4600HVMPVTRPBF LTM4600HVEV	10A High Efficiency DC/DC &#181;Module; Package: LGA; No of Pins: 104; Temperature Range: -40&deg;C to  125&deg;C
10A High Efficiency DC/DC &#181;Module; Package: LGA; No of Pins: 104; Temperature Range: -40&deg;C to  85&deg;C
10A High Efficiency DC/DC &#181;Module; Package: LGA; No of Pins: 104; Temperature Range: -55&deg; to  125&deg;C
	LINEAR TECHNOLOGY CORP

	NCP1522ASNT1G 	3.0 MHz, 600 mA, High&#8722;Efficiency, Low Quiescent Current, Adjustable Output Voltage Step&#8722;Down Converter
	ON SEMICONDUCTOR
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