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			19001-04UL - 2 in Diameter, 15 Amp Single Deck Rotary Switch 
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			 Related Part Number
	
					PART	Description	Maker
	HDSP-703A HDSP-701G HDSP-701E HDSP-701A 	Low-Cost Molded VRS Sensor, 6,2 mm [0.243 in] diameter, 10 Vp-p, -18 ºC to 60 ºC [0 ºF to 140 ºF], 32 DP (module 0.80) or coarser, 19 mm [0.75 in] approx. length
Low-Cost Molded VRS Sensor, 6,4 mm [0.250 in] diameter, 10 Vp-p, -40 ºC to 107 ºC [-40 ºF to 225 ºF], 32 DP (module 0.80) or coarser, 25 mm [1.00 in] approx. length
Low-Cost Molded VRS Sensor, 11,2 mm [0.438 in] diameter, 17.5 Vp-p, -18 ºC to 930 ºC [0 ºF to 200 ºF], 26 DP (module 0.98) or coarser, 32 mm [1.25 in] approx. length
High Resolution VRS Sensor, 9,5 mm [0.375 in] M12 diameter, 55 Vp-p, -40 ºC to 107 ºC [-40 ºF to 225 ºF], 36 DP (module 0.70) or coarser, 40 kHz, 32 mm [1.25 in] approx. length
High Resolution VRS Sensor, 9,5 mm [0.375 in] M12 diameter, 55 Vp-p, -40 &#xba;C to 107 &#xba;C [-40 &#xba;F to 225 &#xba;F], 36 DP (module 0.70) or coarser, 40 kHz, 32 mm [1.25 in] approx. length 17.3毫米.68英寸）通用5x7点阵的字母数字显示器
	HIROSE ELECTRIC Co., Ltd.

	X9119TV14-2.7T1 	Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R
	INTERSIL CORP

	X9421YS16 X9421YS16IZ X9421YV14 X9421YV14I X9421YV	Single Digitally Controlled (XDCP? Potentiometer
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R 2.5K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO14
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R
Single Voltage Potentiometer
	Intersil Corporation
Intersil, Corp.

	43M02110N-M03203S 44M30-02-1-12N-F 	1 Diameter, 1 Amp, Standard Military SR04
	Grayhill, Inc

	X9271TV14-2.7T1 	Single Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
	Intersil, Corp.

	EDI8L32512V15AC 	Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R X32号的SRAM
	Bourns, Inc.

	MAX409BESAT 	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
	Maxim Integrated Products, Inc.

	ISL6545ACBZ-T 	5V or 12V Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R SWITCHING CONTROLLER, 660 kHz SWITCHING FREQ-MAX, PDSO8
	Intersil, Corp.

	75AP36-01-1-06N 75CP36-01-1-06N 75CF36-01-1-08N 75	0.3 in Diameter, 200mA Single Deck Rotary Switch ROTARY SWITCH-6POSITIONS, SP6T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
ROTARY SWITCH-6POSITIONS, SP6T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT ROHS COMPLIANT
0.3 in Diameter, 200mA Single Deck Rotary Switch ROTARY SWITCH-8POSITIONS, SP8T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
0.3 in Diameter, 200mA Single Deck Rotary Switch ROTARY SWITCH-3POSITIONS, SP3T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
ROTARY SWITCH-5POSITIONS, SP5T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
	Grayhill, Inc.
GRAYHILL INC

	62MRXXLF 	1/4 Diameter Single Turn Cermet Trimming Potentiometer
	Bi technologies

	62PFR1KLF 62PFR100KLF 62PFR100LF 62PFR10KLF 62PFR1	1/4 Diameter Single Turn Cermet Trimming Potentiometer
	BI Technologies Corporation

	UA741 UA741IJ 	general purpose single operational amplifiers OP-AMP, 6000 uV OFFSET-MAX, 1 MHz BAND WIDTH, CDIP8
Quad high side smart power solid state relay
IC,OP-AMP,SINGLE,BIPOLAR,CAN,8PIN,METAL
	ST Microelectronics
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