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			SE5512FE - DUAL OP-AMP, 3000 uV OFFSET-MAX, 3 MHz BAND WIDTH, CDIP8 
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	Part: SE5512N
	Maker: PHILIPS(飞利浦)
	Pack: DIP-8
	Stock: 327
	Unit price 
									for :
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	EL2228CYZ-T7 EL2228 EL2228CS EL2228CS-T13 EL2228CS	Dual Low Noise Amplifier DUAL OP-AMP, 3000 uV OFFSET-MAX, PDSO8
	Intersil, Corp.
INTERSIL[Intersil Corporation]
http://

	TSM103AWD TSM103WD TSM103WIDT 	DUAL OP-AMP AND  VOLTAGE REFERENCE
DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, PDSO8
DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.9 MHz BAND WIDTH, PDSO8
	ST Microelectronics
STMICROELECTRONICS

	AD201AH AD201AN 	OP-AMP, 3000 uV OFFSET-MAX, MBCY8
OP-AMP, 3000 uV OFFSET-MAX, PDIP8
	ANALOG DEVICES INC

	NJM2043 NJM2043D NJM2043L NJM2043M NJM2043M-T1 	DUAL OP-AMP, 3000 uV OFFSET-MAX, 14 MHz BAND WIDTH, PDSO8
LOW-NOISE DUAL PRE-AMPLIFIER
	NJRC[New Japan Radio]
New Japan Radio Co., Ltd.

	NJM2041 NJM2041D NJM2041L NJM2041M NJM2041M-TE2 	DUAL OP-AMP, 3000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PDSO8
LOW-NOISE DUAL OPERATIONAL AMPLIFIER
	New Japan Radio Co., Ltd.
NJRC[New Japan Radio]

	LTC6247IKCTRMPBF LTC6247IKCTRPBF LTC6247CKC LTC624	180MHz, 1mA Power Efficient Rail-to-Rail I/O Op Amps
180MHz, 1mA Power Efficient Dual Rail-to-Rail I/O Op Amps, 10-Lead MSOP, Temperature Range: 0&#176;C to 70&#176;C, Tape and Reel DUAL OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO10
180MHz, 1mA Power Efficient Dual Rail-to-Rail I/O Op Amps, 8-Lead MSOP, Temperature Range: 0&#176;C to 70&#176;C DUAL OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO8
180MHz, 1mA Power Efficient Single Rail-to-Rail I/O Op Amps, 6-Lead SOT, Temperature Range: &#150;40&#176;C to 125&#176;C, Tape and Reel OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO6
180MHz, 1mA Power Efficient Dual Rail-to-Rail I/O Op Amps, 8-Lead SOT, Temperature Range: &#150;40&#176;C to 125&#176;C, Tape and Reel DUAL OP-AMP, 3000 uV OFFSET-MAX, 180 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	SA5532NG SE5532AD8G 	Internally Compensated Dual Low Noise Operational Amplifier DUAL OP-AMP, 5000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDIP8
Internally Compensated Dual Low Noise Operational Amplifier DUAL OP-AMP, 3000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO8
	ON Semiconductor

	MSK0041B 	HIGH POWER OP-AMP OP-AMP, 3000 uV OFFSET-MAX, CBCY12
	M.S. Kennedy, Corp.

	MSK106ERHG MSK106HRHG MSK106KRHG MSK106RH 	RADIATION HARDENED HIGH POWER OP-AMP OP-AMP, 3000 uV OFFSET-MAX, MDSO20
RADIATION HARDENED HIGH POWER OP-AMP OP-AMP, 5000 uV OFFSET-MAX, MDFP20
	M.S. Kennedy, Corp.

	LT1797CS5-PBF LT1797CS5-TRPBF LT1797IS5-PBF LT1797	10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 3000 uV OFFSET-MAX, 11 MHz BAND WIDTH, PDSO5
	Linear Technology, Corp.

	OP07D OP07DN OP07DR-REEL OP07DR-REEL7 OP07DR OP07D	Ultralow Offset Voltage Operational Amplifier; Package: SOIC 150 MIL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 350 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO8
150 μV Maximum Offset Voltage Op Amp
150 渭V Maximum Offset Voltage Op Amp
150 レV Maximum Offset Voltage Op Amp
	Analog Devices, Inc.
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