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			 Related Part Number
	
					PART	Description	Maker
	HX1234NL H1141NL 	10/100Base-TX Transformer Modules
RoHS peak reflow temperature rating 245C
	Pulse A Technitrol Company

	TM23P-88P HT601-TM23_TM22P-88P TM23R-TO6 TM23P-88P	EVAL BOARD FOR CS5466
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5460A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5471; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD FOR CS5524 ADC
BOARD EVAL FOR CS42448
EVAL BOARD CS4271 STEREO CODEC
EVAL BOARD CS42L51 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS4228A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD CS4270 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS43122; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 6类布线系统的数据连接
CAT 6 Data Wiring System Connectors 6类布线系统的数据连接
DSUB RoHS Compliant: Yes 6类布线系统的数据连接
EVAL BOARD CS5451A 6CH ADC 6类布线系统的数据连接
EVAL BOARD CS4272 STEREO CODEC 6类布线系统的数据连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	2-2WI-1000S16 2-2WI-1000 2-2WI-1000S-16 	1600 V, 1100 A, 8.8 kA water cooled A.C.switch
Computer Keyboard; No. of Keys:104; Color:Charcoal Black; Leaded Process Compatible:No; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Light Gray; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
WATERCOOLEDA.C.SWITCH
WATER COOLED A.C. SWITCH
	POSEICO SPA
PowerSemiconductors
POSEICO[Power Semiconductors]
Powerex Power Semiconductors

	CA56-21GWA CA56-21 CC56-21 CC56-21EWA CA56-21YWA C	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
PC Board Connector; No. of Contacts:40; Pitch Spacing:0.05"; Mounting Type:PCB Right Angle Thru Hole; Gender:Female; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 14.2MM 4位数的显示展
D Subminiature Connector; Gender:Female; Number of Contacts:36; Contact Termination:PC Board; Body Material:Steel; Contact Plating:Gold Over Nickel; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
14.2MM FOUR DIGIT NUMERIC DISPLAYS
	Electronic Theatre Controls, Inc.
ETC
Kingbright Electronic

	A3121UA A3121LUA A3121EU A3123LUA 3122 3121 A3123U	   HALL-EFFECT SWITCHES FOR HIGH-TEMPERATURE OPERATION
Hall Effect switch For High-Temperature  Operation(工作于高温的霍尔效应开
HALL-EFFECT SWITCHES FOR HIGH-TEMPERATURE OPERATION 霍尔效应开关高温作
Audio CODEC IC; IC Function:Audio Codec; Package/Case:28-SSOP; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount RoHS Compliant: No 霍尔效应开关高温作
KPT 18C 18#20 PIN PLUG 霍尔效应开关高温作
	ALLEGRO[Allegro MicroSystems]
Allegro MicroSystems, Inc.

	TSC51C1XXX-A-12CAR TSC51C1XXX-A-12CHB TSC8051C1XXX	30MM FLUSH LIT EXT RED PB SPRING RTRN
CONNECTOR ACCESSORY 连接器附
8-Bit Microcontroller for Digital Computer Monitors 8位数字的电脑显示器微控制
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1.5UF 1600VDC POLY FILM AXL
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1800PF 3KV CERAMIC DISC Y5P
Film Capacitor; Voltage Rating:16VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:56000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:Yes; Package/Case:1210; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Mimix Broadband, Inc.
HIROSE ELECTRIC Co., Ltd.
Microchip Technology, Inc.
NEC, Corp.
TEMIC Semiconductors

	0435.250 04351.25 04351.75 0435.500 0435.375 04350	Surface Mount Fuses - Thin-Film Surface Mount
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:41 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
LED Panel Mount Indicator; LED Color:Orange; Color:Orange; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Littelfuse, Inc.

	556-3608-304 556-3708-304 556-3508-304 556-3507-30	LED Panel Indicator; LED Color:Green; Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No SINGLE COLOR DISPLAY CLUSTER, GREEN, 28.5 mm
LED Panel Indicator; LED Color:Yellow; Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No SINGLE COLOR DISPLAY CLUSTER, YELLOW, 28.5 mm
LED Panel Mount Indicator; LED Color:Red; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No SINGLE COLOR DISPLAY CLUSTER, RED, 28.5 mm
LED Panel Indicator; LED Color:Red; Color:Red; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No SINGLE COLOR DISPLAY CLUSTER, RED, 28.5 mm
	Dialight PLC
DIALIGHT CORP

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	IXTM75N10 IXTH75N10 IXTH67N10 IXTM67N10 IXTM75N100	   MegaMOSFET
Receiver IC; Supply Voltage:5V; Package/Case:28-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Channels:7; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V; Mounting Type:Surface Mount RoHS Compliant: No
Receiver IC; Package/Case:28-TSSOP; Current Rating:2.8mA; Interface Type:Serial; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V; Mounting Type:Surface Mount; Voltage Rating:3.3V RoHS Compliant: No
32-Bit Microcontroller IC; Controller Family/Series:(ARM9); Memory Size, RAM:16MB; No. of I/O Pins:24; No. of PWM Channels:1; Clock Speed:200MHz; Interface:AC97, I2S, SPI, UART, USB; Package/Case:208-LQFP; A/D Converter:12 Bits RoHS Compliant: Yes
IC ARM920T MCU 200MHZ 272-TFBGA
1000V HiPerFET power MOSFET
	JFETs
IXYS[IXYS Corporation]

	AM29LV010B-90EF AM29LV010B-70JF 	Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:10Mbit; Package/Case:32-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:3V; Access Time, Tacc:90ns; Series:AM29 RoHS Compliant: Yes 128K X 8 FLASH 3V PROM, 90 ns, PDSO32
Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:10Mbit; Package/Case:32-PLCC; Peak Reflow Compatible (260 C):No; Supply Voltage Max:3V; Access Time, Tacc:70ns; Series:AM29 RoHS Compliant: Yes 128K X 8 FLASH 3V PROM, 70 ns, PQCC32
	Spansion, Inc.
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