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			 Related Part Number
	
					PART	Description	Maker
	72913-0 72912-0 5931-0 3265 3261 	Banana adapter; Color:Black; Features:Panel mount IEC1010 banana jacks for sheathed plugs, solder tab, black INTERCONNECTION DEVICE
Banana adapter; Color:Black; Features:Panel mount IEC1010 banana jacks for sheathed plugs, threaded stud, black INTERCONNECTION DEVICE
Banana Jack; For Use With:Pomona Types 5907A, 5908A, 5909A Sheathed DMM Test Leads; Insulator Material:Nylon; Mounting Type:Panel; Panel Thickness Max:0.28" RoHS Compliant: Yes INTERCONNECTION DEVICE
Connector RoHS Compliant: Yes INTERCONNECTION DEVICE
	Pomona Electronics

	2249-C-48 2249-E-240 2249-C-12 2249-C-96 2249-K-12	Pomona Stress Relieved/BNCCable Assemblies, Color: Black, Length: 48 , Contact Plating: Nickel, Contact Material: Brass, Features: BNC to BNC, weatherproof molded construction, ideal for use with test instruments INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:20ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; Features:75 Ohm impedance; For Use With:RG59B/U INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:1ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; For Use With:RG58C/U; Leaded Process Compatible:Yes INTERCONNECTION DEVICE
Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
BNC (M), RG174/U INTERCONNECTION DEVICE
BNC (M) RG223/U RoHS Compliant: Yes INTERCONNECTION DEVICE
TEST , 50R RG58 2M
	Pomona Electronics

	6QCD-078-03.75-SBL-SBL-1-F 	INTERCONNECTION DEVICE
	SAMTEC INC

	QZF-HAB001B-L300D QZF-HAB001A-L200C QZF-HAB001A-L4	INTERCONNECTION DEVICE
	HONDA TSUSHIN KOGYO CO LTD

	05HZ07205 14HX02414 05GY03605 05GY01805 05GY07205 	INTERCONNECTION DEVICE
	SWITCHCRAFT INC

	0250010906 	INTERCONNECTION DEVICE
	MOLEX INC

	AK314 AK315 AK318 	INTERCONNECTION DEVICE
	

	14012 	INTERCONNECTION DEVICE
	POWER DYNAMICS INC

	24-15.24-115 	INTERCONNECTION DEVICE
	ARIES ELECTRONICS INC
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