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			 Related Part Number
	
					PART	Description	Maker
	BF820W 	Low current (max. 50 mA) High voltage (max. 300 V).Collector current IC 50 mA
	TY Semiconductor Co., Ltd

	2PB709AW 2PB709AQW 2PB709ASW 2PB709ARW 	High collector current (max. 100 mA). Low collector-emitter saturation voltage (max. 500 mV).
	TY Semiconductor Co., Ltd

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	BFS19 	Low current (max. 30 mA) Low Voltage (max. 20 V) Collector current IC 30 mA
	TY Semiconductor Co., Ltd

	UC3845BVD1G UC2845BDR2G UC2845BD1G 	HIGH PERFORMANCE CURRENT MODE CONTROLLERS 1 A SWITCHING CONTROLLER, 275 kHz SWITCHING FREQ-MAX, PDSO14
1A, 52kHz (250kHz Max) Current Mode PWM Control Circuit with 8.4V UVLO Threshold and 48% Max Duty Cycle; Package: SOIC-8 Narrow Body; No of Pins: 8; Container: Rail; Qty per Container: 98 1 A SWITCHING CONTROLLER, 275 kHz SWITCHING FREQ-MAX, PDSO8
	Rectron Semiconductor

	OP-37 OP-37A OP-37AH OP-37AJ8 OP-37C OP-37CH OP-37	From old datasheet system
Low Noise, High Speed  Precision Operational Amplifiers
Low Noise / High Speed Precision Operational Amplifiers
TOOLS,CRIMP,HAND,COMPRESSION TOOL, 8 AWG TO 2 AWG COPPER, 10 AWG TO 6 AWG ALUMINUM,TERMINALS & SPLICES,COMPRESSION TOOLS ,THOMAS & BETTS RoHS
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 50 uV OFFSET-MAX, 63 MHz BAND WIDTH, MBCY8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 50 uV OFFSET-MAX, 63 MHz BAND WIDTH, PDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 60 uV OFFSET-MAX, 63 MHz BAND WIDTH, MBCY8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 60 uV OFFSET-MAX, 63 MHz BAND WIDTH, CDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 300 uV OFFSET-MAX, 63 MHz BAND WIDTH, MBCY8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 300 uV OFFSET-MAX, 63 MHz BAND WIDTH, CDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 50 uV OFFSET-MAX, 63 MHz BAND WIDTH, CDIP8
TRANS NPN BIPOLAR 45V SOT323 OP-AMP, 220 uV OFFSET-MAX, 63 MHz BAND WIDTH, MBCY8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 300 uV OFFSET-MAX, 8 MHz BAND WIDTH, CDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 50 uV OFFSET-MAX, 8 MHz BAND WIDTH, CDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 50 uV OFFSET-MAX, 8 MHz BAND WIDTH, PDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 220 uV OFFSET-MAX, 8 MHz BAND WIDTH, CDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 220 uV OFFSET-MAX, 8 MHz BAND WIDTH, PDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 60 uV OFFSET-MAX, 8 MHz BAND WIDTH, CDIP8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 220 uV OFFSET-MAX, 63 MHz BAND WIDTH, CDIP8
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	X9119TV14 X9119TV14-2.7 X9119TV14I X9119TV14I-2.7 	IGBT MODULE, 1200V, 54A; Transistor type:IGBT4; Current, Ic continuous a max:56A; Voltage, Vce sat max:2.05V; Case style:MiniSkiiP 2 ; Current, Ic continuous b max:45A; Time, rise:35ns; Voltage, Vce sat typ:1.85V; Voltage, RoHS Compliant: Yes
Single Supply/Low Power/1024-Tap/2-Wire Bus
	INTERSIL[Intersil Corporation]

	AM1S-0505S AM1S AM1S-1209S AM1S-0503S AM1S-1224S A	From old datasheet system
Voltage Regulator IC; Output Current:300mA; Output Voltage:1.8V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:1.8V
Voltage Regulator IC; Output Current:300mA; Output Voltage:3.3V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:3.3V
1 watt dc-dc converters 1瓦的DC - DC转换
Linear Voltage Regulator IC; Output Current Max:300mA; Supply Voltage Max:6V; Package/Case:8-MSOP; Current Rating:300mA; Leaded Process Compatible:No; Output Voltage Max:2.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Package/Case:8-MSOP; Output Current:300mA; Output Voltage:2.5V; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:2.5V RoHS Compliant: No
	Aimtec
ETC
Electronic Theatre Controls, Inc.

	CLY32-00 CLY32-05 CLY32-10 CLY32 	Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 伊雷尔C波段砷化镓功率场效应
HiRel C-Band GaAs Power-MESFET
	INFINEON[Infineon Technologies AG]
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