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			 Related Part Number
	
					PART	Description	Maker
	ADM869L ADM869LARQ 	2 A, High-Side P-Channel Switch with Current Limit and Thermal Shutdown 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
2 A/ High-Side P-Channel Switch with Current Limit and Thermal Shutdown
	Analog Devices, Inc.
AD[Analog Devices]

	IR2122S IR2122 	   CURRENT SENSING SINGLE CHANNEL DRIVER
CURRENT LIMITING SINGLE CHANNEL DRIVER
Single High Side Driver, Current Sensing, Overcurent Detection and Shutdown Fault Output in a 8-pin DIP package
Single High Side Driver, Current Sensing, Overcurent Fault Signal in a 8-lead SOIC package
	IRF[International Rectifier]

	MAX4004 MAX4006 MAX4006EUT-T MAX4004EUT-T 	"?High-Accuracy, High-Side Current Monitor in SOT23"
"?High-Accuracy, High-Side Current Monitor with internal resistive load in SOT23"
High-Accuracy, High-Side Current Monitors in SOT23
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	BTS740S2 BTS740-S2 	Smart High Side Switches - 5,0-34V, 2x30mΩ Limit(scr) 24A DSO-20-9
Smart High-Side Power Switch Two Channels: 2 x 30m Current Sense
Smart High-Side Power Switch Two Channels: 2 x 30mз Current Sense
	Infineon Technologies AG

	AQV202 AQV202A AQV103 AQV103A AQV101 AQV101A AQV20	PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 1/2/3-pin side.
ER 17C 17#16 PIN RECP
ER 8C 8#16 PIN RECP WALL
ER 17C 17#16 SKT RECP
ER 14C 14#16 SKT RECP WALL
ER 2C 2#8 SKT RECP WALL
HF (High Function) Type [1-Channel (Form A) Type]
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 700 mA. Tape and reel packing style. picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 600 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 180 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 300 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 40V, load current 500 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 250V, load current 200 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HF (high function) type [1-channel (form A0 type]. Load voltage 400V, load current 150 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Nais(Matsushita Electri...
ETC[ETC]
NAIS[Nais(Matsushita Electric Works)]
Matsushita Electric Works(Nais)

	MAX890L MAX890LC 	1.2A, Current-Limited, High-Side P-Channel Switch with Thermal Shutdown
	Maxim Integrated Products
Maxim Integrated Produc...

	TLD1125EL TLD1125EL-15 	1 Channel High Side Current Source Basic LED Driver
	Infineon Technologies AG
Marl International Limi...
Infineon Technologies A...

	TLD2314EL 	3 Channel High Side Current Source Basic LED Driver
	Infineon Technologies AG
Infineon Technologies A...

	VNQ5E250AJ-E 	Quad channel high-side driver with analog current sense
	ST Microelectronics

	VND5T100LAJ-E 	Double channel high-side driver with analog current sense for 24 V automotive applications
	ST Microelectronics

	VNQ5050AK-E VNQ5050AKTR-E 	Quad channel high side driver with analog current sense for automotive application
	ST Microelectronics

	VN5012SAKTR-E 	Single channel high side driver with analog current sense for automotive applications
	STMicroelectronics
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