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			 Related Part Number
	
					PART	Description	Maker
	DF26A1.7-9CP-1.1V DF26A1.2-09CP-1.1V DF26A1.2-16CP	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:19 x 37; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 1.1mm的超薄沥青压缩器
1.1mm Pitch Low Profile Compression Connectors 1.1mm的超薄沥青压缩器
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	SM-6P-S-A-I-TL SM-3P-H-H-L-TL SM-3P-T-H-I-TL SR-6P	RF COAXIAL RELAY, SP6T, FAILSAFE, 5750mW (COIL), 6000MHz, PANEL MOUNT
RF COAXIAL RELAY, SP6T, LATCHED, 0.55A (COIL), 12VDC (COIL), 6600mW (COIL), 4000MHz, PANEL MOUNT
RF COAXIAL RELAY, SP6T, FAILSAFE, 0.27A (COIL), 12VDC (COIL), 3240mW (COIL), 6000MHz, PANEL MOUNT
RF COAXIAL RELAY, SP6T, LATCHED, 0.31A (COIL), 28VDC (COIL), 8680mW (COIL), 4000MHz, PANEL MOUNT
RF COAXIAL RELAY, SP6T, FAILSAFE, 5750mW (COIL), 4000MHz, PANEL MOUNT
RF COAXIAL RELAY, SP6T, LATCHED, 0.55A (COIL), 12VDC (COIL), 6600mW (COIL), 6000MHz, PANEL MOUNT
RF COAXIAL RELAY, SP5T, FAILSAFE, 0.19A (COIL), 28VDC (COIL), 5320mW (COIL), 6000MHz, PANEL MOUNT
	RLC ELECTRONICS INC

	L72CB-1YTA-L L72CB-1GDA L72CB-1GDA-2L L72CB-1GDA-L	RIGHT ANGLE LED LAMPS 直角LED节能
RES NET ISOLATED 2.7K OHM 6-SIP
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Jacket Color:Black RoHS Compliant: Yes
	http://
Kingbright, Corp.
MICRO-ELECTRONICS[Micro Electronics]

	OL5492N OL592N_597N OL597N OL5497N OL592N 	1.55 μm Laser-Diode Coaxial Module
1.55 um Laser-Diode Coaxial Module
From old datasheet system
1.55 レm Laser-Diode Coaxial Module
1.55 m Laser-Diode Coaxial Module
	OKI electronic components
OKI[OKI electronic componets]

	10DL2CZ47A 10FL2CZ47A 10GL2CZ47A 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
DIODE ( SWITCHING TYPE POWER SUPPLY APPLICATION CONVERTER & CHOPPER APPLICATION)
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	MB84VA2107-10 MB84VA2106-10 	Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:11; No. Strands x Strand Size:7 x 19; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
16M (x16) FLASH MEMORY & 1M (x 8) STATIC RAM
	Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Component Limit...

	M36W108T100ZN5T M36W108T100ZM6T M36W108T120ZM6T M3	TV 5C 5#16 PIN RECP
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	TBA12-11EGWA TBA12-12EGWA TBA12-22EGWA TA12-11 TA1	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Capacitance:16.9pF/ft; Conductor Material:Copper; Jacket Color:Red RoHS Compliant: Yes
30 MM 5 X 7 DOT MATRIX DISPLAYS 5X7 DOT MATRIX DISPLAY, GREEN, 30 mm
	KINGBRIGHT[Kingbright Corporation]
Kingbright Electronic
Kingbright Corporation.
Kingbright, Corp.

	OE3496G 	1.3 μm Edge-Emitting LED Coaxial Module
From old datasheet system
1.3 レm Edge-Emitting LED Coaxial Module
1.3 m Edge-Emitting LED Coaxial Module
	OKI[OKI electronic componets]
OKI electronic components

	10A02 10A06 10A07 10A05 10A04 10A03 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:80ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
10A RECTIFIER
	Diodes Inc.
DIODES[Diodes Incorporated]

	OL595N-P20 OL595N-20 OL595N-40 OL595N-60 OL595N_20	1.55 μm High-Power Laser-Diode Coaxial Module
1.55 レm High-Power Laser-Diode Coaxial Module
From old datasheet system
1.55 m High-Power Laser-Diode Coaxial Module
1.55 ?? High-Power Laser-Diode Coaxial Module
	OKI electronic components
OKI[OKI electronic componets]
OKI SEMICONDUCTOR CO., LTD.

	STR-75-6-H-I-L STR-75-6-H-I-TL STR-75-6-D-I-L 	RF COAXIAL RELAY, SP6T, LATCHED, 0.48A (COIL), 12VDC (COIL), 5760mW (COIL), 2000MHz, 1W (RF INPUT), PANEL MOUNT
RF COAXIAL RELAY, SP6T, FAILSAFE, 0.6A (COIL), 12VDC (COIL), 7200mW (COIL), 2000MHz, 1W (RF INPUT), PANEL MOUNT
RF COAXIAL RELAY, SP6T, LATCHED, 0.28A (COIL), 28VDC (COIL), 7840mW (COIL), 2000MHz, 1W (RF INPUT), PANEL MOUNT
	RLC ELECTRONICS INC
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