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			 Related Part Number
	
					PART	Description	Maker
	TL3340AF160QG 	TL3340AF160QG - RATING: 12VDC, 50mA, CONTACT RESISTANCE: 500 MILLI OHMS MAX ,
	E-SWITCH

	616-1132-130F 616-1132-140F 616-1332-120F 616-1332	LED Panel Mount Indicators for 16mm Mounting Hole
Panel Mount Indicators; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:12VDC; Operating Temperature Range:-25 C to  C; Color:Green; Luminous Intensity (MSCP):110; Voltage Rating:12VDC RoHS Compliant: Yes
Panel Mount Indicators; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:6VDC; Operating Temperature Range:-25 C to  85 C; Color:Green; Luminous Intensity (MSCP):110; Voltage Rating:6VDC RoHS Compliant: Yes
	Dialight Corporation

	5500.2058 	Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 3A; Leakage Current Rating: 0.5 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
	SCHURTER AG

	B-4025 B-4025SR B-4025E B-4025Y 	LIGHT BAR
Miniature PCB Fuse; Low breaking capacity; directly solderable; Voltage Rating: 250V; Current Rating: 3.15A; Characteristic: Time Lag
	Electronic Theatre Controls, Inc.

	K4N51163QC-ZC25 K4N51163QC-ZC36 K4N51163QC-ZC33 K4	; Filter Type:RFI; Current Rating:180A; Voltage Rating:480V; Series:FN258 RoHS Compliant: Yes 512MB的GDDR2 SDRAM
512Mbit gDDR2 SDRAM
	http://
Samsung Semiconductor Co., Ltd.
SAMSUNG SEMICONDUCTOR CO. LTD.

	A29040AV-90 A29040A-70 A29040A-90 A29040AV-55 A290	AUTOMATIC 600A CLAMPMETER WITH AUTOTECT RoHS Compliant: NA
512K X 8 Bit CMOS 5.0 Volt-only, Uniform Sector Flash Memory
Test RoHS Compliant: NA
Fuse; Current Rating:1A; Voltage Rating:600V; Voltage Rating:600V; Voltage, AC:600V RoHS Compliant: NA 512k × 8位CMOS 5.0伏只，统一部门快闪记忆
	AMIC Technology Corporation
AMIC Technology, Corp.

	ZMM30 ZMM47 ZMM12 ZMM10 ZMM16 ZMM33 ZMM20 ZMM18 ZM	TV 13C 13#22D PIN RECP
IEC AC Power Inlet; Voltage Rating: 250V; Current Rating: 15A; Mounting Type: Panel; Terminal Type: Solder
SILICON PLANAR ZENER DIODES
	GOOD-ARK[GOOD-ARK Electronics]

	AYZ0202AGRL AYZ0203AGRL AYZ0102AGRL AYZ0103AGRL 	SLIDE SWITCH, DPDT, LATCHED, 0.1A, 12VDC, SURFACE MOUNT-STRAIGHT ROHS COMPLIANT
SLIDE SWITCH, DP3T, LATCHED, 0.1A, 12VDC, SURFACE MOUNT-STRAIGHT ROHS COMPLIANT
SLIDE SWITCH, SPDT, LATCHED, 0.1A, 12VDC, SURFACE MOUNT-RIGHT ANGLE ROHS COMPLIANT
SLIDE SWITCH, SP3T, LATCHED, 0.1A, 12VDC, SURFACE MOUNT-RIGHT ANGLE ROHS COMPLIANT
	ITT Interconnect Solutions
C.K Components
ITT CANNON

	SDTA-620-K SDTX-644-RAP SDTA-644-S SDTA-230-R 	Switches 12volt 50mA 6mm Right Angle KEYPAD SWITCH, SPST, MOMENTARY-TACTILE, 0.05A, 12VDC, 1.47 N, THROUGH HOLE-RIGHT ANGLE
KEYPAD SWITCH, SPST, MOMENTARY-TACTILE, 0.05A, 12VDC, 3.04 N, THROUGH HOLE-STRAIGHT
KEYPAD SWITCH, SPST, MOMENTARY-TACTILE, 0.05A, 12VDC, 3.14 N, THROUGH HOLE-RIGHT ANGLE
KEYPAD SWITCH, SPST, MOMENTARY-TACTILE, 0.05A, 12VDC, 3.04 N, THROUGH HOLE-RIGHT ANGLE
	Bourns, Inc.
BOURNS INC

	DB-CE110 	EMI Filter; Filter Type:Standard; Current Rating:36A; Voltage Rating:250V; Depth:151mm; Height:35mm; Series:MB; Weight:660g; Width:67mm RoHS Compliant: Yes DB - CE110
DB-CE110
	Electronic Theatre Controls, Inc.
ETC[ETC]
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