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			 Related Part Number
	
					PART	Description	Maker
	PIFR3501 PIFR3506P PIFR3506N PIFR3504P PIFR3504N P	35Amp Insulate Flag Pressfit Automotive Rectifiers
35Amp Insulate Flag Pressfit 35Amp Insulate Flag Pressfit High Current Capability
	FCI connector
First Components International

	PFW3506 PFW3510 PFW3502 PFW3500 PFW3501 PFW3504 PF	35A 1/2 FLAG LEAD PRESS-FIT DIODE
	WTE[Won-Top Electronics]

	UT7C139C45GCX UT7C138C45GCA UT7C138C45WCC UT7C138C	Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish solder. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx8/9 Radiation-Hardened Dual-Port Static RAM with Busy Flag
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
4Kx8 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx9 dual-port SRAM. Lead finish optional. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class Q. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
	AEROFLEX[Aeroflex Circuit Technology]

	35CGQ100SCS 35CGQ100-15 	35Amp, 100V
SCHOTTKY RECTIFIER
	International Rectifier

	SRA351 SRA352 SRA353 SRA354 SRA355 SRA356 SRA357 	35Amp Standard Rectifier 50 to 1000 Volts
	Micro Commercial Compon...

	PF351 PF352 PF35105 PF354 PF353 	35Amp Fast Recover Rectifier 50 to 600 Volts
	Micro Commercial Components

	HPFR3502-3506 HPFR3504 HPFR3506 	35.0 Amp HOOK TYPE AUTO PRESSFIT
35.0 Amp HOOK TYPE AUTO PRESSFIT Low forward voltage drop
	FCI connector
First Components International
First Components Internatio...

	1254UYD-S530-A3 1254UYD/S530-A3 CDLE-125-221 	3.0mm Round Type LED Lamps
T-1 SINGLE COLOR LED, SUPER YELLOW, 3 mm LEAD FREE PACKAGE-2
	Everlight Electronics Co., Ltd.

	383-2USOC-S530-A6 383-2USOC/S530-A6 CDLE-038-073 	5.0mm Round Type LED Lamps
T-1 3/4 SINGLE COLOR LED, SUPER SUNSET ORANGE, 5 mm LEAD FREE PACKAGE-2
	Everlight Electronics Co., Ltd.

	ZM2CRBGG82W 	5.0mm x 6.0mm BI-COLOR SURFACE MOUNT LED LAMP
	SunLED Corporation

	AAA5060SUREVGEC 	5.0mm x 6.0mm BI-COLOR SURFACE MOUNT LED LAMP
	KINGBRIGHT[Kingbright Corporation]
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