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			 Related Part Number
	
					PART	Description	Maker
	2SC3053 	150mW SMD NPN transistor, maximum rating: 25V Vceo, 30mA Ic, 35 to 180 hFE. correspond 2SC710
	Isahaya Electronics Corporation

	BC860CL BC860AL 	Leaded Cartridge Fuse; Current Rating:700mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Automotive Fuse; Current Rating:15A; Voltage Rating:32V; Fuse Type:Fast Acting; Fuse Terminals:Blade; Length:18.54mm; Series:257; Fuse Size/Group:18.54 x 19.05 x 5.08mm 晶体管|晶体管|进步党| 45V的五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	Ironwood Electronics

	TC74HC123AF TC74HC123AFN TC74HC123AP HC123 	Bipolar Transistor; Package/Case:TO-126; Current Rating:500mA; Voltage Rating:300V
DUAL RETRIGGERABLE MONOSTABLE MULTIVIBRATOR
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]
http://

	4789.1100 	IEC Power Connector; Voltage Rating:250V; Mounting Type:Cable; Current Rating:21A; Body Material:Thermoplastic RoHS Compliant: Yes
	SCHURTER INC

	5500.2004 5500.2124 5500.2010 5500.2125 	Single Phase RFI Line Filter; Mounting Type: PCB Module; Voltage Rating: 250V; Current Rating: 6A; Leakage Current Rating: 0.5 mA 250 V, 60 HZ, SINGLE PHASE EMI FILTER
Single Phase RFI Line Filter; Mounting Type: PCB Module; Voltage Rating: 250V; Current Rating: 3A; Leakage Current Rating: 0.5 mA 250 V, 60 HZ, SINGLE PHASE EMI FILTER
Single Phase RFI Line Filter; Mounting Type: PCB Module; Voltage Rating: 250V; Current Rating: 1A; Leakage Current Rating: 0.5 mA
	SCHURTER AG
SCHURTER INC

	Z8681AB1YN 	Leaded Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	东电?中国)投资有限公司

	ST72T311J4B6 ST72T311J4T3 ST72T311J4B6S 	   8-BIT MCU WITH 8 TO 16K OTP/EPROM, 384 TO 512 BYTES RAM, ADC, WDG, SCI, SPI AND 2 TIMERS
CAP, FUSE, FLUSH MOUNT; Current, fuse rating:16A; Approval category:UL Recognised; Temp, op. max:70(degree C); Temp, op. min:-25(degree C); Approval Bodies:CSA, SEMKO, VDE; Colour:Black; Current rating:16A; Diameter, body:9.2mm; RoHS Compliant: Yes
FUSE HOLDER, PCB, 20X5MM; Current, fuse rating:6.30A; Approval category:VDE, CSA, UL, SEMKO; Approval Bodies:VDE, CSA, UL, SEMKO; Approvals @ 10A:Semko, VDE; Approvals @ 16A:UL, CSA; Current rating:10A; Diameter, bezel:15mm; Fuse RoHS Compliant: Yes
	STMicroelectronics

	AM1S-0505S AM1S AM1S-1209S AM1S-0503S AM1S-1224S A	From old datasheet system
Voltage Regulator IC; Output Current:300mA; Output Voltage:1.8V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:1.8V
Voltage Regulator IC; Output Current:300mA; Output Voltage:3.3V; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:3.3V
1 watt dc-dc converters 1瓦的DC - DC转换
Linear Voltage Regulator IC; Output Current Max:300mA; Supply Voltage Max:6V; Package/Case:8-MSOP; Current Rating:300mA; Leaded Process Compatible:No; Output Voltage Max:2.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Package/Case:8-MSOP; Output Current:300mA; Output Voltage:2.5V; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:2.5V RoHS Compliant: No
	Aimtec
ETC
Electronic Theatre Controls, Inc.

	KPF6.1 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 6A; Terminal Type: Quick Connect PCB; Very efficientGround contact onThe PCB; IEC/EN 60950
	SCHURTER INC

	ST72T71N5B1 ST72T71J1B1 	Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制
	Intersil, Corp.

	4302.5312 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 2A; Terminal Type: Quick Connect Tabs; Non-illuminated; qualified for use in equipment according To IEC/EN 60956 2A, 125VAC, MALE, MAINS POWER CONNECTOR, SOLDER
	SCHURTER AG
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