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			 Related Part Number
	
					PART	Description	Maker
	MS3459LS12S-3S MS3459W24-10P M39029-30-218 M39029-	With Crimp Rear Release, Qualified for Environmental
Amphenol /Matrix MS/Standard MIL-DTL-5015 Cylindrical Connectors
	Amphenol Corporation

	MS3470W8-33P MS3475L18-32P 	MIL-DTL-26482, Series 2, Matrix
	Amphenol Corporation

	ZXFBF08 ZXFBF08W20 ZXFBF08W20TC 	:Jam Nut Receptacle; Insert Arrangement:22-21; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
8 Channel Buffer Device
Octal Buffer-Not recommended for new designs
	Diodes Incorporated
ZETEX[Zetex Semiconductors]

	FD400D2B FD400O4N FD400R1A FD400R1B FD400R1C FD400	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle 继电器HERMETIQUE 2逆转录双重间断期10 A/56
CAP CER 5600PF 100V C0G 1206 继电器HERMETIQUE 2逆转录双重间断期10 A/56
RELAIS HERMETIQUE 2 RT DOUBLE COUPURE 10 A/56 Vcc 继电器HERMETIQUE 2逆转录双重间断期10 A/56
M39012 MIL RF CONNECTOR
RES 2K-OHM 0.1% 0.125W 25PPM THIN-FILM SMD-0805 TR-7-PL
RES 2.37K-OHM 0.1% 0.125W 25PPM THIN-FILM SMD-0805 TR-7-PA
RES 20.0-OHM 0.1% 0.125W 25PPM THIN-FILM SMD-0805 TR-7-PA ROHS
:Wall Mount Receptacle; Insert Arrangement:16-8; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
:Wall Mount Receptacle; Insert Arrangement:14-5; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:14-5 RoHS Compliant: No
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC
List of Unclassifed Man...

	LC4103TAB-02 LC4103C LC4103TAB-01 	SZ 12 HARD ANODIZE RECP COVER
Connector Dust Cap; For Use With:MIL-C-26482, Series I Circular Connector Receptacles; Accessory Type:Dust Cap; Body Plating:Anodized; Connector Shell Size:12; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: NA
STN LCD Dot Matrix Common Driver
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	MT2053-HRG MT2053-RG MT2053-YG MT2053-R MT2053-Y M	Rectangular 2 Leaded Tri-State LED Lamps
MARKTECH RECTANGULAR BI−COLOR 2 LEADED LEDS
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 矩形2引线三州LED灯具
	Marktech Corporate
Marktech Optoelectronics

	MRF01-J-178 MRF01J-HRMJ MRF01P-HRMJ MRF01-PR-1 MRF	   Push-On Coaxial Connectors (PC Card Type 2 Mountable)
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Metal; Series:MS C-26482 Series I; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Push-On Coaxial Connectors (PC Card Type 2 Mountable) 推进式同轴连接器（PC卡类挂墙
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	PLHS501A PLHS501 PLHS501I PLHS501IA 	Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No OT PLD, PQCC52
Programmable macro logic PML
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	HM5264805F-B60 HM5264805F-A60 HM5264165FTT-75 HM52	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
64M LVTTL interface SDRAM 133 MHz/100 MHz
	Hitachi,Ltd.

	MK2059-01SITR MK2059-01 MK2059-01SI 	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
VCXO-Based Frame Clock Frequency Translator
	ICST[Integrated Circuit Systems]

	2MBI300P-140 	Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-55; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
1400V/300A 2-Pack IGBT
	FUJI ELECTRIC HOLDINGS CO., LTD.
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