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			BD9011EKN-E2 - Dual-output, high voltage, high-efficiency step-down Switching Regulator 
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			 Related Part Number
	
					PART	Description	Maker
	MAX450807 MAX4508ESE MAX4508EPE MAX4508CPE MAX4508	Fault-Protected, High-Voltage Single 8-to-1/Dual 4-to-1 Multiplexers with Output Clamps DUAL 4-CHANNEL, SGL ENDED MULTIPLEXER, PDIP16
Fault-Protected, High-Voltage Single 8-to-1/ Dual 4-to-1 Multiplexers with Output Clamps
	Maxim Integrated Products, Inc.

	P6LU-XXXXZH52 P6LU-0505ZH52 P6LU-053R3ZH52 P6LU-12	Input voltage:12V, output voltage  /-15V ( /-34mA), 5.2KV isolated 1W unregulated dual output
Input voltage:24V, output voltage  /-7.2V ( /-69mA), 5.2KV isolated 1W unregulated dual output
5.2 KV ISOLATED 1W UNREGULATED DUAL OUTPUT SIP7 5.2千伏隔震1W的未稳压双输出SIP7
Input voltage:12V, output voltage  /-5V ( /-100mA), 5.2KV isolated 1W unregulated dual output
	PEAK[PEAK electronics GmbH]

	FS100UM-03 	100 A, 30 V, 0.0054 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-220
Bench Power Supply; Output Voltage:30V; Output Current:3A; Number of Outputs:3; Calibrated:Yes; Certificate of Calibration:Yes; Output Current 2:.5A; Output Current 3:.5A; Output Voltage 2:12V; Output Voltage 3:5V
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	MAX532 MAX532ACPE MAX532ACWE MAX532AEPE MAX532AEWE	Dual, Serial Input, Voltage-Output, Multiplying, 12-Bit DAC
Dual, Serial-Input, Voltage-Output, 12-Bit MDAC
Dual, Serial-Input,
Voltage-Output, 12-Bit MDAC
Dual / Serial-Input / Voltage-Output / 12-Bit MDAC
Single Universal Serial Bus Port Transient Suppressor 6-SOT-23 -40 to 85
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX6035AAUR30 MAX6035AAUR30-T 	2.5 V to 5.5 V, 250 &#181;A, 2-Wire Interface, Dual Voltage Output, 8-Bit DACs; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
High-Supply-Voltage, Precision Voltage Reference in SOT23
	MAXIM INTEGRATED PRODUCTS INC

	PZ8GG-1515ZH30 PZ8GG-0505ZH30 PZ8GG-0512ZH30 PZ8GG	Input voltage:12V, output voltage  /-12V ( /-63mA), 3KV isolated 1.5W regulated dual output
Input voltage:15V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated dual output
Input voltage:5V, output voltage  /-15V ( /-50mA), 3KV isolated 1.5W regulated dual output
Input voltage:5V, output voltage  /-12V ( /-63mA), 3KV isolated 1.5W regulated dual output
Input voltage:5V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated dual output
PZ8GGxxxxZH30 3 KV ISOLATED 1.5 W REGULATED DUAL OUTPUT SIP12
Input voltage:12V, output voltage  /-15V ( /-50mA), 3KV isolated 1.5W regulated dual output
Input voltage:12V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated dual output
	PEAK[PEAK electronics GmbH]

	MAX4641 MAX4641EGA MAX4641EUA MAX4642 MAX4642EGA M	High-Speed, Low-Voltage, 4? Dual SPST CMOS Analog Switches
High-Speed, Low-Voltage, 4, Dual SPST CMOS Analog Switches
High-Speed, Low-Voltage, 4з, Dual SPST CMOS Analog Switches
High-Speed / Low-Voltage / 4 / Dual SPST CMOS Analog Switches
High-Speed.Low-Voltage.4＜img src=http://dbserv.maxim-ic.com/images/ohm.gif width=12 height=9.Dual SPST CMOS Analog Switches
高速，低电压，4з双通道SPST CMOS模拟开
High-Speed, Low-Voltage, 4蟹, Dual SPST CMOS Analog Switches
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX6072BAUB41 MAX6072BAUB41T MAX6072AAUB50 MAX6072	High-Precision, Dual-Output Series Voltage Reference
	MAXIM - Dallas Semiconductor

	ADR520 ADR520ART-R2 ADR520ART-REEL7 ADR520BKS-R2 A	High Precision Shunt Mode Voltage References 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.5 V, PDSO3
High Precision Shunt Mode Voltage References 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 3 V, PDSO3
High Precision Shunt Mode Voltage References 1-OUTPUT TWO TERM VOLTAGE REFERENCE, 4.096 V, PDSO3
ECONOLINE: REC3-S_DRW(Z)/H4,H6 - Safety standards and approval: EN 60950 certified, rated for 250VAV (LVD test report)- Applied for Ul 1950 Component
	Analog Devices, Inc.
AD[Analog Devices]

	ADP3419JRM-REEL ADP3419 	Dual Bootstrapped, High Voltage MOSFET Driver with Output Disable
	ON Semiconductor

	ADP36111 ADP3611MNR2G 	Dual Bootstrapped, High Voltage MOSFET Driver with Output Disable
	ON Semiconductor

	3885 M38851F3-HP M38850F3-HP M38851F1-HP M38850F1-	300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit
Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier 5-SOT-23 -40 to 125
CAP 680PF 50V 10% X7R SMD-0402 TR-13 PLATED-NI/SN
Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier 8-SOIC -40 to 125
PLCC Socket; Number of Contacts:32; Terminal Type:PCB Surface Mount; Contact Plating:Tin Over Nickel; Mounting Type:Surface Mount
ACCU-F/P
CRYSTAL, SM, CX-49G, 8MHZ; Frequency, output:8000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Automotive Catalog 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier With Shutdown 5-SOT-23 -40 to 125
Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier 8-PDIP -40 to 125
Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier 8-SOIC -40 to 125
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-MSOP 0 to 70 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-TSSOP -40 to 125 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-SOIC
	Renesas Electronics Corporation.
Renesas Electronics, Corp.
http://
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