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			 Related Part Number
	
					PART	Description	Maker
	BV301D12006 BV301S24006 BV301D09006 BV301D06006 BV	UL & VDE CERTIFICATION
SEALED POWER TRANFORMERS BV SERIES EI30 0.6VA . 2.8VA
   SEALED POWER TRANFORMERS BV SERIES EI30 0.6VA . 2.8VA
	List of Unclassifed Manufacturers
ZETTLER Electronics
List of Unclassifed Man...

	H11A1Z H11A1 	VDE APPROVED TRANSISTOR OUTPUT OPTOCOUPLER
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC

	UNIFOX-PE-VDE-DB 	Individually tested safety tools according to DIN EN 60900 (VDE 0682?01)
	PHOENIX CONTACT

	BC337 BC338 	Recognised Certification- 5W DIP Package- 4kVDC & 6kVDC Isolation- Regulated Output- Continuous Short Circiut Protection Auto-Restarting
NPN SILICON AF MEDIUM POWER TRANSISTOR
Si-Epitaxial PlanarTransistors
	MICRO-ELECTRONICS[Micro Electronics]
Diotec Elektronische

	CUTFOX-S-VDE-M 	Diagonal cutter, 130 mm, induction-hardened cutting, VDE 1000 V AC/ 1500 V DC tested
	PHOENIX CONTACT

	MAS1206-33 MAS1220-33 	Equipment Designed to Conform EMI Regulations Such As VCCI /CISPR /FCC /VDE /etc
Equipment Designed to Conform EMI Regulations Such As VCCI,CISPR,FCC,VDE,etc
   Equipment Designed to Conform EMI Regulations Such As VCCI,CISPR,FCC,VDE,etc
	DENSEI-LAMBDA
http://

	UNIFOX-P-VDE 	Needle-nose pliers with blade, notched grip area, VDE 1000 V AC/1500 V DC tested
	PHOENIX CONTACT

	UNIFOX-PC-VDE 	Needle-nose pliers with blade, angled 45°, notched grip area, VDE 1000 V AC/1500 V DC tested
	PHOENIX CONTACT

	CNW4504 	VDE 0884 Approved Ultra high CMR, High Speed Optocoupler
	HP[Agilent(Hewlett-Packard)]

	PBP-3201 PBP-3201-22 PBP-3202-22 PBP-3203-22 PBP-3	Equipment Designed to Conform EMI Regulations Such As VCCICISPRFCCVDEetc
EQUIPMENT DESIGNED TO CONFORM EMI REGULATIONS SUCH AS VCCI,CISPR,FCC,VDE,ETC
Equipment Designed to Conform EMI Regulations Such As VCCI/CISPR/FCC/VDE/etc
KPT 10C 10#20 PIN PLUG
KPTC 10C 10#20 SKT PLUG
KPTC 6C 6#20 SKT PLUG
KPTC 8C 8#20 PIN PLUG
	http://
LAMBDA[DENSEI-LAMBDA]

	1SV217 E000334 	From old datasheet system
VARIABLE CAPACITANCE DIODE (CATV TUNING)
INLET/OUTLET, IEC, FUSED; Connector type:IEC; Gender:Plug/Socket; Current rating:10A; Voltage rating, AC:250V; Outlets, No. of:2; Termination method:Solder Lug; Series:POLYSNAP; Mounting type:Panel; Approval Bodies:UL, CSA, VDE, RoHS Compliant: Yes
	http://
TOSHIBA[Toshiba Semiconductor]
Toshiba Corporation
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