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	Part No.	C7001C   

	Description	Dual N & P-Channel Enhancement Mode Field Effect Transistor 
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			 Related Part Number
	
					PART	Description	Maker
	DG403DY-T 	Monolithic CMOS Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R DUAL 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDSO16
	Intersil, Corp.

	LTM4616EVPBF 	Dual 8A per Channel Low VIN DC/DC &#181;Module; Package: LGA; No of Pins: 144; Temperature Range: -40&deg;C to  125&deg;C 8 A DUAL SWITCHING CONTROLLER, 1750 kHz SWITCHING FREQ-MAX, PBGA144
	Linear Technology, Corp.

	ISL4314305 ISL43145IVZ ISL43143 ISL43143IR ISL4314	Low-Voltage, Single and Dual Supply, Quad SPST, High Performance Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R QUAD 1-CHANNEL, SGL POLE SGL THROW SWITCH, PQCC16
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	LTC3100EUDTRPBF LTC3100EUDPBF 	1.5MHz Synchronous Dual Channel DC/DC Converter and 100mA LDO; Package: QFN; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 0.85 A DUAL SWITCHING CONTROLLER, 1800 kHz SWITCHING FREQ-MAX, PQCC16
	Linear Technology, Corp.

	FDS6900S FDS6900SNL 	Dual N-Ch PowerTrench&#63194; SyncFet??/span>
Dual N-Ch PowerTrench&#63194; SyncFet 6.9 A, 30 V, 0.03 ohm, 2 CHANNEL, N-CHANNEL, Si, POWER, MOSFET
Dual N-Ch PowerTrench SyncFet
Dual N-Ch PowerTrench SyncFet
Dual N-Channel PowerTrench SyncFET
	FAIRCHILD SEMICONDUCTOR CORP
Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	ADG1423BCPZ-REEL7 ADG1421 ADG1421BCPZ-REEL7 ADG142	2.1 楼? On Resistance, 隆戮15 V/ 12 V/隆戮5 V iCMOS Dual SPST Switches
2.1 Ω On Resistance, ±15 V/ 12 V/±5 V iCMOS Dual SPST Switches
2.1 &Omega; Maximum On Resistance, &#177;15 V/ 12/&#177;5 V iCMOS Dual SPST Switches; Package: Micro SOIC; No of Pins: 10; Temperature Range: Ind 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO10
	ANALOG DEVICES INC
Analog Devices, Inc.

	X9269US24IZ X9269UV24-2.7T1 X9269TV24I-2.7 X9269TS	Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R
Dual Digitally-Controlled Potentiometers
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP T&amp;R DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP
	http://
Intersil, Corp.
INTERSIL CORP

	EDI8F32256C15MZC EDI8F32256C25MZC EDI8F32256C15MMC	Dual 4-Channel Driver with Oscillator and LVDS; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN X32号的SRAM模块
Dual 4-Channel Driver with Oscillator and LVDS; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R X32号的SRAM模块
	Xilinx, Inc.
Fox Electronics

	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	HI3-0303-5Z 	CMOS Analog Switches; Temperature Range: 0&degC to 70&deg;C; Package: 14-PDIP DUAL 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDIP14
	Intersil, Corp.
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