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			 Related Part Number
	
					PART	Description	Maker
	EP3C25F256I7N EP3C25Q240C8N EP3C10E144C7 EP3C10F25	1. Cyclone III Device Datasheet
The following sections provide information about the absolute maximum ratings, recommended operating conditions, DC characteristics, and other specifications for Cyclone IIIdevices
This chapterdescribes the electric characteristics, switching characteristics,and I/O timing for Cyclone III devices. A glossary is also included for your reference
This chapter describes the electric characteristics, switching characteristics, and I/O timing for Cyclone? III devices. A glossary is also included for your reference.
	Altera Corporation

	MKE02Z64VLH2R MKE02Z64VLC2 MKE02Z64VLD2R MKE02Z16V	Operating characteristics : Flash write voltage range: 2.7 to 5.5 V
   Operating characteristics : Flash write voltage range: 2.7 to 5.5 V
	Freescale Semiconductor, Inc
Freescale Semiconductor...

	2203 2222 2210 2221 2208 2207 2202 2215 2219 2217 	high Current Toroid Inductors 高电流环形电感器
General Purpose
:22.9ozf; Operating Force Min:7.1ozf; Operating Position:0.625/0.657 in RoHS Compliant: Yes
Snap Action Basic Switch; Contact Current Max:15A; Switch Terminals:Screw; Actuator Style:Roller Lever; Leaded Process Compatible:Yes; Operating Force:3.5ozf; Operating Force Max:3.5ozf; Operating Force Min:0.8ozf RoHS Compliant: Yes
Compact SPDT on/on, black/black
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
Gilway Technical Lamp
N/A
JW Miller

	FA-1307-5 	Operating Voltage= 115/240 Vac Operating Current Max= 5.0 amp
	JMK Inc.

	FE-1382-10 	Operating Voltage= 115/240 Vac Operating Current Max= 10 amp
	JMK Inc.

	0815 	Operating V oltage = 250/480 V ac 3 PH Delta Operating Current Max= 1 2 & 1 8 amps
	JMK Inc.

	FF-1319-13 	Operating Voltage = DC to 250 Vac Operating Current (Max)= 13A
	JMK Inc.

	DN8897SE DN8897TE 	Hall IC(Operating Temperature Range Topr=-40 to  -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6848TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6852 	Hall IC(Operating Supply Voltage Range VCC=3.6 to 16V, Operating in Alternative Magnetic Field)
	PANASONIC[Panasonic Semiconductor]

	ZA-1193-3C 	Operating Voltage: 60 Vdc Operating Current (max): 3 AMPERES
	JMK Inc.
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