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			 Related Part Number
	
					PART	Description	Maker
	PS7200J-1A-E3 PS7200J-1A-F3 PS7200J-1A-E4 PS7200J-	TRANSISTOR OUTPUT SOLID STATE RELAY, 1500 V ISOLATION-MAX
4 PIN SOP LOW OUTPUT CAPACITANCE SOLID STATE RELAY 4引脚SOP低输出电容固态继电器
Circular Connector; No. of Contacts:26; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-26 RoHS Compliant: No
	NEC, Corp.
NEC Corp.
NEC[NEC]

	DSP1A-DC12V DSP1A-DC24V DSP1A-DC3V DSP1A-DC5V DSP1	8 A MINIATURE POWER RELAY IN DS RELAY SERIES
	List of Unclassifed Manufacturers
Panasonic Semiconductor

	JS1-5V JS1A-12V JS1A-18V JS1A-24V JS1A-48V JS1A-5V	(JS Series) ULTRA-MINIATURE PC BOARD TYPE POWER RELAY
CONN SOCKET CODING KEY YELLOW
CONN HEADER TYPE-C 55POS R/A AU
Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 2200uF; Voltage: 50V; Case Size: 16x31.5 mm; Packaging: Bulk
CONN SHROUD CPCI 2MM TYPE C 11
Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 15000uF; Voltage: 35V; Case Size: 25x50 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 1000uF; Voltage: 50V; Case Size: 12.5x25 mm; Packaging: Bulk 超微型基板式电源继电
ULTRA-MINIATURE PC BOARD TYPE POWER RELAY 超微型基板式电源继电
CONN SHROUD CPCI 2MM TYPE B 25 超微型基板式电源继电
Wire-To-Board Connector; No. of Contacts:30; Pitch Spacing:0.1"; Gender:Female RoHS Compliant: Yes
	Nais(Matsushita Electri...
NAIS[Matsushita Electric Works(Nais)]
NAIS[Nais(Matsushita Electric Works)]
Panasonic, Corp.

	CRA06P0830000FTA CRA06P0830000FTC CRA06P0830000GTA	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
PT 3C 3#20 PIN PLUG 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 厚膜电阻阵列
PT 32C 32#20 PIN PLUG 厚膜电阻阵列
CAP 2.2PF 50V  /-0.5PF NPO(C0G) SMD-0603 TR-7-PA 厚膜电阻阵列
Thick Film Resistor Array 厚膜电阻阵列
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:16-99
Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1800uF; Voltage: 10V; Case Size: 12.5x20 mm; Packaging: Bulk
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
http://
Vishay Siliconix

	LH1529AAC LH1529AACTR LH1529AB LH1529BAC LH1529BAC	Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Aluminum; Series:DL3102; No. of Contacts:4; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male 电信交换 1 A型固态继电器
Telecom Switch - 1 Form A Solid State Relay
	Vishay Intertechnology, Inc.
VISAY[Vishay Siliconix]

	SIR842500 	New Solid State Relay compact size pitch 22,5mm
	celduc-relais

	REL-IRG24 	Industrial relay, size 1, contact: 4 PDTs, input voltage 24 V DC
	PHOENIX CONTACT

	SIR841500 	New Solid State Relay compact size pitch 22,5mm
	celduc-relais

	EL1-P16 	Relay retaining bracket, with eject function and integrated equipment marking area (7.5 x 15 mm), to suit relay socket PR1, for 16 mm high miniature power relay and solid-state relay
	PHOENIX CONTACT

	IR2E46U6 IR2E47U6 IR2E48U6 GM1HD55200A GL5CU44 GL5	HIGH-LUMINOSITY LED LAMP 高亮度发光二极管
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
INDU : 1H 10% MAGNETICALLY SHIELDED(WIREBOUND)
KK 100 HDR FLAT RTAN 8CKT TIN
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket
CONNECTOR ACCESSORY
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-41
	http://
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
List of Unclassifed Man...

	RIF-1-RSC-LDP-24DC 	Pre-assembled relay module with screw connection, consisting of: relay base, relay retaining bracket, and power contact relay with test button, integrated status LED, and freewheeling diode.
	PHOENIX CONTACT

	TSM-108-04-L-DH-A TSM-105-01-XXX TSM-136-04-T-SV-X	TRANSF 5VAC .5A WORLD SERIES 端子
RELAY-.5AMP-DC-6V/DIODE RoHS Compliant: Yes 端子
FASTENERS, COACH SCREWS 端子
WORLD SERIES TRANSFORMER 端子
Software 端子
IGBT MODULE, DUAL 600V 端子
XFRMR PWR 10.0VCT 13.0A QC .250 端子
TRANSF 18VAC .56A WORLD SERIES 端子
TRANSF 12VAC .2A WORLD SERIES 端子
IGBT MODULE, 3-PHASE BRIDGE 端子
IGBT MODULE, CHOPPER 1200V 端子
TRANSF 5VAC 2.0A WORLD SERIES 端子
TRANSF 10VAC 5.6A WORLD SERIES 端子
RES CHP 150 1W 1% 端子
RELAY AUTO 70A 12VDC SPST 端子
Shrink Tubing; Shrink Ratio:2:1; Material:Polyvinyl Chloride (PVC) 端子
IGBT Module; Continuous Collector Current, Ic:110A; Collector Emitter Saturation Voltage, Vce(sat):3.4V; Collector Current:110A; Collector Emitter Voltage, Vceo:1700V; Continuous Collector Current @ 25 C:110A RoHS Compliant: Yes 端子
TRANSF 8VAC .3A WORLD SERIES 端子
TERMINAL STRIPS 端子
TRANSF 12VAC 4.66A WORLD SERIES
TRANSF 18VAC .28A WORLD SERIES
TRANSF 6.3VAC 8.8A WORLD SERIES
TRANSF 8VAC 2.5A WORLD SERIES
TRANSF 14VAC 1.44A WORLD SERIES
TRANSF 18VAC .14A WORLD SERIES
TRANSF 14VAC 4A WORLD SERIES
TRANSF 8VAC 3.8A WORLD SERIES
TRANSF 10VAC .5A WORLD SERIES
Plug-In Relay; Contacts:3PDT; Contact Carry Current:10A; Coil Voltage AC Max:24V; Relay Mounting:Plug-In; Relay Terminals:Quick Connect RoHS Compliant: Yes
IGBT MODULE, DUAL, 1200V; Transistor type:IGBT; Voltage, Vces:1200V; Current, Ic continuous a max:260A; Voltage, Vce sat max:2.15V; Case style:SEMITRANS(R)3; Centres, fixing:93mm; Current, Ic av:260A; Current, Ic continuous b RoHS Compliant: Yes
TRANSF 12VAC .42A WORLD SERIES
TRANSF 18VAC 1.64A WORLD SERIES
Time Delay Relay; Contacts:DPDT
RELAY-10AMP-DC 12V RoHS Compliant: Yes
TRANSF 12VAC .84A WORLD SERIES
TRANSF 6.3VAC 3.2A WORLD SERIES
TRANSF 14VAC .36A WORLD SERIES
TRANSF 8VAC 1.25A WORLD SERIES
TRANSF 6.3VAC 4.8A WORLD SERIES
IGBT MODULE, DUAL, 1200V; Transistor type:IGBT; Voltage, Vces:1200V; Current, Ic continuous a max:310A; Voltage, Vce sat max:2.15V; Case style:SEMITRANS(R)3; Centres, fixing:93mm; Current, Ic av:310A; Current, Ic continuous b RoHS Compliant: Yes
RELAY - 10 AMP - DC 24V
TRANSF 5VAC 6A WORLD SERIES
TRANSF 10VAC 1A WORLD SERIES
TRANSF 18VAC 3.12A WORLD SERIES
TRANSF 5VAC 4A WORLD SERIES
TRANSF 8VAC .62A WORLD SERIES
TRANSF 12VAC 2.50 WORLD SERIES
TRANSF 18VAC 1.12A WORLD SERIES
SOCKET-DPDT,8-PIN SLIM
TRANSF 12VAC 1.66A WORLD SERIES
RELAY 10AMP.AC-DC 24V RoHS Compliant: Yes
Plug-In Relay; Contacts:DPDT; Contact Carry Current:5A; Coil Voltage AC Max:120V; Relay Mounting:Plug-In; Relay Terminals:Solder/Plug-In
TRANSF 6.3VAC .8A WORLD SERIES
TRANSF 6.3VAC .4A WORLD SERIES
; Peak Reflow Compatible (260 C):Yes; Collector Current:400A; Collector Emitter Saturation Voltage, Vce(sat):2.1V; Collector Emitter Voltage, Vceo:600V; Continuous Collector Current @ 25 C:400A; Package/Case:SEMITRANS 3
TRANSF 10VAC 2A WORLD SERIES
IGBT Module; Continuous Collector Current, Ic:200A; Collector Emitter Saturation Voltage, Vce(sat):2.5V; Collector Current:200A; Collector Emitter Voltage, Vceo:1200V; Continuous Collector Current @ 25 C:200A RoHS Compliant: Yes
	KEMET Corporation
ETC[ETC]
Samtec
N.A.
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
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