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			 Related Part Number
	
					PART	Description	Maker
	1582H6A1BK 1582H6B1 1582H6B1BK 	Black Painted Steel
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	1580H10A1 1580H10B1 	Black Painted Steel
   Black Painted Steel
	Hammond Manufacturing L...

	1584H5D1 	   Black Painted Steel
	Hammond Manufacturing L...

	1583H8D1 	   Black Painted Steel
	Hammond Manufacturing L...

	HPLW112 	PAINTED TEXTURED BLACK
	Hammond Manufacturing Ltd.

	HPLW118 	PAINTED TEXTURED BLACK
	Hammond Manufacturing Ltd.

	DC4R24 	PAINTED BLACK THIN FILM
	Hammond Manufacturing Ltd.

	DNRR42LDW 	PAINTED BLACK THIN FILM
	Hammond Manufacturing L...

	DNRR42HDW 	PAINTED BLACK THIN FILM
	Hammond Manufacturing L...

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	12IMR15-051515-2 24IMR15-051515-2 48IMR15-051515-2	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Jacket Color:Black RoHS Compliant: Yes
BANANA JACK, PANEL MOUNT, TIN PLATED, 10 PCS
TEST LEAD HOLDERTEST LEAD HOLDER; Colour:Orange; Diameter, external:5.33mm
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Broadband CATV Series 6 Coaxial Cable; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Belden RG-59/U Coax Cable, Wire Size: 20 AWG, Color: Black, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: 40 % Aluminum Braid, Jacket: PVC
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
BELDEN RG-6/U CABLE, WIRE SIZE: 18 AWG, LENGTH: 1000 FEET, IMPEDANCE: 75 OHM, OUTER DIAMETER: .27 , COLOR: WHITE, JACKET: PVC, FEATURES: 60 % ALUMINUM BRAID, 100 % SHIELD COVERAGE
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 500 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
Belden RG-6/U Cable, Wire Size: 18 AWG, Length: 1000 feet, Impedance: 75 Ohm, Outer Diameter: .27 , Color: Black, Jacket: PVC, Features: 60 % aluminum braid, 100 % shield coverage
3...15 Watt DC-DC Converter 3 ... 15瓦的DC - DC转换
CB 11C 11#16 PIN RECP BOX 3 ... 15瓦的DC - DC转换
3...15WattDC-DCConverter
	POWER-ONE[Power-One]
TE Connectivity, Ltd.
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