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			66070 - STATFREE MATERIAL, DISSIPATIVE, RUBBER, 2-LAYER, 0.060 (1.5mm) 
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	Part No.	66070 66075 66909 66100   

	Description	STATFREE MATERIAL, DISSIPATIVE, RUBBER, 2-LAYER, 0.060 (1.5mm) 
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	Part: 6601
	Maker: HIP
	Pack: SOP8
	Stock: 26
	Unit price 
									for :
	    
									50: $7.53
	  
									100: $7.16
	1000: 
									$6.78
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						66070 66075 66909 66100  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						66070 66075 66909 66100  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[66070 66075 66909 66100  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 66070 ] 


					[ Price & Availability of 66070 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : STATFREE MATERIAL, DISSIPATIVE, RUBBER, 2-LAYER, 0.060 (1.5mm)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ULN2804 ULN2804A ULN2801 ULN2801A ULN2802A ULN2803	EIGHT DARLINGTON ARRAYS
TOOLS,TWEEZERS,TWEEZERS,PLASTIC STATIC DISSIPATIVE TWEEZER, P7-STD, 4-1/2 INCH,HAND TOOLS,PLASTIC STATIC DISSIPATIVE TWEEZERS ,SPC TECHNOLOGY 八达林顿阵列
	ST Microelectronics
STMicroelectronics N.V.

	POD-19X10.6-6P-SW 	BOBBIN MATERIAL: PHENOLIC PIN MATERIAL: CP WIRE UL REC. UL 94V-0
	FERYSTER Inductive Components Manufacturer

	OBUD-TOR-V-14X17.5-TBI 	BOBBIN MATERIAL: PPS PIN MATERIAL: CP WIRE
	FERYSTER Inductive Components Manufacturer

	SMT-0825-T-R 	1CHANGED MATERIAL & TERMINAL MATERIAL
	Projects Unlimited, Inc.

	UES1401 UES1402 UES1403 UES1404 BYW80 BYW80-150 BY	; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Capacitance:56pF/ft RoHS Compliant: Yes
ECONOLINE: RQS & RQD - 1kVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 80%
Access Control Composite Cable; Composite Conductor Types:10 Conductors   3 Pairs; Number of Conductors:16; Conductor Size AWG:18-16; No. Strands x Strand Size:7 x 26, 19 x 30; Jacket Material:Thermoplastic; Number of Pairs:3 RoHS Compliant: Yes
(UES1402 / UES1403 / UES1404) RECTIFIERS
	MICROSEMI CORP-COLORADO
MICROSEMI[Microsemi Corporation]

	X28C513E-12 X28C513J-15 X28C513J-90 X28C513JM-25 X	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Jacket Color:Chrome RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 28; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
5 Volt, Byte Alterable E2PROM 5伏，可变E2PROM的字
	Xicor Inc.
TE Connectivity, Ltd.

	L51ROPT1D1 PL-IRM0206-A538 PL-IRM0101-1 PL-IRM0101	3.0mm INFRARED EMITTING DIODE
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:25-61 RoHS Compliant: No
Battery Holder; Battery Sizes Accepted:AAA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:2 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
RECEIVER MODULE 接收模块
Panel Extender; External Height:3.5"; Enclosure Color:Black; Enclosure Material:Steel
	PARA Light
N.A.
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
List of Unclassifed Man...

	BYW95A BYW95B BYW95C 	AVALANCHE FAST SOFT-RECOVERY RECTIFIER DIODES
Belden Shielded Plenum Multi-Conductor Cable, Wire Size: 18 AWG, Number of Conductors: 2, Length: 1000 feet, Conductor Material: Bare Copper, Shielding: Beldfoil, Jacket: Natural Flamarrest
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
	EIC discrete Semiconduc...
EIC[EIC discrete Semiconductors]
Electronics Industry Public Company Limited

	1140-4R7M-RC 1140-101K-RC 1140-3R3M-RC 1140-681K-R	RF Choke; Series:1140; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:27A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:100uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:14.4A; DC Resistance Max:0.025ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:3.3uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:27A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:7.2A; DC Resistance Max:0.139ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:7.2A; DC Resistance Max:0.114ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity Low DCR
RF Choke; Series:1140; Inductance:82uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:14.4A; DC Resistance Max:0.023ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:27A; DC Resistance Max:0.002ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
	BOURNS INC
Bourns Electronic Solutions

	4600T 4611T-106-2222FCD 4611K-101-2222BAA 4611K-10	Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Film Capacitor; Voltage Rating:63VDC; Capacitor Dielectric Material:Polyester; Capacitance:1uF; Capacitance Tolerance: 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
THIN FILM CONFORMAL SIP 薄膜共形SIP协议
	List of Unclassifed Manufacturers
BOURNS
ETC[ETC]
Electronic Theatre Controls, Inc.
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