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			 Related Part Number
	
					PART	Description	Maker
	H12WD4850PG 	Ratings from 25A to 125A @ 48-660 V AC
	Crydom Inc.,

	SBG1045CT-T-F SBG1030CT-T-F SBG1040CT-T-F 	RECTIFIER SCHOTTKY DUAL COMMON-CATHODE 10A 45V 125A-Ifsm 0.55Vf 1A-IR D2PAK 800/REEL-13 10 A, 45 V, SILICON, RECTIFIER DIODE
RECTIFIER SCHOTTKY DUAL COMMON-CATHODE 10A 30V 125A-Ifsm 0.55Vf 1A-IR D2PAK 800/REEL-13 10 A, 30 V, SILICON, RECTIFIER DIODE
RECTIFIER SCHOTTKY DUAL COMMON-CATHODE 10A 40V 125A-Ifsm 0.55Vf 1A-IR D2PAK 800/REEL-13 10 A, 40 V, SILICON, RECTIFIER DIODE
	Diodes, Inc.

	EL100D5-05 EL100D5-12 EL100D5-24 EL100D10-05 EL100	Ratings of 5A and 10A 3-100 VDC
	Crydom Inc.,

	EL240A5-12 EL240A5-24 EL240A5-05 EL240A20-24 EL240	Ratings of 5A, 10A and 20A @ 24-280 VAC
TRIGGER OUTPUT SOLID STATE RELAY, 3750 V ISOLATION-MAX ROHS COMPLIANT PACKAGE-4
	Crydom Inc.,
Crydom, Inc.
CRYDOM CORP

	BTA10-600B BTA10-600BW BTA10-600C BTA10-600CW BTA1	10A triac, 600V
Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-55
10A TRIACS 10A条双向可控硅
10A triac, 800V
	SGS Thomson Microelectronics
ST Microelectronics
意法半导
STMicroelectronics N.V.

	IDT54FCT162374ATPFB IDT54FCT162374TPAB IDT54FCT162	FAST CMOS 16-BIT REGISTER (3-STATE)
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.40 to 3.05; Characteristics rs (ohm) max: 1.8; Characteristics C (pF) max: C1 = 2.60 to 2.90 C3 = 0.97 to 1.08; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.35 to 2.55; Characteristics rs (ohm) max: 0.6; Characteristics C (pF) max: C1=6.62 to 7.02 C4=2.60 to 2.95; Characteristics CVR/CVR: 1/4; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.10 to 2.40; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.38 to 7.92 C2.5 = 3.26 to3.58; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 1.680 to 1.750; Characteristics rs (ohm) max: 1.2; Characteristics C (pF) max: C1 = 21.50 to 24.00 C2 = 12.50 to 14.50; Characteristics CVR/CVR: 1/2; Cl: 17; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 2.43 to 2.57; Characteristics rs (ohm) max: 0.75; Characteristics C (pF) max: C0.5 = 7.30 to 7.70 C2.5 = 2.90 to 3.18; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.30 to 2.46; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 7.3 to 8.6; Characteristics CVR/CVR: 0.5/2.5; Cl: 7.95; Package: SFP
Variable Capacitance Diode for Digital audio; Ratings VR (V): 10; Characteristics n: 2.28 to 2.90; Characteristics rs (ohm) max: 1.1; Characteristics C (pF) max: C1 = 2.90 to 3.30 C3 = 1.12 to 1.30; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.02 to 2.26; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C0.5 = 18.5 to 20.0 C2.5 = 8.55 to 9.45; Characteristics CVR/CVR: 0.5/2.5; Cl: -; Package: MP6
Variable Capacitance Diode for VCO; Ratings VR (V): 10; Characteristics n: 2.62 min; Characteristics rs (ohm) max: 0.4; Characteristics C (pF) max: C1 = 14.6 to 15.8 C4 = 5.20 to 5.80; Characteristics CVR/CVR: 1/4; Cl: 5.85; Package: EFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 3.0 min; Characteristics rs (ohm) max: 2; Characteristics C (pF) max: C1 = 41.6 to 49.9 C4 = 10.1 to 14.8; Characteristics CVR/CVR: 1/4; Cl: 12.45; Package: SFP
Variable Capacitance Diode for VCO; Ratings VR (V): 15; Characteristics n: 1.73 to 2.10; Characteristics rs (ohm) max: 0.7; Characteristics C (pF) max: C1 = 2.35 to 2.70 C3 = 1.22 to 1.42; Characteristics CVR/CVR: 1/3; Cl: -; Package: MP6
	Integrated Device Technology, Inc.

	JW1AFSN-DC18V 	Compact Power Relay, 1 Form A, 10A 250VAC 10A 30VDC
	PANASONIC CORP

	SBA100-04J 	40V/ 10A Rectifier
40V 10A Rectifier
Schottky Barrier Diode (Twin Type Cathode Common) 40V, 10A Rectifier
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	AS2811 	10A Low Dropout Voltage Regulator Fast Response, Adjustable & Fixed(10A,低压差稳压器（快速响应，可调和固定输出）)
	Sipex Corporation

	P3500BA70 P2600BA70 P3100BA70 	SIDAC|400V V(BO) MAX|10A I(S)|TO-92
SIDAC|300V V(BO) MAX|10A I(S)|TO-92
SIDAC|350V V(BO) MAX|10A I(S)|TO-92 SIDAC的| 350V五（公报）最大| 10A条口（县）|2
	SIEMENS AG

	1N5242BT 1N5241BT 1N5244BT 1N5239BT 1N5270B 1N5277	Absolute Maximum Ratings 43 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Absolute Maximum Ratings 16 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
Absolute Maximum Ratings 13 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
Absolute Maximum Ratings 2.4 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Absolute Maximum Ratings 3 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Absolute Maximum Ratings 110 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Absolute Maximum Ratings 14 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
Zeners
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]
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