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			 Related Part Number
	
					PART	Description	Maker
	M393T5750BY0-CD5/CC M393T2950BZ0-CD5/CC M393T2953B	100 x 64 pixel format, TAB display
SWITCH, DPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT Centre Off; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
TVS BIDIRECT 1500W 16V SMC
DDR2 Registered SDRAM MODULE 240pin Registered Module based on 512Mb B-die 72-bit ECC
	SAMSUNG SEMICONDUCTOR CO. LTD.

	V53C316405A50 	G Force Switch; Contact Current Max:10uA; Contact Resistance Max:50ohm; Circuitry:SPST-NO; Supply Voltage:3.2VDC RoHS Compliant: Yes 3.3米4 EDO公司页面模式的CMOS动态随机存储器
	Mosel Vitelic, Corp.

	TL3340AF160QG 	TL3340AF160QG - RATING: 12VDC, 50mA, CONTACT RESISTANCE: 500 MILLI OHMS MAX ,
	E-SWITCH

	T-30410 	Primary DC Resistance 36 W Max, Secondary DC Resistance 47 W Max.
	Rhombus Industries Inc.

	066301.6 06633.15 06631.25 066306.3 066302.5 0663.	LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 1.60, voltage rating 250, nominal resistance cold ohms 36.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .800, voltage rating 250, nominal resistance cold ohms 87.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .500, voltage rating 250, nominal resistance cold ohms 187.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 3.15, voltage rating 250, nominal resistance cold ohms 17.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 3.15, voltage rating 250, nominal resistance cold ohms 17.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .400, voltage rating 250, nominal resistance cold ohms 239.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .630, voltage rating 250, nominal resistance cold ohms 129.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .125, voltage rating 250, nominal resistance cold ohms 1241.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .160, voltage rating 250, nominal resistance cold ohms 990.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 6.30, voltage rating 250, nominal resistance cold ohms 7.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .200, voltage rating 250, nominal resistance cold ohms 718.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 2.50, voltage rating 250, nominal resistance cold ohms 20.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 2.50, voltage rating 250, nominal resistance cold ohms 20.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 2.00, voltage rating 250, nominal resistance cold ohms 27.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .250, voltage rating 250, nominal resistance cold ohms 475.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 4.00, voltage rating 250, nominal resistance cold ohms 12.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 4.00, voltage rating 250, nominal resistance cold ohms 12.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .315, voltage rating 250, nominal resistance cold ohms 326.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .063, voltage rating 250, nominal resistance cold ohms 4490.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .080, voltage rating 250, nominal resistance cold ohms 2648.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .063, voltage rating 250, nominal resistance cold ohms 4490.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .050, voltage rating 250, nominal resistance cold ohms 7573.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .160, voltage rating 250, nominal resistance cold ohms 990.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .100, voltage rating 250, nominal resistance cold ohms 1869.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .080, voltage rating 250, nominal resistance cold ohms 2648.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 1.00, voltage rating 250, nominal resistance cold ohms 75.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 5.00, voltage rating 250, nominal resistance cold ohms 9.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 1.25, voltage rating 250, nominal resistance cold ohms 50.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 1.25, voltage rating 250, nominal resistance cold ohms 50.
Photoelectric Sensor; Sensor Input Type:Optical; Sensing Range Max:3m; Sensor Output:Relay RoHS Compliant: Yes 轴向引线保险丝和墨盒
PT 16C 16#16 SKT PLUG 轴向引线保险丝和墨盒
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:20-16 轴向引线保险丝和墨盒
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:20-24
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 1.25, voltage rating 250, nominal resistance cold ohms 50.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 5.00, voltage rating 250, nominal resistance cold ohms 9.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 5.00, voltage rating 250, nominal resistance cold ohms 9.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 1.00, voltage rating 250, nominal resistance cold ohms 75.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 1.00, voltage rating 250, nominal resistance cold ohms 75.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .250, voltage rating 250, nominal resistance cold ohms 475.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .315, voltage rating 250, nominal resistance cold ohms 326.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .125, voltage rating 250, nominal resistance cold ohms 1241.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .063, voltage rating 250, nominal resistance cold ohms 4490.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .050, voltage rating 250, nominal resistance cold ohms 7573.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .080, voltage rating 250, nominal resistance cold ohms 2648.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .050, voltage rating 250, nominal resistance cold ohms 7573.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .315, voltage rating 250, nominal resistance cold ohms 326.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 4.00, voltage rating 250, nominal resistance cold ohms 12.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .250, voltage rating 250, nominal resistance cold ohms 475.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 2.00, voltage rating 250, nominal resistance cold ohms 27.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 2.00, voltage rating 250, nominal resistance cold ohms 27.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 2.50, voltage rating 250, nominal resistance cold ohms 20.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .200, voltage rating 250, nominal resistance cold ohms 718.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 6.30, voltage rating 250, nominal resistance cold ohms 7.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .160, voltage rating 250, nominal resistance cold ohms 990.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .100, voltage rating 250, nominal resistance cold ohms 1869.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .125, voltage rating 250, nominal resistance cold ohms 1241.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .630, voltage rating 250, nominal resistance cold ohms 129.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .400, voltage rating 250, nominal resistance cold ohms 239.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .400, voltage rating 250, nominal resistance cold ohms 239.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 3.15, voltage rating 250, nominal resistance cold ohms 17.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .500, voltage rating 250, nominal resistance cold ohms 187.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .800, voltage rating 250, nominal resistance cold ohms 87.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 6.30, voltage rating 250, nominal resistance cold ohms 7.
   Axial Lead and Cartridge Fuses
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	FDJ1028N 	Plug-In Relay; Contacts:DPDT; Contact Carry Current:12A; Coil Voltage AC Max:12V; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Relay Options:Hermetically Sealed; Coil Resistance:72ohm; Contact Carrying Power:1.2W RoHS Compliant: Yes
N-Channel 2.5 Vgs Specified PowerTrench MOSFET
	Fairchild Semiconductor Corporation

	SMDCHR0603 SMDCHGR0603 SMDFXXXX SMDCH0603 SMDCH080	MINIATURE SMD CHIP INDUCTORS 微型贴片电感
Rheostat; Series:RJS; Power Rating:50W; Resistance Max:2ohm; Terminal Type:Lugs; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Number of Turns:1; Resistance:2ohm
; Sensor Input Type:Inductive; Sensing Range Max:5mm; Sensor Output:NO RoHS Compliant: Yes
	Electronic Theatre Controls, Inc.
N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	EL5132 EL5132IS-T7 EL5132IS EL5133IW-T7A EL5132IS-	Rheostat; Series:RLS; Power Rating:150W; Resistance Max:25ohm; Terminal Type:Lugs; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Number of Turns:1; Resistance:25ohm
670MHZ LOW NOISE AMPLIFIERS
	INTERSIL[Intersil Corporation]

	ADG1419 ADG1419BCPZ-REEL7 ADG1419BRMZ ADG1419BRMZ-	2.1 &Omega; Max On Resistance &#177;15 V/12 V/&#177;5 V iCMOS SPDT Switch; Package: Micro SOIC; No of Pins: 8; Temperature Range: Ind SGL POLE DOUBLE THROW SWITCH, PDSO8
2.1 Ω On Resistance, ±15 V/ 12 V/±5 V iCMOS SPDT Switch
2.1 楼? On Resistance, 隆戮15 V/ 12 V/隆戮5 V iCMOS SPDT Switch
	Analog Devices, Inc.

	1255AY-220M 	Max. of DC resistance
	Murata Manufacturing Co...

	IRFR3910PBF IRFR3910TR IRFR3910TRPBF IRFR3910PBF-1	16 A, 100 V, 0.115 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-252AA
Ultra Low On-Resistance
ULTRA LOW ON RESISTANCE
   Ultra Low On-Resistance
	International Rectifier



				
	 
	 Related keyword From Full Text Search System
	

					
						P200020 Step	
						P200020 Single	
						P200020 mosfet	
						P200020 Transistor	
						P200020 Amp
	
						P200020 port	
						P200020 maxim	
						P200020 stock	
						P200020 purpose	
						P200020 npn transistor


				
	 



		 


	
		
Price & Availability of P200020 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.48663902282715















