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			 Related Part Number
	
					PART	Description	Maker
	F1206HB10V024T F1206HB15V024T F1206HB20V024T F1206	1206 High Current Rating Fast Acting Surface Mount Fuses
	List of Unclassifed Manufacturers

	BC868 BC868-25 BC868/T1 	NPN medium power transistor
Leaded Cartridge Fuse; Current Rating:100mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
	NXP Semiconductors
Philips Semiconductors

	5500.2029 5500.2028 5500.2027 5500.2026 5500.2030 	AC Filter Cost Optimized
Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 4A; Leakage Current Rating: 0.1 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
	Schurter Inc.
SCHURTER AG

	HI1-5700S_883 HI-5700_883 HI-5700883 HI-5700/883 H	16 Characters x 1 Lines, 5x7 Dot Matrix Character and Cursor 1-CH 8-BIT FLASH METHOD ADC, PARALLEL ACCESS, CDIP28
Subminiature PCB fuse, solderable into PCBs or fuseholder; Voltage Rating: 250V; Current Rating: 0.63A; Characteristic: Fast Acting
64 MACROCELL 3.3 VOLT ISP CPLD - NOT RECOMMENDED for NEW DESIGN
8-Bit, 20 MSPS Flash A/D Converter
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	KSM-955TE4Y KSM-951TE4Y KSM-952TE4Y KSM-953TE4Y KS	Multipole, Connector, Voltage Rating AC 150 Volt, Current Rating 5 Ampere
Optic receiver module
	KODENSHI CORP.
KODENSHI[KODENSHI KOREA CORP.]
Kondenshi Corp

	F1206HI7000V024T F1206HI1500V063T F1206HI8000V024T	1206 High Inrush Current Surface Mount Fuses
	List of Unclassifed Manufacturers
List of Unclassifed Manufac...
List of Unclassifed Man...

	CCK140-200A CCK225-300A CCL80-120A CCK1-15A CCK20-	   Fork-Lift and Stud-Mounted Fuses
Limiter dual-element time-delay lift-truck fuse. 160 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 150 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 125 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 100 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 700 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 600 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 200 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 100 amperes, 130 Volts DC. Interrupting rating: 10,000 amperes.
Fork-Lift and Stud-Mounted Fuses 自动装填和良种式保险
Limiter fast acting lift-truck fuse. 225 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 300 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 225 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 150 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 100 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 300 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	APR-15 A8032 A8032-40 A8032L-12 A8032-24 A8032L-40	Electrical Outlet Connector; Voltage Rating:125V; Mounting Type:Cable Mount; Contact Plating:Nickel; Current Rating:15A RoHS Compliant: Yes
Double Ended Cordset; Connector Type A:Circular Plug; Connector Type B:Circular Receptacle; Cable Length:5m; Current Rating:10A; No. of Contacts:4; Wire Size (AWG):14 RoHS Compliant: Yes
8 Bit Microcontroller
	AMIC Technology Corporation

	2205-H-RC 2202-V-RC 2218-H-RC 2215-V-RC 2208-H-RC 	Toroidal Inductor; Series:2200; Inductance:22uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:10.3A; DC Resistance Max:0.010ohm; Leaded Process Compatible:Yes 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:12uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:12A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes 1 ELEMENT, 12 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:330uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:3.3A; DC Resistance Max:0.10ohm; Leaded Process Compatible:Yes 1 ELEMENT, 330 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:180uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:3.8A; DC Resistance Max:0.075ohm; Leaded Process Compatible:Yes 1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:39uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:7.1A; DC Resistance Max:0.022ohm; Leaded Process Compatible:Yes 1 ELEMENT, 39 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors Horizontal or vertical mount Low cost
Toroidal Inductor; Series:2200; Inductance:68uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.9A; DC Resistance Max:0.046ohm; Leaded Process Compatible:Yes
Toroidal Inductor; Series:2200; Inductance:560uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:2.2A; DC Resistance Max:0.21ohm; Leaded Process Compatible:Yes
	Bourns, Inc.
Bourns Electronic Solutions
BOURNS INC
Rohm
Bourns Electronic Solut...
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