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			 Related Part Number
	
					PART	Description	Maker
	FMC6G50US60 	IGBT
Compact & Complex Module
Signal Generator; Signal Generator Type:ARB/Frequency/Signal; Bandwidth Max:21.5MHz; Modulation Type:Amplitude/Frequency; Sweep Rate Range:0 Hz to 21.5 MHz lin/log; Sweep Time Range:1 mSec to 60 Sec; Accuracy:0.001% Frequency
	Fairchild Semiconductor Corporation

	FMBL1G200US60 	IGBT
Molding Type Module
10MHz DDS Sweep Function Generator; Bandwidth Max:10MHz; Sweep Rate Range:100:1 lin/log; Sweep Time Range:10 mSec to 30 Sec; Frequency Max:10MHz; Frequency Min:0.01Hz RoHS Compliant: NA
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	FMM1103VJ 	The FMM1103VJ is a GaAs Microwave Static Frequency Divider designed for dividing an input signal by 8 over a frequency range from 2.0 to 12.0 GHz
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	ISL89400ABZ-T 	100V, 1.25A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 8-SOIC T&amp;R 1.25 A HALF BRDG BASED MOSFET DRIVER, PDSO8
	Intersil, Corp.

	SR-A2A77-FREQ SR-A2A71-FREQ SR-A2A7B-FREQ SR-A2A7A	Frequency Range: 250.0 MHz-1.7 GHz 频率范围50.0兆赫1.7千兆
Frequency Range: 250.0 MHz-1.7 GHz 频率范围50.0兆赫.7千兆
	NEL Frequency Controls, Inc.

	ADF4153YCPZ-RL7 ANALOGDEVICESINC-ADF4153BCPZ 	PLL Frequency Synthesizer; No of Pins: 20; Temperature Range: Industrial PLL FREQUENCY SYNTHESIZER, 4000 MHz, QCC20
	Analog Devices, Inc.

	Q62702-B257 BBY34D Q62702-B194 BBY34C 	Silicon Tuning Varactors (Hyperabrupt junction tuning diode Frequency linear tuning range 4 ˇ 12 V) 硅调谐变容二极管（Hyperabrupt交界调谐二极管频率线性调谐范 12五）
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:35mA; Current, It av:12A; Forward Current:12A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes
Silicon Tuning Varactors (Hyperabrupt junction tuning diode Frequency linear tuning range 4 12 V)
Silicon Tuning Varactors (Hyperabrupt junction tuning diode Frequency linear tuning range 4 ?12 V)
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	CY2CC810OXIT 	1:10 Clock Fanout Buffer; Voltage (V): 2.5/3.3 V; Frequency Range: 0 MHz to 650 MHz; Outputs: 10; Operating Range: -40 to 85 C 2CC SERIES, LOW SKEW CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO20
	Cypress Semiconductor, Corp.

	ISL89400ABZ ISL89401ABZ ISL89401AR3Z-T 	   100V, 1.25A Peak, High Frequency Half-Bridge Drivers
100V, 1.25A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 9-DFN T&amp;R
	Intersil Corporation

	CY2546IXXXT CY2546IT 	Quad PLL Programmable Clock Generator with Spread Spectrum 166 MHz, OTHER CLOCK GENERATOR, QCC24
Quad PLL Programmable Clock Generator with Spread Spectrum; Voltage(V): 1.8 V; Input Frequency Range: 8 MHz to 166 MHz; Output Frequency Range: 3 MHz to 166 MHz; Operating Range: -40 to 85 C; Package: QFN 166 MHz, OTHER CLOCK GENERATOR, QCC24
	Cypress Semiconductor, Corp.
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