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			 Related Part Number
	
					PART	Description	Maker
	MKE02Z64VLH2R MKE02Z64VLC2 MKE02Z64VLD2R MKE02Z16V	Operating characteristics : Flash write voltage range: 2.7 to 5.5 V
   Operating characteristics : Flash write voltage range: 2.7 to 5.5 V
	Freescale Semiconductor, Inc
Freescale Semiconductor...

	SLF12575T-100M5R4-PF SLF12575T-6R8N5R9-PF 	L-Q Frequency Characteristics DC Bias & Temperature Characteristics Temperature Characteristics Temperature Rise
	TDK Electronics

	AM29LV800B-1 AM29LV800BB-120DG5C AM29LV800BB-120DG	8 megabit CMOS 3.0 volt-only, boot sector flash memory- die revision 1
LED Lamp; LED Color:White; Luminous Intensity:160ucd; Viewing Angle:120 ; Forward Current:20mA; Forward Voltage:3.6V; Operating Temperature Range:-30 C to  C; Color:White; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
LED Lamp; LED Color:Red; Luminous Intensity:9ucd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Red; Luminous Intensity:40ucd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Yellow; Luminous Intensity:80mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Toggle Switch; Circuitry:SPST; Switch Operation:On-None-On; Contact Current Max:15A; Actuator Style:Flat Lever; Switch Terminals:Solder Lug; Current Rating:15A; Leaded Process Compatible:Yes; Mounting Type:Panel RoHS Compliant: Yes
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash MemoryDie Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
8 megabit CMOS 3.0 volt-only boot sector flash memory- die revision 1
	http://
Advanced Micro Devices, Inc.
AMD[Advanced Micro Devices]

	GRM0225C1E5R3BDAE GRM0225C1E5R2DDAE GRM0225C1E5R7B	   Rated voltage
   Temperature characteristics (complied standard)
   Operating temperature range
	Murata Manufacturing Co...

	ZL-1576-15 	Operating Voltage= 115/240 Vac Operating Current Max= 15.0 amp
	JMK Inc.

	AA-0221-20 	Operating voltage = 115/250 Vac Operating current = 20 Amp
	JMK Inc.

	FF-1069A-3B 	Operating voltage = 125 / 250 Vac Operating current = 3 Amps
	JMK Inc.

	MM-0637A-100 	Operating Voltage = 48 Vdc Operating Current (Max) = 100 Amp
	JMK Inc.

	HH-1199-6C 	Operating Voltage: 125 / 250 v~ Operating Current (Max): 6.0 AMP
	JMK Inc.

	DN6849TE 	Hall IC(Operating Temperature Range Topr = - 40 to -100C, Operating in Alternative Magnetic Field)
	Panasonic

	DN6845S 	Hall IC (Operating Supply Voltage Range Vcc=3.6 to 16V, Operating in One Way Magnetic Field)
	Panasonic
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