

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						UC3843AL			045CT			CH2805			R5000430			OM7915IH			6N40CF			2FTR50SG			15KP90A			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			B010002 - 320E11 BODY NO TERMINALS 



		
			
					
						
						[image: B010002_8062730.PDF Datasheet]



					
				
					 		
	Part No.	B010002   

	Description	320E11 BODY NO TERMINALS 
 

	File Size	58.68K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 E-SWITCH 
  
						










	
						
						




						

	Homepage	
						http://www.e-switch.com
	Download	[ 
						B010002  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						B010002  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[B010002  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for B010002 ] 


					[ Price & Availability of B010002 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 320E11 BODY NO TERMINALS   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CR-A2201 PR-21675 X99284-V3 	NO HOLES IN TERMINALS TERMINALS ARE PLATED SWITCH MATERIALS WILL WITHSTAND TEMPERATURE OF 300
	Honeywell Solid State Electronics Center
Honeywell Solid State Elect...

	FL-SWITCH-5TX 	10/100 Mbit/s Five Port Ethernet Switch with screw terminals or spring cage terminals
	PHOENIX CONTACT

	BSV52R BFE215R BFAP83 BF521 BDP492 BDP495 BCAE07 B	BSV52R - Tranzystor prze潮czaj便y
BFE215R - Tranzystor wielkiej cz牦totliwo躲i
BFAP83 - Tranzystor wielkiej cz牦totliwo躲i specjalny
BF521 - Tranzystor wielkiej cz牦totliwo躲i
TVS Diode; TVS Polarization:Unidirectional; Stand-Off Voltage, VRWM:36V; Breakdown Voltage, Vbr:40V; Peak Pulse Power PPK @ 10x1000uS:600W; Package
Transient Surge Protection Thyristor; Leaded Process Compatible:Yes; Package/Case:DO-214; Mounting Type:Through Hole; Polarization:Unipolar; Power
Cyclone FPGA 6K PQFP-240
Cartridge Fuse; Current Rating:12A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:500mA; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:31.75mm RoHS Compliant: No
FUSE-250V,1.0A,SLO-BLO 0.25X1.25
FUSE 15A 250V 3AB FAST-BLOW 30SMAX@30A 750A_INTER.RATING UL/CSA
3A 250V SLO-BLO 1/4X1-1/4 CERA
FUSE   15A    32V
Cartridge Fuse; Current Rating:10A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:8A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Body Material:Ceramic; Diameter:6.35mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:31.75mm RoHS Compliant: No
Cartridge Fuse; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:326 RoHS Compliant: No
Cartridge Fuse; Current Rating:7A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Glass; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:4A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Glass; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:25A; Voltage Rating:32V; Fuse Type:Time Delay; Fuse Size/Group:1/4 x 1-1/4 "; Leaded Process Compatible:No; Body Material:Glass; Diameter:6.35mm; Fuse Terminals:Ferrule; Length:31.75mm
Cartridge Fuse; Current Rating:20A; Voltage Rating:250V; Fuse Type:Fast Acting; Body Material:Ceramic; Diameter:6.985mm; Fuse Terminals:Axial Lead; Leaded Process Compatible:No; Length:32.258mm; Peak Reflow Compatible (260 C):No
DIODE TVS 200V 600W BIDIR 5% SMB
BF619 - Tranzystor wielkiej cz牦totliwo躲i
DIODE TVS 28V 600W BI-DIR SMB
DIODE TVS 30V 600W BI-DIR SMB
BCE107R - Tranzystor ma冲j cz牦totliwo躲i ma冲j mocy BCE107R - Tranzystor马冲南航牦totliwo躲いま冲 mocy
BDCP25 - Tranzystor ma冲j cz牦totliwo躲i du垮j mocy specjalny BDCP25 - Tranzystor马冲南航牦totliwo躲i杜垮 mocy specjalny
DIODE TVS 20V 600W UNI-DIR SMB BDP286 - Tranzystor马冲南航牦totliwo躲i杜垮 mocy
BCE107 - Tranzystor ma冲j cz牦totliwo躲i ma冲j mocy BCE107 - Tranzystor马冲南航牦totliwo躲いま冲 mocy
DIODE TVS 130V 400W BIDIR 5% SMA BDAP95 - Tranzystor马冲南航牦totliwo躲i杜垮 mocy specjalny
VARISTOR MEDIUM VOLTAGE
BCE109R - Tranzystor ma?? cz?呼otliwo绂奸 ma?? mocy
BCE109 - Tranzystor ma?? cz?呼otliwo绂奸 ma?? mocy
BCE107 - Tranzystor ma?? cz?呼otliwo绂奸 ma?? mocy
	NXP Semiconductors N.V.
Cirrus Logic, Inc.
Belden, Inc.
PHOENIX CONTACT Deutschland GmbH

	PCC-2 	PC Board Fuse; Current Rating:3A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Leaded Process Compatible:No; Body Material:Plastic; Diameter:8.12mm; Fuse Size/Group:8.89 x 8.12 mm; Fuse Type:Fast Acting; Length:8.89mm
	COOPER INDUSTRIES

	C519-1.5-R C519-1.25-R 	Cartridge Fuse; Current Rating:1.5A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:15mm; Packaging:Bulk; Series:C519; Voltage Rating:250V RoHS Compliant: Yes
Cartridge Fuse; Current Rating:1.25A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:15mm; Packaging:Bulk; Series:C519; Voltage Rating:250V RoHS Compliant: Yes
	COOPER INDUSTRIES

	STD4NA40 STD4NA40-T4 STD4NA40-1 	N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
Leaded Cartridge Fuse; Current Rating:500mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
TRANSISTOR | MOSFET | N-CHANNEL | 400V V(BR)DSS | 3.3A I(D) | TO-251
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	676 0676.315 06763.15 0676.800 0676.500 067601.6 0	Axial Lead and Cartridge Fuses - Ceramic Body
CONNECTOR ACCESSORY
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
	Littelfuse, Inc.

	DC11.0001.001 DC11.0001.201 	Switched IEC Power Connector; Mounting Type: Panel; Approval Bodies:UL, CSA; Body Depth:36.35mm; Body Length:44mm; Body Material: Thermoplastic; Body Width:34mm 12/10A, 250VAC, MALE, MAINS POWER CONNECTOR, SOLDER, SOCKET
POWER ENTRY MODULE, 2-POLEPOWER ENTRY MODULE, 2-POLE; Current rating:10A; Approval Bodies:UL 498, CSA C22.2 no. 42; Approval category:10A IEC, 12A UL/CSA; Colour:black; Current, max:12A; Mounting Type:Snap In; Standard:C14 acc.To
	SCHURTER AG
SCHURTER INC

	4119 4119-93 4119-600 	BNC Feed-Thru Termination; Impedance:600ohm; Body Style:Straight Terminator; Body Material:Brass; Dielectric Material:Teflon; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Pomona Electronics

	BYV27100 BYV27150 BYV27200 BYV2750 BYV27 DIODESINC	200V; 2.0A super-fast glass body rectifier
150V; 2.0A super-fast glass body rectifier
100V; 2.0A super-fast glass body rectifier
2.0A SUPER-FAST GLASS BODY RECTIFIER 安培的电流超快速整流玻璃钢车身
	DIODES[Diodes Incorporated]
Diodes Inc.
Diodes, Inc.

	1301550020 	   Watertite Plug Closure Cover, A-Size Body - Cord Grip Body Size F2
	Molex Electronics Ltd.

	ST733C..LSERIES ST733C08LFM0 ST733C08LFL0 ST733C04	800V 1900A Inverter Thyristor in a TO-200AC (B-Puk) package
400V 1900A Inverter Thyristor in a TO-200AC (B-Puk) package
INVERTER GRADE THYRISTORS
Automotive Fuse; Current Rating:3A; Voltage Rating:32V; Fuse Type:Fast Acting; Body Material:Plastic; Fuse Terminals:Blade; Length:15.41mm; Series:297; Voltage Rating:32V; Fuse Size/Group:15.41 x 10.92 x 3.81mm RoHS Compliant: Yes
Fuse Holder; Leaded Process Compatible:Yes; Mounting Type:Panel Mount RoHS Compliant: Yes
	International Rectifier
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