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	Part No.	HC53   

	Description	Dual Frequency Selectable Oscillator 
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									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: HC540
	Maker: TI(德州仪器)
	Pack: SOP-20
	Stock: 12
	Unit price 
									for :
	    
									50: $0.47
	  
									100: $0.45
	1000: 
									$0.42
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			 Related Part Number
	
					PART	Description	Maker
	MT9045AN MT9045 	Dual reference frequency selectable 3.3V Digital PLL with multiple clock outputs for T1/E1 (ITU-T G.812 type IV), Stratum( 3, 4, 4E) and STS-3/OC3 systems
T1/E1/OC3 System Synchronizer
	ZARLINK[Zarlink Semiconductor Inc]

	MAX1680 MAX1680ESA MAX1681ESA MAX1681C_D MAX1680C_	125mA, Frequency-Selectable, Switched-Capacitor Voltage Converters
Tactile Switch; Operating Force Max:160g-cm; Circuitry:SPST; Switch Operation:On-(On); Actuator Style:Flat Plunger; Contact Current Max:50mA; Contact Rating:50mA at 12VDC; Leaded Process Compatible:Yes; Mounting Type:PCB
125mA / Frequency-Selectable / Switched-Capacitor Voltage Converters
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	FCPL65120-10 	SELECTABLE FREQUENCY SYNTHESIZER
	SYNERGY MICROWAVE CORPO...

	SY-B6A70-FREQ SY-A6A70 SY-A6A70-FREQ SY-A6A71-FREQ	Frequency Selectable Differential Sine Wave
	NEL[Nel Frequency Controls,inc]

	MSHFS6 MSHFS1 MSHFS2 MSHFS5 MSHFS4 MSHFS3 	(MSHFS1 - MSHFS6) Selectable High Frequency LP/BP Filter
	MSI

	LTC2904 LTC2905CTS8 LTC2904ITS8 LTC2905ITS8 LTC290	Octal Buffer/Driver With 3-State OUtputs 20-VQFN -40 to 85 2-CHANNEL POWER SUPPLY SUPPORT CKT, PQCC8
Precision Dual Supply Monitors with Pin-Selectable Thresholds 2-CHANNEL POWER SUPPLY SUPPORT CKT, UUC8
Precision Dual Supply Monitors with Pin-Selectable Thresholds 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
Precision Dual Supply Monitor with Pin-Selectable Thresholds
	Linear Technology, Corp.
LINER[Linear Technology]

	MAX3671 MAX3671ETN 	Low-Jitter Frequency Synthesizer with Selectable Input Reference
	Maxim Integrated Products

	RCV7050P 	SMD Selectable Frequency Voltage Controlled Crystal Oscillator
	TEMEX

	MT9041 	Single reference frequency selectable Digital PLL with multiple clock outputs for T1/E1 trunk and backplane synchronization
	Zarlink Semiconductor

	MT9040AN MT9040 	Single reference frequency selectable, 3.3V Digital PLL with multiple clock outputs for stratum 4 applications
T1/E1 Synchronizer
	ZARLINK[Zarlink Semiconductor Inc]

	LT6411 	650MHz Differential ADC Driver/Dual Selectable Gain Amplifier
	Linear Technology

	PM565S PM570S PM570K PM501S PM501D PM538D PM595S P	Precision Dual Supply Monitor with Pin-Selectable Thresholds; Package: DFN; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Dual Supply Monitors with One Pin-Selectable Threshold and One Adjustable Input; Package: DFN; No of Pins: 8; Temperature Range: -40°C
Precision Dual Supply Monitors with One Pin-Selectable Threshold and One Adjustable Input; Package: DFN; No of Pins: 8; Temperature Range: 0°C
20-Bit No Latency Delta Sigma ADCs with Differential Input and Differential Reference; Package: SSOP; No of Pins: 16; Temperature Range: 0°C
Analog IC
Programmable Quad Supply Monitor with Adjustable Reset and Watchdog Timers; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C
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