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			 Related Part Number
	
					PART	Description	Maker
	RK73B1J RK73B1E RK73B2E RK73B2H RK73B3A RK73B1F RK	general purpose 2%, 5%tolerance thick filmchip resistor
	KOA Speer Electronics, Inc.

	RK73G1HT 	thick film 0.5%,1%tolerance, 50ppm/隆?C chip resistor
	KOA Speer Electronics, Inc.

	ATV04A360JB-G ATV04A580J-G ATV04A580JB-G ATV04A7V0	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=160V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=170V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=14V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	DS1249W DS1249W-150-IND DS1249W-100 DS1249W-100-IN	3.3V 2048kb Nonvolatile SRAM 3.3V2048kb非易失SRAM
CAPACITOR, CLASS Y2 33NFCAPACITOR, CLASS Y2 33NF; Capacitance:33nF; Voltage rating, AC:250V; Voltage rating, DC:2500V; Capacitor dielectric type:Polypropylene; Series:B81122; Tolerance,  :20%; Tolerance, -:20%; Temp, op. 3.3 2048kb非易失SRAM
CAPACITOR, CLASS Y2 27NFCAPACITOR, CLASS Y2 27NF; Capacitance:27nF; Voltage rating, AC:250V; Voltage rating, DC:2500V; Capacitor dielectric type:Polypropylene; Series:B81122; Tolerance,  :20%; Tolerance, -:20%; Temp, op.
CAPACITOR, CLASS Y2 330NFCAPACITOR, CLASS Y2 330NF; Capacitance:330nF; Voltage rating, AC:250V; Voltage rating, DC:2500V; Capacitor dielectric type:Polypropylene; Series:B81122; Tolerance,  :20%; Tolerance, -:20%; Temp, op.
3.3V 2048k Nonvolatile SRAM
	Dallas Semiconducotr
DALLAS[Dallas Semiconductor]
MAXIM - Dallas Semiconductor

	NTE5061A NTE5062A NTE5063A NTE5064A NTE5065A NTE50	Zener diode, 1 watt,  -5% tolerance. Nominal zener voltage Vz = 68V. Zener test current Izt = 3.7mA.
Zener Diode, 1 Watt ±5% Tolerance
Zener Diode, 1 Watt 【5% Tolerance
Zener Diode 1 Watt 5% Tolerance
Zener Diode, 1 Watt 5% Tolerance
Zener Diode / 1 Watt 5% Tolerance
surface mount silicon Zener diodes 硅表面贴装齐纳二极管
Zener Diode, 1 Watt % Tolerance
10 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
	NTE[NTE Electronics]
Mitsubishi Electric, Corp.
NTE Electronics, Inc.

	PM50RVA120 	CAP ARRAY, 4 X 3300PF 50V 0612X7RCAP ARRAY, 4 X 3300PF 50V 0612X7R; CAPACITANCE:3.3NF; VOLTAGE RATING, DC:50V; CAPACITOR DIELECTRIC TYPE:CERAMIC MULTI-LAYER; SERIES:W3A; TOLERANCE, :10%; TOLERANCE, -:10%; TEMP, OP. MAX:125(DEGREE RoHS Compliant: Yes
FLAT-BASE TYPE INSULATED PACKAGE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	1M110ZS10 1M120ZS10 1M130ZS10 1M150ZS10 1M160ZS10 	1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 1% tolerance.
1.0 WATT SURMETIC 30 SILICON ZENER DIODES
4 PR #24 DATATWIST PVC
1701A CMP 4BP24 BK 1000F REELEX
1701A CMP 4BP24 GY 1000F SP 1.0瓦SURMETIC 30硅稳压二极管
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -2% tolerance.
	MOTOROLA[Motorola, Inc]
MOTOROLA[Motorola Inc]
Motorola, Inc.
Motorola Mobility Holdings, Inc.

	KF1502-GT10A 	Thermal Printheads > For ECR > KF2002-GF70 Series, KF1502-GT10 Series
Compact low voltage thick film Thermal printhead (6dots / mm)
	Rohm

	PM1008-10NM-RC PM1008-18NM-RC PM1008-12NM-RC PM100	High Q Chip Inductors
SMD Inductor; Series:PM1008; Inductance:120nH; Inductance Tolerance: /- 10 %; Q Factor:60; Self Resonant Frequency:950MHz; Package/Case:1008; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:650mA
SMD Inductor; Series:PM1008; Inductance:680nH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:375MHz; Package/Case:1008; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:400mA
SMD Inductor; Series:PM1008; Inductance:390nH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:500MHz; Package/Case:1008; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:470mA
SMD Inductor; Series:PM1008; Inductance:820nH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:350MHz; Package/Case:1008; Terminal Type:Surface Mount; Core Material:Ceramic; Current Rating:400mA
SMD Inductor; Series:PM1008; Inductance:3.3uH; Inductance Tolerance: /- 10 %; Q Factor:22; Self Resonant Frequency:110MHz; Package/Case:1008; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:290mA
	Bourns Electronic Solutions
BOURNS INC

	D220G20C0GH6.J5R D220G20C0GH6.L2R D220G20U2JH6.J5R	Ceramic Disc Capacitors
D Series Narrow Tolerance
Ceramic Disc Capacitors Class 1, 100 VDC, Narrow Tolerance
   D Series Narrow Tolerance
   Ceramic Disc Capacitors Class 1, 100 VDC, Narrow Tolerance
	Vishay Siliconix

	1N974B 1N963B 1N965B 1N962B 1N970B 1N960B 1N968D 1	0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 30V. Test current 4.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 75V. Test current 1.7mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 39V. Test current 3.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 160V. Test current 0.80mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -20% tolerance.
0.5W SILICON ZENER DIODES
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
PC 4/ 5-ST-7,62 .5W硅稳压二极管
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 200V. Test current 0.65mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 7.5V. Test current 16.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 130V. Test current 0.95mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 51V. Test current 2.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 47V. Test current 2.7mA.  -10% tolerance.
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
Semtech, Corp.
娴???洪??靛??ㄤ欢??????
Jinan Gude Electronic D...
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