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			 Related Part Number
	
					PART	Description	Maker
	ISL95710UIU10Z ISL95710WIU10Z ISL95710 ISL95710UIU	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Terminal Voltage 3V or 5V, 128 Taps Up/Down Interface 10K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 128 POSITIONS, PDSO10
	Intersil Corporation
Intersil, Corp.

	IDT72V8981 IDT72V8981DB IDT72V8981J IDT72V8981J8 7	From old datasheet system
3.3 VOLT TIME SLOT INTERCHANGE DIGITAL SWITCH 128 x 128
128 x 128 TSI, 4 I/O at 2Mbps, Variable Delay, 3.3V
	Integrated Device Technology
IDT

	IDT728981 IDT728981DB IDT728981P IDT728981J 	128 x 128 TSI, 4 I/O at 2Mbps, Variable Delay, 5.0V
TSI-TDM Switches
TIME SLOT INTERCHANGE DIGITAL SWITCH 128 x 128
	IDT[Integrated Device Technology]

	PIC16LF870T/PQ PIC16LF870T/PT PIC16F871T-I/P PIC16	12MHZ CERAMIC RES,SMT
CAT 5E CROSSOVER PATCH   CORD CABLE GREEN 6 FT
Multiconductor Commercial Audio Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:LSPVC; Conductor Material:Copper; Features:Flamarrest Low-Smoke Jacket; Jacket Color:Natural RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:33pF/ft RoHS Compliant: Yes
128 x 128 pixel format, LED or EL Backlight available 28/40-Pin 8位CMOS闪存微控制器
28/40-Pin 8-Bit CMOS FLASH Microcontrollers 28/40-Pin 8位CMOS闪存微控制器
SWITCH, SPNO SPNC ANTI-VANDAL 28/40-Pin 8位CMOS闪存微控制器
	Microchip Technology Inc.
Microchip Technology, Inc.

	AIT1000M AIT1000 AIT1000PICOTUNER 	Picotuner Complete Integrated Data Tuner
Circular Connector; No. of Contacts:128; Series:MS27473; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:24-35 RoHS Compliant: No
JT 128C 128#22D SKT PLUG
	Anadigics Inc
ANADIGICS[ANADIGICS, Inc]
ANADIGICS  Inc
ANADIGICS, Inc.

	ISL95711 ISL95711UIU10Z ISL95711UIU10Z-T ISL95711W	Terminal Voltage 3V or 5V, 128 Taps I2C Serial Interface
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
	Intersil Corporation

	HD66751 HD66750 	128 x 128-dot Graphics LCD Controller/Driver with Four-grayscale Functions
	Hitachi,Ltd.

	MC92305 MC92305CD 	16/32/64/128/256 QAM RECEIVER AND REED-SOLOMON DECODER 16/32/64/128/256的QAM接收器和Reed - Solomon解码
	Motorola Mobility Holdings, Inc.
Motorola, Inc.

	NJU6680CL 	128-common x 128-segment 4-level Gray Scale BITMAP LCD DRIVER
	New Japan Radio Co., Ltd.

	IDT72V70180PF 	3.3 VOLT TIME SLOT INTERCHANGE DIGITAL SWITCH 128 x 128 3.3V Power Supply
	Integrated Device Technology
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