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			 Related Part Number
	
					PART	Description	Maker
	L51ROPT1D1 PL-IRM0206-A538 PL-IRM0101-1 PL-IRM0101	3.0mm INFRARED EMITTING DIODE
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:25-61 RoHS Compliant: No
Battery Holder; Battery Sizes Accepted:AAA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:2 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
RECEIVER MODULE 接收模块
Panel Extender; External Height:3.5"; Enclosure Color:Black; Enclosure Material:Steel
	PARA Light
N.A.
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
List of Unclassifed Man...

	R1A 	Plastic Case Material has UL Flammability Classication Rating 94V-0
	Sangdest Microelectroni...

	SDT04S60 SDD04S60 SDP04S60 Q67040-S4368 Q67040-S43	Heat Sink; Package/Case:TO-220; Thermal Resistance:20.3 C/W; Mounting Type:Through Hole; Body Material:Plastic; Color:Black; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sink Material:Plastic RoHS Compliant: No
Heat Sink; Package/Case:TO-220; Thermal Resistance:20.3 C/W; Mounting Type:Through Hole; Length:18.03mm; Height:12.7mm; Width:25.4mm; Body Material:Plastic; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silicon Carbide Schottky Diodes - 4A diode in TO220-3 package
Silicon Carbide Schottky Diodes - 4A diode in TO252 package
Silicon Carbide Schottky Diodes -  4A diode in TO220-2 package
	INFINEON[Infineon Technologies AG]

	WL08 WL10 WL01 WL005 WL04 WL06 WL02 	SILICON BRIDGE RECTIFIERS
TAPE, PLASTIC, WHITE, LETRA TAG; Colour:Pearl White; Colour, background:Pearl White; Length, tape:4m; Width, tape:12mm; Material:Plastic RoHS Compliant: NA
	EIC discrete Semiconduc...
EIC[EIC discrete Semiconductors]
Electronics Industry Public Company Limited

	EF25-K-H-14P-SW 	BOBBIN MATERIAL: PET PIN MATERIAL: CP WIRE UL REC. UL 94V-0
PHOSPHOR BRONZE
	FERYSTER Inductive Components Manufacturer
FERYSTER Inductive Componen...

	RLF12560 RLF12560T-7R8N8R2 RLF12560T-100M7R5 RLF12	CONNECTOR ACCESSORY 连接器附
Battery Holder; Battery Sizes Accepted:AAA; Body Material:Polypropylene Plastic; No. of Batteries:2 RoHS Compliant: Yes
Inductors For Power Line SMD
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	RM215TPA-10PB RM215TPA-10PC RM215TPA-10PD RM215TPA	PLASTIC 10 PIN VIDEO CONNECTORS 塑料10针视频连接器
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:10; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
   PLASTIC 10 PIN VIDEO CONNECTORS
	HIROSE ELECTRIC Co., Ltd.
http://
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	CAT34AC02JA CAT34AC02ZI-TE13 CAT34AC02 CAT34AC02JA	Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:24; Connector Shell Size:24; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Pin; Gender:Female
Silver Mica Capacitor; Capacitance:4300pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2000VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
MB 55C 55#20 SKT RECP
2K-Bit SMBus EEPROM for ACR Card Configuration K位的SMBus对于ACR卡的EEPROM配置
ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85% K位的SMBus对于ACR卡的EEPROM配置
Mounting Bracket; Body Material:Plastic; Color:Black; Outer Diameter:2.063" RoHS Compliant: Yes K位的SMBus对于ACR卡的EEPROM配置
	http://
CATALYST[Catalyst Semiconductor]
Honeywell International, Inc.
KEMET Corporation

	Q67040-A4463 SGW30N60 Q67040-S4237 Q67041-A4713 SG	IGBTs & DuoPacks - 30A 600V TO247AC  IGBT
IGBTs & DuoPacks - 30A 600V TO263AB SMD  IGBT
Fast S-IGBT in NPT-Technology
Fast IGBT in NPT-technology
Heat Sink; Package/Case:TO-220; Thermal Resistance:16.7 C/W; Mounting Type:Through Hole; Length:29.97mm; Height:12.7mm; Width:25.4mm; Body Material:Plastic; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Heat Sink; Package/Case:TO-220; Thermal Resistance:16.7 C/W; Mounting Type:Through Hole; Length:29.97mm; Height:12.7mm; Width:25.4mm; Body Material:Plastic; Color:Black; Leaded Process Compatible:No RoHS Compliant: No
	INFINEON[Infineon Technologies AG]

	M48T212Y-85MH6 M48T212Y-85MH1TR M48T212Y-70MH1 M48	Shielded Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:7; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Temperature Max:80 C RoHS Compliant: Yes
5V/3.3V TIMEKEEPER[ CONTROLLER 5V/3.3V计时[控制
	意法半导
STMicroelectronics N.V.

	XC95288XV DS050 XC95288XV-7TQ144I XC95288XV-10CS28	High-Performance CPLD
From old datasheet system
Advance Product Specification
D-Subminiature Connector; Gender:Female; No. of Contacts:15; Contact Termination:Through Hole; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold Flash; Mounting Type:Through Hole RoHS Compliant: Yes
D-Subminiature Connector; Gender:Male; No. of Contacts:15; Contact Termination:Crimp; D Sub Shell Size:DB15; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold RoHS Compliant: Yes
LJT 10C 10#20 PIN PLUG
DSUB 15 M SOD FLOA G
Metal Connector Backshell; Enclosure Material:Steel; Connector Type:Right-Angle; Leaded Process Compatible:No; No. of Positions:25; Peak Reflow Compatible (260 C):No RoHS Compliant: No
DSUB B/S DB 90DEG METAL 1 FLASH PLD, 10 ns, PQFP144
DSUB B/S DB STRT METAL 1 FLASH PLD, 10 ns, PQFP208
Plastic Connector Backshell; Enclosure Material:Steel; Enclosure Color:Yellow; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No FLASH PLD, 10 ns, PQFP208
	XILINX[Xilinx, Inc]
Xilinx, Inc.

	UES702 BYW77-100 BYW77-150 UES703 BYW31-100 BYW31-	RECTIFIERS
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Fluoropolymer; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
	MICROSEMI[Microsemi Corporation]
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