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			 Related Part Number
	
					PART	Description	Maker
	AD2S80ATD/883B AD2S80ASD/883B AD2S80ATE/883B AD2S8	Circular Connector; No. of Contacts:17; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Cable Receptacle; Insert Arrangement:20-29 RoHS Compliant: No
Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:32-5 RoHS Compliant: No
Variable Resolution, Monolithic Resolver-to-Digital Converter
Variable Resolution/ Monolithic Resolver-to-Digital Converter
	Analog Devices, Inc.
ANALOG DEVICES INC

	MC1709AG MC1709CP1 	MONOLITHIC OPERATIONAL AMPLIFIER
Variable Resolution Resolver-to-Digital Converters; Package: PLCC; No of Pins: 44; Temperature Range: Industrial
	MOTOROLA INC

	1503 1503J 1503-100A 1503-100B 1503-100C 1503-120B	Max delay 35 ns, Mechanically variable delay line
Max delay 250 ns, Mechanically variable delay line
Max delay 150 ns, Mechanically variable delay line
Max delay 130 ns, Mechanically variable delay line
Max delay 80 ns, Mechanically variable delay line
Max delay 60 ns, Mechanically variable delay line
Max delay 50 ns, Mechanically variable delay line
Max delay 40 ns, Mechanically variable delay line
Max delay 30 ns, Mechanically variable delay line
Max delay 25 ns, Mechanically variable delay line
Max delay 20 ns, Mechanically variable delay line
Max delay 200 ns, Mechanically variable delay line
Max delay 160 ns, Mechanically variable delay line
Max delay 15 ns, Mechanically variable delay line
Max delay 140 ns, Mechanically variable delay line
Max delay 120 ns, Mechanically variable delay line
Max delay 100 ns, Mechanically variable delay line
Mechanically variable passive delay line
	Data Delay Devices Inc

	142-06J08SL 144-06J12L 143-16J12SL 142-06J08L 143-	RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.22 uH - 0.248 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, RoHS UNSHIELDED, 0.193 uH - 0.306 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.638 uH - 0.801 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, RoHS UNSHIELDED, 0.275 uH - 0.355 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.315 uH - 0.423 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.115 uH - 0.121 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.382 uH - 0.422 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, RoHS UNSHIELDED, 0.391 uH - 0.493 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.355 uH - 0.477 uH, VARIABLE INDUCTOR
RF inductor, tunable, Carbonyl J core, shielded, RoHS SHIELDED, 0.693 uH - 0.846 uH, VARIABLE INDUCTOR
	Coilcraft, Inc.
COILCRAFT INC

	MV1402-5MCHIP MV1401B-4M MV1405B-2M MV1403-6MCHIP 	360 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE
550 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE, DO-14
250 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE, DO-7
175 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE
100 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE
120 pF, 12 V, SILICON, VARIABLE CAPACITANCE DIODE, DO-7
	

	CLNS-T1028Z CLNS-T1036Z CLNS-T1037Z CLNS-T1020Z CL	Variable Coils UNSHIELDED, 10000 uH - VARIABLE INDUCTOR
	TOKO Inc.
TOKO, Inc.

	MSS0617 	Variable pitch variable loudness 6 Voice ROM
	Mosel Vitelic Corp
MOSEL[Mosel Vitelic, Corp]
Mosel Vitelic, Corp.

	MSS0317 	Variable pitch variable loudness 3 Voice ROM
	Mosel Vitelic Corp
MOSEL[Mosel Vitelic, Corp]
Mosel Vitelic, Corp.

	CXA1779 CXA1779P 	Predriver for High Resolution Computer  Displays
Predriver for High Resolution Computer Displays
Predriver for High Resolution Computer Display(用于高精度计算机显示的前置驱动器) 预驱动高分辨率的电脑显示器（用于高精度计算机显示的前置驱动器
	SONY[Sony Corporation]
Sony, Corp.

	3TH41 E001721 	SILICON DIFFUSED TYPE (HORIZONTAL DEFLECTION OUTPUT FOR HIGH RESOLUTION DISPLAY/ COLOR TV)
HORIZONTAL DEFLECTION OUTPUT FOR HIGH RESOLUTION DISPLAY, COLOR TV (DAMPER-diode)
From old datasheet system
SILICON DIFFUSED TYPE (HORIZONTAL DEFLECTION OUTPUT FOR HIGH RESOLUTION DISPLAY, COLOR TV)
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	VSA-0CPHE10FA VSA-0LPHE10FA VSA-0CPHE10FP VSA-0LPH	FIBER OPTIC VARIABLE SLOPE ATTENUATOR, 1568-1609nm, SC/APC CONNECTOR
FIBER OPTIC VARIABLE SLOPE ATTENUATOR, 1530-1560nm, ST/HPC CONNECTOR
FIBER OPTIC VARIABLE SLOPE ATTENUATOR, 1530-1560nm, MU CONNECTOR
Variable Slope Attenuators
FIBER OPTIC VARIABLE SLOPE ATTENUATOR, 1528-1565nm, MU CONNECTOR
	JDS Uniphase Corporation
http://
JDS Uniphase Corporatio...
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