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			 Related Part Number
	
					PART	Description	Maker
	DIN-32FR-S22-A1CX 	DIN TYPE HALF Q 32 POSITIONS
	Adam Technologies, Inc.

	DBCDINM16HCABC1RA2 DBCDINM16HCABC1RA3 DBCDINM16HCA	DIN 41612 TYPE HALF C (HC) - MALE
	Dubilier

	DBCDINF16HQAB1RA3 DBCDINF16HQABRA2 DBCDINF16HQAB1R	DIN 41612 TYPE HALF Q (REVERSED) . MALE
Glass filled polyester (PBT, UL flammability 94V-0)
	Dubilier

	TYPEBSERIES DBCDINF32BA1S2 DBCDINF64BA1S2 DBCDINF1	Glass filled polyester (PBT, UL flammability 94V-0)
DIN 41612 TYPE B - MALE
   DIN 41612 TYPE B - MALE
	Dubilier

	85003-3093 0850033093 	2.54mm (.100) Pitch DIN 41612 Header, Style C/2, Right Angle, Through Hole, 1渭m (40渭) Selective Gold (Au), 48 Circuits, First-Mate-Last-Break Pins Available, Le
2.54mm (.100) Pitch DIN 41612 Header, Style C/2, Right Angle, Through Hole, 1μm (40μ) Selective Gold (Au), 48 Circuits, First-Mate-Last-Break Pins Available, Lead free
	Molex Electronics Ltd.

	611-0600-01 611-0700-01 611-0800-01 611-0500-01 61	STECKER DIN STANDARD SW 6POL AV
Low-Power, Single/Dual-Voltage µP Reset Circuits with Capacitor-Adjustable Reset Timeout Delay
STECKER DIN STANDARD SW 5POL 60GRAD
STECKER DIN STANDARD SW 4POL
STECKER DIN STANDARD SW 8POL STECKER DIN标准西南8POL
	SCHURTER AG

	FSFR2100U10 FSFR2000 FSFR1700L FSFR1800L FSFR1600 	FSFR1600 for 160W - Fairchild Power Switch (FPS for Half-Bridge Resonant Converters
FSFR1700 for 200W - Fairchild Power Switch (FPS) for Half-Bridge Resonant Converters; Package: SIP; No of Pins: 9; Container: Rail
	FAIRCHILD SEMICONDUCTOR CORP

	AM2168-35DC AM2168-35PC AM2168-35LC AM2169-70/BRA 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators
Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
x4 SRAM x4的SRAM
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	API Delevan

	DIN-48MS-S33-A1CX 	DIN TYPE 1/2 R MALE
	Adam Technologies, Inc.

	DIN-48FR-S33-A1C2 	DIN TYPE 1/2 R FEMALE
	Adam Technologies, Inc.

	DIN-48FR-L33-B1CX 	DIN TYPE R FEMALE
	Adam Technologies, Inc.

	0365840002 365840002 36584-0002 	2.54mm (0.100) Pitch DIN 41612 Receptacle, Right Angle, Through Hole, Solder Type, 0.8μm (30μ) Selective Gold (Au), 160 circuits
2.54mm (0.100") Pitch DIN 41612 Receptacle, Right Angle, Through Hole, Solder Type, 0.8渭m (30渭") Selective Gold (Au), 160 circuits
2.54mm (0.100") Pitch DIN 41612 Receptacle, Right Angle, Through Hole, Solder Type, 0.8楼矛m (30楼矛") Selective Gold (Au), 160 circuits
	Molex Electronics Ltd.
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