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					PART	Description	Maker
	D2525P D2525P40 D2525P41 D2525P42 D2525P60 D2525P4	Wavelength-selected isolated DFB laser module with PMF. ITU frequency 190.4. Wavelength 1574.54. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.5. Wavelength 1557.36. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.4. Wavelength 1558.17. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.3. Wavelength 1567.13. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.1. Wavelength 1552.52. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.8. Wavelength 1563.05. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.7. Wavelength 1597.19. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.3. Wavelength 1609.19. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.3. Wavelength 1600.60. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.3. Wavelength 1592.10. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.5. Wavelength 1607.47. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.4. Wavelength 1608.33. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.7. Wavelength 1588.72. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.9. Wavelength 1578.69. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.0. Wavelength 1586.20. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.5. Wavelength 1598.89. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 190.3. Wavelength 1575.37. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.8. Wavelength 1546.92. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.0. Wavelength 1594.64. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.5. Wavelength 1549.32. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.9. Wavelength 1604.33. Tolerance  -0.4nm.
ATM/SONET/SDH SUPPORT CIRCUIT, DFO14
Wavelength-Selected D2525P Isolated DFB Laser Module with PMF 波长选择D2525P隔离DFB激光器模块观会
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.6. Wavelength 1564.68. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.9. Wavelength 1595.49. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.7. Wavelength 1605.74. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.9. Wavelength 1546.12. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.4. Wavelength 1582.85. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.6. Wavelength 1589.57. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.1. Wavelength 1585.36. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.9. Wavelength 1587.04. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.2. Wavelength 1592.95. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.8. Wavelength 1587.88. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.8. Wavelength 1604.88. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.8. Wavelength 1596.34. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.5. Wavelength 1590.41. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.2. Wavelength 1601.45. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.1. Wavelength 1602.31. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.6. Wavelength 1548.51. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.6. Wavelength 1556.55. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.7. Wavelength 1555.75. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.5. Wavelength 1565.50. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.2. Wavelength 1559.79. Tolerance  -0.4nm.
   Wavelength-Selected D2525P Isolated DFB Laser Module with PMF
	TRIQUINT SEMICONDUCTOR INC
TE Connectivity, Ltd.
AGERE[Agere Systems]

	BCR400R Q62702-C2479 	From old datasheet system
Active Bias Controller (Supplies stable bias current even at low battery voltage and extreme ambient temperature variation)
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	SFCS28-461SKH SFCS28-461DKH 	SFCS28-461 EMI Input Filters
	Crane Aerospace & Electronics.

	LD7213L LD7213 	14 GHz / 300 W CW / CONDUCTION COOLING / HIGH POWER GAIN / FLAT GAIN VARIATION
14 GHz, 300 W CW, CONDUCTION COOLING, HIGH POWER GAIN, FLAT GAIN VARIATION
	NEC Corp.
NEC[NEC]

	WDM-1MDS25601 WDM-1MDS25602 WDM-1MDS25603 WDM-1MDS	100 GHz Wavelength Division Multiplexer/Demultiplexer (WDM) Filter
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, LC/UPC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, LC/APC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, SC/UPC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, SC/APC CONNECTOR
	JDS Uniphase Corporation
http://
JDS Uniphase, Corp.

	WDM-CAD08130 WDM-CAD08000 WDM-CAD08001 WDM-CAD0800	FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, LC/APC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, SC/UPC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, SC/APC CONNECTOR
   Coarse Wavelength Division Multiplexer/Demultiplexer (CWDM) Filter
	http://
JDS Uniphase Corporation
JDS Uniphase Corporatio...

	PD403 PD202 	PHOTOTRANSISTOR | DARLINGTON | 800NM PEAK WAVELENGTH | 30M | LED-2H
PHOTOTRANSISTOR | NPN | 800NM PEAK WAVELENGTH | 50M | TO-18VAR
	

	E2502H19 E2502H35 E2502H26 E2502H44 E2502H38 E2502	2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1561.42 nm. Frequency 191.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1549.31 nm. Frequency 193.5 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1556.55 nm. Frequency 192.6 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1542.14 nm. Frequency 194.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1546.92 nm. Frequency 193.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1546.12 nm. Frequency 193.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1541.35 nm. Frequency 194.5 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1530.37 nm. Frequency 195.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1538.98 nm. Frequency 194.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1530 nm to 1565 nm.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1561.42 nm. Frequency 192.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1560.61 nm. Frequency 192.1 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1559.79 nm. Frequency 192.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1558.17 nm. Frequency 192.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1557.36 nm. Frequency 192.5 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1555.75 nm. Frequency 192.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1554.94 nm. Frequency 192.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1554.13 nm. Frequency 192.9 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1553.33 nm. Frequency 193.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1552.52 nm. Frequency 193.1 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1551.72 nm. Frequency 193.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1550.92 nm. Frequency 193.3 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1550.12 nm. Frequency 193.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1548.51 nm. Frequency 193.6 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1547.72 nm. Frequency 193.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1545.32 nm. Frequency 194.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1543.73 nm. Frequency 194.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1540.56 nm. Frequency 194.6 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1539.77 nm. Frequency 194.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1535.04 nm. Frequency 195.3 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1537.40 nm. Frequency 195.0 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1531.90 nm. Frequency 195.7 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1536.61 nm. Frequency 195.1 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1534.25 nm. Frequency 195.4 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1531.15 nm. Frequency 195.8 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1535.82 nm. Frequency 195.2 THz.
2.5 Gbits/s electroabsorption modulated isolated laser module (EM-ILM) for ultralong-reach applications. 600 km, standard fiber. ITU-T wavelength 1533.46 nm. Frequency 195.5 THz.
	Agere Systems

	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
	NEC

	FWS-F00111000 FWS-F00121000 FWS-F00121001 FWS-F001	FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, 1528-1563nm, SC/SPC CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, 1528-1563nm, ST CONNECTOR
FIBER OPTIC WAVELENGTH DIVISION MUX/DEMUX, 1528-1563nm, FC/SPC CONNECTOR
1550/1590 nm Filter Wavelength Division Multiplexers
	JDS Uniphase Corporation

	AM2520YCO8 AM2520ID08 AM2520YD08 AM2520SGD08 AM252	Subminiature solid state lamp. Yellow (peak wavelength 590 nm). Lens type water clear.
Subminiature solid state lamp. Yellow (peak wavelength 590 nm). Lens type yellow diffused.
T-3/4 SINGLE COLOR LED, YELLOW, 1.9 mm
Subminiature solid state lamp. High efficiency red (peak wavelength 627 nm). Lens type red diffused.
Subminiature solid state lamp. Super bright green (peak wavelength 565 nm). Lens type green diffused.
	Kingbright, Corp.
Kingbright Electronic

	NX8567SAS630-CC NX8567SA NX8567SA287-BC NX8567SA28	EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1556.959nm. Frequency 192.55 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1542.539nm. Frequency 194.35 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1547.715 nm. Frequency 193.70 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.773 nm. Frequency 196.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. SC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1541.746 nm. Frequency 194.45 THz. SC-UPC connector.
EA MODULATOR AND WAVELENGTH MONITOR INTEGRATED InGaAsP MQW DFB LASER DIODE MODULE FOR 2.5 Gb/s ULTRALONG-REACH 240, 360, 600 km DWDM APPLICATIONS
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1537.003 nm. Frequency 195.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1561.013 nm. Frequency 192.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1545.720 nm. Frequency 193.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1553.329nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1553.329 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 360 km DWDM applications. ITU-T wavelength 1544.526 nm. Frequency 194.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1528.733 nm. Frequency 196.10 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.163 nm. Frequency 196.05 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.553 nm. Frequency 196.00 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 240 km DWDM applications. ITU-T wavelength 1529.953 nm. Frequency 195.95 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1541.349nm. Frequency 194.50 THz. FC-UPC connector.
EA modulator and wavelength monitor integrated InGaAsP MQW DFB laser diode module for 2.5 Gb/s ultralong-reach 600 km DWDM applications. ITU-T wavelength 1546.119nm. Frequency 193.90 THz. FC-UPC connector.
	NEC
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