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			 Related Part Number
	
					PART	Description	Maker
	UT28F256 UT28F256T-45UPX 5962F9689103QXA 5962F9689	Radiation-hardenet 32K x 8 PROM: SMD. Class V. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
320 x 240 pixel format, LED or CFL Backlight
Recalibration Service for 2120B B&K Oscilloscope
Oscilloscope; Scope Type:Analog; Scope Bandwidth:30 MHz; Scope Channels:2 Scope; Calibrated:No; Rise Time:12ns; Sensitivity:5 mV/div to 5 V/div; Accuracy: /- 3 %; Resistance:1Mohm
Recalibration Service for 2125A B&K Oscilloscope
Radiation-Hardened 32K x 8 PROM 辐射加固32K的8胎膜早破
Recalibration Service for 2120B B&K Oscilloscope 辐射加固32K的8胎膜早破
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish solder. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 40ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish optional. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class Q. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
Radiation-hardenet 32K x 8 PROM: SMD. Class V. 45ns acces time, TTL inputs, CMOS/TTL compatible outputs. Lead finish gold. Total dose 3E5 rads(Si).
   Radiation-Hardened 32K x 8 PROM
	AEROFLEX[Aeroflex Circuit Technology]
Aeroflex Inc.
Aeroflex, Inc.
NEC, Corp.
Aeroflex Circuit Techno...

	G881AXX1X2T3EU 	this product doesn contain environmental hazardous
	Amphenol Corporation

	LITTLE-EX 	This series is for use in hazardous areas This is suitable for use in water
	Cynergy3 Co

	HG4231 HG4231A_012-Z3SL HG4231A HG4231A_012-D1AL H	Subminiature PCB Power Relay Automotive Subminiature PCB Power Relay 微型PCB功率继电器汽车微型PCB功率继电
Oscilloscope; Scope Bandwidth:40 MHz; Scope Channels:2 Scope; Scope Type:Analog; Rise Time:8.8ns; Sensitivity:5 mV/div to 5 V/div; Accuracy: 3 %; Calibrated:No; Resistance:1Mohm RoHS Compliant: NA
128 x 64 pixel format, LED Backlight available
Bench Power Supply; Output Voltage:18V; Output Current:5A; Calibrated:No; Line Regulation Constant Voltage:0.01%  mV; Load Regulation Constant Current:20 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor
From old datasheet system
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	2316132 	Power supply plug for fieldbus system in hazardous locations. Provides 500 mA @ 28 V DC to couplers along the trunk.
	PHOENIX CONTACT

	K103K10X7RF5UH5 	Radial Leaded Multilayer Ceramic Capacitors for General Purpose Class 1, Class 2 and Class 3, 50 VDC, 100 VDC, 200 VDC, 500 VDC
	Vishay Siliconix

	KLPC3500 KLPC6000 KLPC650 KLPC700 KLPC5000 KLPC100	KLPC series POWR-PRO class L fuse. Time-delay. 3500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 6000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 650A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 700A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 5000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1100A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1300A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1400A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1800A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1600A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1900A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 2000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 900A, 600VAC, 480VDC.
	Littelfuse

	MAX5987A MAX5986AETE MAX5986B MAX5986BETE MAX5986A	IEEE 802.3af-Compliant, High-Efficiency, Class 1/Class 2, PDs with Integrated DC-DC Converter
	Maxim Integrated Products

	MRF6S20010N MRF6S20010NR1 MRF6S20010GNR1 	RF Power Field Effect Transistors
The MRF6S20010NR1 and MRF6S20010GNR1 are designed for Class A or Class AB general purpose applications
	Freescale Semiconductor, Inc
MOTOROLA

	C15034 	IESNA Type II (medium) beam applicable for European P-class standard pedestrian lighting and M-class roads
	Ledil, Inc.
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