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	Part No.	5962-9951901QYA 5962-9951902QYA 5962-9952001QYA 5962-9952201QYA 5962-9952401QZC 5962-9952502QZC 5962-9952601QZC CY37064VP84-143JC   

	Description	5V, ISR high-performance CPLDs, 64 macrocells, 125MHz 
 5V, ISR high-performance CPLDs, 64 macrocells, 154MHz
3.3V, ISR high-performance CPLDs, 64 macrocells, 100MHz
3.3V, ISR high-performance CPLDs, 128 macrocells, 83MHz
3.3V, ISR high-performance CPLDs, 256 macrocells, 66MHz
5V, ISR high-performance CPLDs, 512 macrocells, 100MHz
3.3V, ISR high-performance CPLDs, 512 macrocells, 66MHz
3.3V, ISR high-performance CPLDs, 64 macrocells, 143MHz
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			 Related Part Number
	
					PART	Description	Maker
	CY37064P100-200AC CY37128VP100-83AC CY37128VP100-8	5V, 3.3V, ISRTM High-Performance CPLDs
5V, 3.3V, ISRTM High-Performance CPLDs
Programmable Logic : Programmable Logic Devices
5V, 3.3V, ISR&ltSUP&gtTM</SUP> High-Performance CPLDs
	Cypress

	ULTRA37000 CY37032P44-125AC CY37032P44-125AI CY370	5V, 3.3V, ISR⑩ High-Performance CPLDs
5V, 3.3V, ISR High-Performance CPLDs
	CYPRESS[Cypress Semiconductor]

	CY37384P256-83BGC CY37512P352-83BGI CY37512P256-10	5V/ 3.3V/ ISR High-Performance CPLDs
	Cypress

	Y51-03 Y51-02 Y21-01 Y31-01 Y41-03 Y61-03 Y21-02 Y	VALVE STARTUP 3/8 阀门启8
VALVE SHUT OFF 1/8 阀门关闭了1 / 8
VALVE STARTUP 1/2 阀门启 / 2
VALVE SHUT OFF 1/4 阀门关闭了1 / 4
VALVE SHUT OFF 3/4
VALVE STARTUP 1/4
IC SRAM 512KX36 2.5V SYN 100TQFP
VALVE SHUT OFF 1/2
BRACKET T
1-Mbit (128K x 8) Static RAM
IC MCU 8K FULL SPEED USB 28SDIP
BRACKET L
1M/512K FAST ASYNC SRAM
5V, 3.3V, ISR™ High-Performance CPLDs
256K (32K x 8) Static RAM
-bit AVR Microcontroller with 8K Bytes In- System Programmable Flash
SPACER
EZ-USB FX2LP™ USB Microcontroller High-Speed USB Peripheral Controller
1-Mbit (64K x 16) Static RAM
2M x 8 Static RAM
36-Mbit DDR-II SRAM 2-Word Burst Architecture
BRANCH UNIT
	AMIC Technology, Corp.
Vishay Intertechnology, Inc.
NXP Semiconductors N.V.
Harwin PLC

	ATF22V10 ATF22V10B ATF22V10B-10JC ATF22V10B-10JI A	High- Performance EE PLD FLASH PLD, 25 ns, PDSO24
High- Performance EE PLD FLASH PLD, 25 ns, PDIP24
Single Supply, Dual SPST Switch FLASH PLD, 15 ns, PDIP24
High- Performance EE PLD FLASH PLD, 15 ns, PDIP24
High- Performance EE PLD FLASH PLD, 15 ns, PDSO24
High- Performance EE PLD FLASH PLD, 10 ns, PDIP24
High- Performance EE PLD FLASH PLD, 15 ns, PQCC28
High- Performance EE PLD FLASH PLD, 10 ns, CQCC28
High- Performance EE PLD FLASH PLD, 15 ns, CDIP24
High- Performance EE PLD FLASH PLD, 7.5 ns, PDIP24
High- Performance EE PLD FLASH PLD, 7.5 ns, PDSO24
High- Performance EE PLD FLASH PLD, 10 ns, PDSO24
3.3V, 1 Output, LVTTL to LVPECL Clock Converter
CAP 470PF 16V 5% X7R SMD-0603 TR-7 PLATED-NI/SN
High-performance EE PLD
	Atmel, Corp.
Atmel Corp.
ATMEL[ATMEL Corporation]
http://

	CY37128VP84-154BAXC CY37384VP208-167BAXC CY37064VP	5V, 3.3V, ISRTM High-Performance CPLDs 5V3.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 20 ns, PBGA256
5V, 3.3V, ISRTM High-Performance CPLDs FLASH PLD, 15 ns, PQFP160
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PBGA256
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 168; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 216; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 72; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 14; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for POS Terminals; Resolutions (dpi): 300; Print width (mm): 81.3; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 18; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 203; Print width (mm): 104; Resistance tolerance (O): 650; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 108; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 203; Print width (mm): 54; Resistance tolerance (O): 800; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 150; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Gaming Equipment Amusements, ATMs; Resolutions (dpi): 300; Print width (mm): 219.5; Resistance tolerance (O): 1250; Platen diameter (max.)(f): 20; Print speed (mm/s): 50 to 100; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
Printheads for Ticket or Scale Printers; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 1000; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 3.13 to 5.25; Supply voltage (V): 24;
SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 28 Vdc, 7 A, Pin Plunger Actuator, Solder Termination, Military Part Number M8805/109-01
BATT SEALED LEAD ACID 12V 20AH
BATTERY SEALED LEAD ACID 12V 3AH
BATT SEALED LEAD ACID 12V 28AH
ADAPTOR NUT/BOLT TO 0.250 TERM
2 #18 PVC FS PVC
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:40 x 30; Jacket Material:Polyethylene; Features:French Braid; Temperature Max:60 C; Voltage Nom.:300V; Shielding Coverage:0.95% RoHS Compliant: Yes
OSCILLATORS 100PPM -40 85 3.3V 4 10.000MHZ TS HCMOS 2X2.5 4PAD SMD
; Capacitance:2.2pF; Capacitance Tolerance: /- 0.1 pF; Working Voltage, DC:500V; Package/Case:1210; Series:SQ; Dielectric Material:Ceramic; Leaded Process Compatible:Yes; Mounting Type:PCB Surface Mount
MCF5282 LOW COST EVAL BO
91SS Series Hall-Effect Linear Position Sensor; Vdc supply voltage
CONNECTOR ACCESSORY
Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:7 x 24; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green RoHS Compliant: Yes
N/ENV STR RLF B/S SZ 12 CAD OD
CAP 560PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA
CAP 68PF 50V 5% NP0(C0G) SMD-0603 TR-7-PA
Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 33uF; Voltage: 16V; Case Size: 25x50 mm; Packaging: Bulk
BK PRECISION DUAL OUTPUT ISOLATION TRANSFORMER, POWER REQUIREMENTS: 105-130 VAC, 60 HZ, OUTPUT POWER RATING: DIRECT: 500 VA CONTINUOUS, ISOLATED: 350 VA CONTINUOUS, 500 VA INTERMITTENT
D52 - BACKSHELL NON-ENVIRON STRT MIL
Multiple Conductor Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester
0-20V, 0-50A High Power Switching Power Supply w/GPIB
ADAPTER 8-GANG FOR BK845-ND V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQFP44
5V, 3.3V, ISRTM High-Performance CPLDs V3.3V，ISRTM高性能的CPLD
Displays V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 15 ns, PQFP208
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC84
5V, 3.3V, ISRTM High-Performance CPLDs V.3V，ISRTM高性能CPLD
5V, 3.3V, ISRTM High-Performance CPLDs 5V.3V，ISRTM高性能的CPLD
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 12 ns, PQCC44
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, PQCC84
5V, 3.3V, ISRTM High-Performance CPLDs EE PLD, 10 ns, CQFP160
TEST LEADS 5A V.3V，ISRTM高性能的CPLD
THERMOCOUPLE PROBE-2945 V.3V，ISRTM高性能的CPLD
   5V, 3.3V, ISRTM High-Performance CPLDs
	http://
Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.
TE Connectivity, Ltd.

	MACH111SP MACH231-14JI/1 MACH131-14JI/1 MACH131-5J	EMITTER IR 880NM 5MM SMD RADIAL
SUR ABSORBER 7MM 430V 1250A ZNR
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 15FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO INDUSTRIAL CAT6 PATCH CORD 5FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO RJ45 CAT6 PATCH CORD 20FT EE PLD, 15 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQFP44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 20FT EE PLD, 18 ns, PQCC44
RES 3.32K-OHM 1% 0.1W 100PPM THICK-FILM SMD-0603 5K/REEL-7IN-PA
RJ45-DB9M (DTE)
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	HCMS-39X2 HCMS-3902 HCMS-3904 HCMS-3912 HCMS-3914 	HCMS-3974 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3972 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3964 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3962 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3914 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3912 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3904 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
HCMS-3902 · 3.3V High Performance CMOS 5x7 AlphaNumeric Displays
3.3 V High Performance CMOS 5x7 AlphaNumeric Displays
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]

	M4-192/96-12VI M4LV-256/128-12AC M4LV-128N/64-10JI	High Performance E 2 CMOS In-System Programmable Logic EE PLD, 12 ns, PQFP144
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 12 ns, PBGA256
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 10 ns, PQCC84
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 18 ns, PQFP144
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 12 ns, PQFP100
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 7.5 ns, PQFP48
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 15 ns, PQCC84
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 15 ns, PQCC44
EE PLD, 14 ns, PQCC44 PLASTIC, LCC-44
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 7.5 ns, PQFP100
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 12 ns, PQFP44
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 15 ns, PQFP48
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 15 ns, PQFP44
EE PLD, 14 ns, PBGA256 BGA-256
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 7.5 ns, PBGA256
High Performance E 2 CMOS In-System Programmable Logic EE PLD, 18 ns, PQFP100
	Lattice Semiconductor, Corp.

	HPC0402A 	SMD silicon capacitor up to 15 GHz;
High-performance; high-precision;
High Performance/ High Precision Surface Mount 0402 Capacitor
High Performance, High Precision Surface Mount 0402 Capacitor
	Vishay Intertechnology,Inc.
Vishay Siliconix
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