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			 Related Part Number
	
					PART	Description	Maker
	WU400 WU100 WU101 WU102 WU103 WU104 WU105 WU106 WU	DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -12.0 VDC. Output current  -400 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -15.0 VDC. Output current  -333 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 15.0 VDC. Output current 667 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 10 mA(no load), 2470 mA(full load).
10/15 Watts WU Series 10/15瓦吴系列
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:2100mAh
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:1900mAh; Battery Terminals:Pressure Contact
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 10 mA(no load), 2620 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 12.0 VDC. Output current 800 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -5.0 VDC. Output current  -1000 mA. Input current 10 mA(no load), 2620 mA(full load).
	XPiQ
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
International Power Sources

	SSTJ210 SSTJ211 SSTJ212 J210 J211 J212 	N-Channel JFET UHF BAND, Si, N-CHANNEL, RF SMALL SIGNAL, JFET, TO-92
Voltage Regulator IC; Package/Case:5-SOT-23; Output Current:150mA; Output Voltage:2.6V; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V RoHS Compliant: No
	Calogic LLC
Calogic  LLC
CALOGIC[Calogic, LLC]

	FDC20-12T3312 FDC20-12T3315 FDC20-24T3312 FDC20-48	Input range:9-18 VDC;output voltage:3.3/ /-12 VDC; output current:3000 / /-300 mA;input current:1926 mA; 20 W DC-DC converter
Input range:9-18 VDC;output voltage:3.3/ /-15 VDC; output current:3000 / /-250 mA;input current:1959 mA; 20 W DC-DC converter
Input range:18-36 VDC;output voltage:3.3/ /-12 VDC; output current:3000 / /-300 mA;input current:950 mA; 20 W DC-DC converter
Input range:36-75 VDC;output voltage:5/ /-12 VDC; output current:2000 / /-300 mA;input current:459 mA; 20 W DC-DC converter
Input range:36-75 VDC;output voltage:5/ /-15 VDC; output current:2000 / /-250 mA;input current:467 mA; 20 W DC-DC converter
	Power Mate Technology

	HEC100-48S3P3 HEC100-48S3P3-K HEC100-48S3P3-L HEC1	Input range:36-75 VDC;output voltage:3.3 VDC; output current:25 A;input current:2.022 A; 100 W  single output DC-DC converter
Input range:36-75 VDC;output voltage:5/2.5 VDC; output current:20/25 A;input current:2.45 A; 100 W  dual output DC-DC converter
Input range:36-75 VDC;output voltage:2.5 VDC; output current:25 A;input current:1.608 A; 100 W  single output DC-DC converter
Input range:36-75 VDC;output voltage:1.8 VDC; output current:25 A;input current:1.157 A; 100 W  single output DC-DC converter
	Power Mate Technology

	DCB107 DCC107 DCC407S DCC108 DCC208 DCC308 DCC408S	DC/DC converter. 25 W output series. Output voltage 5 VDC; output current 2.8 A. Output voltage  12 VDC; output current 0.5 A. Output voltage -12 VDC; output current 0.5 A. Input range 12 V nominal (9-16 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; output current 5.0 A. Output voltage  12 VDC; output current .83 (.73) A. Output voltage -12 VDC; output current .83 (.73) A. Input range 12 V nominal (9-16 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; Output current 5.0 A. Output voltage  12 VDC; output current .83(.73) A. Output voltage -12 VDC; output current .83 (.73) A. Input range 110 V nominal (85-140 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; output current 5.0 A. Output voltage  15 VDC; output current .65 (.58) A. Output voltage -15 VDC; output current .65 (.58) A. Input range 12 V nominal (9-16 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; output current 5.0 A. Output voltage  15 VDC; output current .65 (.58) A. Output voltage -15 VDC; output current .65(.58) A. Input range 24 V nominal (19-32 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5VDC; output current 5.0 A. Output voltage  15 VDC; output current .65 (.58) A. Output voltage -15 VDC; output current .65 (.58) A. Input range 48 V nominal (38-63 VDC).
DC/DC converter. 40/50 W output series. Output voltage 5 VDC; Output current 5.0 A. Output voltage  15 VDC; output current .65(.58) A. Output voltage -15 VDC; output current .65 (.58) A. Input range 110 V nominal (85-140 VDC).
	International Power Sources

	SKIIP03NAC066V1 	Large Current 300mA CMOS LDO Regulators; Output voltage (V): 2.8; Output current (mA): 300; Supply voltage (V): 2.5 to 5.5; I/O voltage difference (mV): 60; Ripple rejection (dB): 60; Circuit current (&#181;A): 65; Package: HVSOF6
3-phase bridge rectifier   3-phase bridge inverter
	Semikron International

	CA506 SST511 CA508 SST509 SST508 SST510 SST506 SST	Voltage Regulator IC; Output Current:500mA; Output Voltage:2.8V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process
Current Regulator Diode
	Calogic  LLC
CALOGIC[Calogic LLC]
CALOGIC[Calogic, LLC]

	VE-B61-MU-BM VE-B54-CU-BM VE-254-IU-BM VE-234-IU-B	BatMod Battery Charger Current Source Modules
1-OUTPUT 200 W DC-DC BOOSTER MODULE
1-OUTPUT DC-DC BOOSTER MODULE
1-OUTPUT 200 W DC-DC CURRENT SOURCE MODULE
1-OUTPUT DC-DC CURRENT SOURCE MODULE
	Vicor Corporation
http://

	3B39 	Isolated Current Output Signal Conditioning Module
Isolated Process Current Output
	AD[Analog Devices]

	AM29F160DB75FC AM29F160DT120FC AM29F160DT75FC AM29	16 Megabit (2 M x 8-Bit/1 M x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory
16 Megabit (2 M x 8-Bit/1 M x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory
Switch Mode Power Supply; Series:SC40; Output Voltage:5V; Output Power Max:40W; Output Current:4A; Number of Outputs:3; Output Current 2:1A; Output Current 3:0.5A
Triple 3-Input Positive-AND Gates 14-TSSOP -40 to 85
Triple 3-Input Positive-AND Gates 14-SO -40 to 85
Triple 3-Input Positive-AND Gates 14-TVSOP -40 to 85
	http://
AMD
Advanced Micro Devices, Inc.

	WE300M WE400M WE320M WE300 WE301 WE301M WE320 	DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 2.5 VDC. Output current 5000 mA. Input current 30 mA(no load), 645 mA(full load).
DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 5 VDC. Output current 4000 mA. Input current 20 mA(no load), 992 mA(full load).
DC/DC converter, 20 watts. Input voltage 18-36 VDC. Output voltage 3.3 VDC. Output current 5000 mA. Input current 20 mA(no load), 828 mA(full load).
DC to DC Converter
	International Power Sources

	MP5018 	5V, 1A-5A Current Limit Switch with Reverse Current Blocking and Output Over-voltage Clamp
	Monolithic Power System...
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