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			 Related Part Number
	
					PART	Description	Maker
	ADT50 ADT45 	Low Voltage SOT-23 Temperature Sensors(浣??娓╁害浼????
	Analog Devices, Inc.

	ENC270D-05B ENC390D-05B ENC470D-05B ENC560D-05B EN	SMBus Accelerator (SMA); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
µP Supervisor with Watchdog Timer, Power-Fail Comparator, Manual Reset and Adjustable Power-On Reset; Temperature Range: -40°C to 85°C; Package: 8-PDIP
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN
5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手
STD MOV 性病检验手
	TE Connectivity, Ltd.
ZF Electronics, Corp.

	FPQ331 FPQ76 PMQPW250 PMQ440 	Analog IC
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C 高压大电流SOT-23封装检测放大器，封装类型：SOT；引脚数量：5；工作温度：0℃_70
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C 模拟IC
	Murata Manufacturing Co., Ltd.
TE Connectivity, Ltd.

	AM27H010 AM27H010-45DEB AM27H010-45DIB AM27H010-45	x8 EPROM x8存储
Low Loss PowerPath Controller in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Differential Driver and Receiver Pair; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Negative Voltage Diode-OR Controller and Monitor; Package: DFN; No of Pins: 8; Temperature Range: 0°C to  70°C
36V, Low Loss PowerPath Controller for Large PFETs; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  85°C
1 Megabit (131,072 x 8-bit) High Speed CMOS EPROM
	Advanced Micro Devices, Inc.
AMD[Advanced Micro Devices]

	GLT44108 GLT44108-35FA GLT44108-35FB GLT44108-35FC	30ppm/C Drift, 3.9uA, SOT23-3, SC70-3 Voltage Reference 3-SC70 -40 to 125 12k × 8的CMOS动态RAM的快速页面模
Single Output LDO, 100mA, Fixed(3.0V), Low Noise, Fast Transient Response 5-SOT-23 12k × 8的CMOS动态RAM的快速页面模
30ppm/C Drift, 3.9uA, SOT23-3, SC70-3 Voltage Reference 3-SOT-23 -40 to 125 12k × 8CMOS动态RAM的快速页面模
Single Output LDO, 100mA, Fixed(2.8V), Low Noise, Fast Transient Response 5-SOT-23 512k × 8的CMOS动态RAM的快速页面模
Single Output LDO, 100mA, Fixed(2.5V), Low Noise, Fast Transient Response 5-SOT-23 512k × 8的CMOS动态RAM的快速页面模
512K X 8 CMOS DYNAMIC RAM WITH FAST PAGE MODE 12k × 8的CMOS动态RAM的快速页面模
Multi-Color LED; LED Color:Red; Luminous Intensity:25ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
Single Output LDO, 100mA, Fixed(5.0V), Low Noise, Fast Transient Response 8-SOIC
Single Output LDO, 100mA, Fixed(3.3V), Low Noise, Fast Transient Response 5-SOT-23
Single Output LDO, 100mA, Fixed(2.85V), Low Noise, Fast Transient Response 5-SOT-23
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers

	MAX6710UT-T MAX6710IUT MAX6700UT-T MAX6710BUTT MAX	Low-Voltage, High-Accuracy, Triple/Quad Voltage uP Supervisory Circuits in SOT Package
Low-Voltage, High-Accuracy, Triple/Quad Voltage &#181;P Supervisory Circuits in SOT Package 4-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO6
Low-Voltage, High-Accuracy, Triple/Quad Voltage μP Supervisory Circuits in SOT Package
	Maxim Integrated Products, Inc.
Maxim Integrated Produc...

	EDI7P040FLE2402C15 EDI7P048FLE2402C15 EDI7P024FLE2	1.4GHz Current Feedback Amplifiers with Enable; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
250MHz Differential Line Receivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Peripheral Miscellaneous
Flash Memory Card 8 MB Through 64 MB (AMD Based)(8M字节-64M字节闪速存储器卡（基于AMD
450MHz Fixed Gain Amplifiers with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SOT-23 T&amp;R 周边杂项
670MHz Low Noise Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 周边杂项
Super Sync Separator; Temperature Range: 0&degC to 70&deg;C; Package: 24-QSOP T&amp;R 周边杂项
350MHz Fixed Gain Amplifiers with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SOT-23 T&amp;R 周边杂项
250MHz Differential Twisted-Pair Drivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 周边杂项
200MHz Low-Power Current Feedback Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SOT-23 T&amp;R 周边杂项
1.4GHz Current Feedback Amplifiers with Enable; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 周边杂项
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-QFN T&amp;R 周边杂项
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	Bourns, Inc.
Sumida, Corp.
Vicor, Corp.
Vishay Intertechnology, Inc.
3M Company
Sanyo Electric Co., Ltd.

	424H4B-L1 428L4EX-L1 428H4EX-L1 428H4EX-L7 428L4EX	Resistor-Programmable SOT Temperature Switches
Analog IC
Low-Cost, 2.7V to 5.5V Temperature Switches in a SOT23 模拟IC
	Electronic Theatre Controls, Inc.

	ADT7301ARM ADT7301ARM-REEL ADT7301ARM-REEL7 ADT730	DIGITAL TEMP SENSOR-SERIAL, 13BIT(s), 4Cel, RECTANGULAR, SURFACE MOUNT LEAD FREE, PLASTIC, MO-178AB, SOT-23, 6 PIN
13-Bit, 0.5C Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit/ 0.5C Accurate/ MicroPower Digital Temperature Sensor in 6-Lead SOT-23
13-Bit, ±1ºC Accurate, MicroPower Digital Temperature Sensor in 6-Lead SOT-23 and 8-Lead MSOP
	Analog Devices, Inc.

	ADG702BRMZ-REEL7 ADG702BRJZ-REEL ADG701BRJ-500RL7 	CMOS Low Voltage 2 O SPST Switch; Package: MSOP; No of Pins: 8; Temperature Range: Industrial 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO8
CMOS Low Voltage 2 O SPST Switch; Package: SOT-23; No of Pins: 5; Temperature Range: Industrial 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO5
CMOS Low Voltage 2 Ω SPST Switches
   CMOS Low Voltage 2 Ω SPST Switches
	Analog Devices, Inc.

	LT1460EIS8-10 LT1460EIS8-2.5 LT1460EIS8-5 LT1460FC	Micropower Precision Series Reference Family; Package: TO-92; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, PBCY3
1-OUTPUT THREE TERM VOLTAGE REFERENCE, 10 V, PBCY3 LEAD FREE, PLASTIC, TO-226, TO-92, 3 PIN
1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PBCY3 LEAD FREE, PLASTIC, TO-226, TO-92, 3 PIN
Micropower Precision Series Reference Family; Package: TO-92; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 10 V, PBCY3
1-OUTPUT THREE TERM VOLTAGE REFERENCE, 10 V, PBCY3 PLASTIC, TO-226, TO-92, 3 PIN
Micropower Precision Series Reference Family; Package: TO-92; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PBCY3
Micropower Precision Series Reference Family; Package: TO-92; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PBCY3
Micropower Precision Series Reference Family; Package: TO-92; No of Pins: 3; Temperature Range: -40&deg;C to  85&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 10 V, PBCY3
Micropower Precision Low Dropout Series Voltage Reference Family; Package: SO; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PDSO8
Micropower Precision Low Dropout Series Voltage Reference Family; Package: SO; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 4.096 V, PDSO8
Micropower Precision Series Reference Family; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PDSO3
Micropower Precision Series Reference Family; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 10 V, PDSO3
Micropower Precision Series Reference Family; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3.3 V, PDSO3
Micropower Precision Series Reference Family; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 10 V, PDSO8
Micropower Precision Low Dropout Series Voltage Reference Family; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, PDSO8
Micropower Precision Series Reference Family; Package: SO; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PDSO8
Micropower Precision Low Dropout Series Voltage Reference Family; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 3.3 V, PDSO8
Micropower Precision Series Reference Family; Package: SOT; No of Pins: 3; Temperature Range: -40&deg; to  125&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
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