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			 Related Part Number
	
					PART	Description	Maker
	IR420-D4 IR420-D4-1 IR420-D4-2 	Digital Ground Fault Monitor / Ground Detector Ungrounded (Floating) AC Systems
	BENDER

	BZV55-A56 BZV55-B10 BZV55-B11 BZV55-B12 BZV55-B13 	2.5V voltage references 二极管稳V2
Low voltage adjustable shunt reference 二极管稳压三人制
1.24 V adjustable shunt voltage reference 二极管稳V3
DIODE ZENER SOD-80C 二极管稳压的SOD - 80C
DIODE ZENER 56V 二极管稳6V
Programmable voltage reference 二极管稳20V
Programmable voltage reference 二极管稳16V
1.225V micropower shunt voltage reference
High thermal stability micropower shunt voltage reference
5V or 3V NVRAM supervisor for up to two LPSRAMs
5-pin supervisor with watchdog timer and push-button reset
Adjustable 0.6V open collector shunt voltage reference
1.24V programmable shunt voltage reference
Voltage Regulator  Diodes(稳压二极
Voltage regulator diodes
	Bourns, Inc.
Vishay Intertechnology, Inc.
NXP Semiconductors N.V.
Fox Electronics
Advanced Analogic Technologies, Inc.
Avago Technologies, Ltd.
Philips Semiconductors

	TC1322EUA TC1322 TC1322EOA 	The TC1322 is a serially accessible 12-bit voltage output digital-to-analog converter (DAC). The DAC produces an output voltage that ranges from ground to an externally supplied reference voltage. It operates from a single power supply tha
12-Bit Digital-to-Analog Converter with Two-Wire Interface
	MICROCHIP[Microchip Technology]

	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
	NEC

	AD581S AD581JH AD581U AD581J AD581KH AD581TH AD581	High Precision 10 V IC Reference 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 10 V, MBCY3
High Precision 10 V IC Reference 高精0 V的IC参
	AD[Analog Devices]
Analog Devices, Inc.

	MAX675 MAX675CPA MAX675CSA MAX675CTV MAX675EJA MAX	30V N-Channel PowerTrench MOSFET 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PDSO8
 5V Precision Voltage Reference
Precision, 5V Voltage Reference, Replaced MAX673
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AD580KH AD580JH AD580LH AD580LMH AD580SH AD580SH/8	High Precision, 2.5 V IC Reference
High Precision,2.5 V IC Reference
1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.5 V, MBCY3
	Analog Devices
ANALOG DEVICES INC

	LT1027 LT1027A LT1027ACH-5 LT1027B LT1027BCH-5 LT1	Precision 5V Reference 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 5 V, PDIP8
From old datasheet system
	Linear Technology, Corp.
Linear Technology Corporation
LINER[Linear Technology]

	ZRT062_03 ZRT062 ZRT062GA1 ZRT062GC1 ZRT062GC2 ZRT	6.2V LOW POWER PRECISION REFERENCE SOURCE
Trimmable Voltage Reference
	ZETEX[Zetex Semiconductors]

	CDLL938B 1N935BUR-1 1N937BUR-1 1N938BUR-1 CDLL935 	9 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
TEMPERATURE COMPENSATED ZENER REFERENCE DIODES
	MICROSEMI CORP-LAWRENCE
MICROSEMI[Microsemi Corporation]

	AS431 AS431A2DBVT AS431C2DBVT AS431C2DBV13 	1-OUTPUT TWO TERM VOLTAGE REFERENCE, 2.49 V, PDSO5
Precision Tem-perature Compensated Reference IC
	ASTEC Semiconductor

	RH4583A-1 	6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7
	Microsemi, Corp.
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