

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						HGL341G			ML74WL04			MBU116			TRIMMING			CSC3255S			74AUP			SA2111CS			1N750			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			KMP-78250J - MAX250/MAX251 Compatible Converter SM Transformers 



		
			
					
						
						[image: KMP-78250J_8375145.PDF Datasheet]



					
				
					 		
	Part No.	KMP-78250J 78250JC-R 78250JVC   

	Description	MAX250/MAX251 Compatible Converter SM Transformers 
 

	File Size	304.85K  / 
						3 Page	 
	

						Maker	
						

						 Murata Power Solutions ... 
 Murata Manufacturing Co...
 
						










	
						
						




						

	Homepage	
						
	Download	[ 
						KMP-78250J 78250JC-R 78250JVC  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						KMP-78250J 78250JC-R 78250JVC  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[KMP-78250J 78250JC-R 78250JVC  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for KMP-78250J ] 


					[ Price & Availability of KMP-78250J by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : MAX250/MAX251 Compatible Converter SM Transformers   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX1303 	The MAX1302/MAX1303 multirange, low-power, 16-bit, successive-approximation, analog-to-digital conve
	Maxim Integrated Products

	MAX3311 MAX3311CUB MAX3311EUB MAX3311-MAX3313 MAX3	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
460kbps, 1&#181;A Supply Current, RS-232-Compatible Transceivers in &#181;MAX LINE TRANSCEIVER, PDSO10
Quad LVDS Receiver with -4 to 5V Common-mode Range 16-TSSOP -40 to 85
Dual LVDS Receiver with -4 to 5V Common-mode Range 8-SOIC -40 to 85
460kbps, 1μA Supply Current, RS-232-Compatible Transceivers in μMAX
460kbps, 1A Supply Current, RS-232-Compatible Transceivers in MAX
" 460kbps, 1?A Supply Current, RS-232-Compatible Transceivers in ?MAX"
460kbps 1A Supply Current RS-232-Compatible Transceivers in MAX
460KBPS, 1ヌA SUPPLY CURRENT, RS-232-COMPATIBLE TRANSCEIVERS IN ヌMAX
460kbps, 1レA Supply Current, RS-232-Compatible Transceivers in レMAX
460kbps, 1µA Supply Current, RS-232-Compatible Transceivers in µMAX
460kbps / 1A Supply Current / RS-232-Compatible Transceivers in MAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AM188EM AM186EM-40VC_W 	High Performance, 80C186-/80C188-Compatible and 80L186-/80L188-Compatible, 16-Bit Embedded Microcontrollers
	AMD

	MAX153 MAX153CAP MAX153CPP MAX153CWP MAX153EAP MAX	1Msps, μP-Compatible, 8-Bit ADC with 1μA Power-Down
From old datasheet system
1Msps, uP-Compatible, 8-Bit ADC with 1uA Power-Down
1Msps, P-Compatible, 8-Bit ADC with 1A Power-Down
1Msps.µ.P Compatible.8-Bit ADC with 1µ.A Power Down
1Msps, レP-Compatible, 8-Bit ADC with 1レA Power-Down 2-CH 8-BIT FLASH METHOD ADC, PARALLEL ACCESS, PDSO20
1Msps.&#181.P Compatible.8-Bit ADC with 1&#181.A Power Down
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	KMZ10 KMZ10A 	Speaker; Current Rating:14A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Magnetic field sensor
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	43650-0812 	3.00mm (.118) Pitch Micro-Fit 3.0 Header, Surface Mount Compatible, Single Row, Right Angle, with Solder Tab, 8 Circuits, Tin (Sn) Plating, Glow Wire Compatible
	Molex Electronics Ltd.

	43650-1124 	3.00mm (.118) Pitch Micro-Fit 3.0 Header, Surface Mount Compatible, Single Row,Vertical, with Solder Tab, 11 Circuits, Tin (Sn) Plating, Glow Wire Compatible
	Molex Electronics Ltd.

	0033.4501 	Rotary Cam Switch; No. of Switch Positions:2; Contact Current Max:6.3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
	SCHURTER INC

	482 	Phone Plug; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Gender:Male; No. of Contacts:3 6.3 MM AUDIO CONNECTOR, PLUG
	Switchcraft, Inc.

	0436500915 43650-0915 	3.00mm (.118) Pitch Micro-Fit 3.0 Header, Surface Mount Compatible, Single Row, Vertical, with PCB Polarizing Peg, 9 Circuits, Tin (Sn) Plating, Glow Wire Compatible
	Molex Electronics Ltd.
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