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			 Related Part Number
	
					PART	Description	Maker
	BD2500 BD2501 BD2506 BD2502 BD2503 BD2504 BD2505 	   25A BOSCH TYPE PRESS-FIT DIODE
	WTE[Won-Top Electronics]
Won-Top Electronics Co., Ltd.

	HD06 HD04 HD01 HD02 	   0.8A SURFACE MOUNT GLASS PASSIVATED BRIDGE RECTIFIER
Triac; Package/Case:TO-48; Current, It av:40A; Mounting Type:Through Hole; Repetitive Reverse Voltage Max, Vrrm:200V; Current Rating:40A; Voltage
TRIAC,200V V(DRM),25A I(T)RMS,TO-220
TRIAC-600VRM-25A-TO220
	DIODES[Diodes Incorporated]
Diodes Inc.

	BD3520 	(BD3520 / BD3524) 35A AVALANCHE BOSCH TYPE PRESS-FIT DIODE
	Won-Top Electronics

	LM2940J LM2940N LM2940S LM2940T LM2941S LM2941J LM	1.25A High Current Low Dropout Voltage Regulator Adjustable
	List of Unclassifed Man...
BayLinear
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	EVM31-050A 2DI75D-050A 1DI240A-055 EVK31-050 2DI75	BIPOLAR TRANSISTOR MODULES Rating and Specifications 双极型晶体管模块等级和规
FUSE, QUICK BLOW 1.25A;; Current, fuse rating:1.25A; Fuse size code:20 x 5mm; Fuse type, blowing characteristic:Quick Blow; Material, case:Glass; Voltage rating, AC:250V; Approval Bodies:IEC127, BS4265, BSI, VDE, SEMKO, UL; Current,
INDUCTOR PWR SHIELDED 68UH SMD
CIRCUIT BREAKER HORZ PCB .5A
Illuminated pushbutton switch with positive tactile response
	Electronic Theatre Controls, Inc.
ETC[ETC]
N.A.
List of Unclassifed Manufacturers

	GAAB40M 	Press Fit Avalanche Automotive Rectifier (BOSCH) Avalanche Voltage 37 to 41Volts Current 40 Amps
	GOOD-ARK Electronics

	GAAB40L 	Press Fit Avalanche Automotive Rectifier (BOSCH) Avalanche Voltage 20 to 24Volts Current 40 Amps
	GOOD-ARK Electronics

	PBFR3506P PBFR3502N PBFR3504P PBFR3501 	   35Amp Bosch Type Pressfit Automotive Rectifiers
	FCI connector
First Components Intern...

	R1112N R1112N4.3BTR R1112N4.0BTR R1112N1.6ATL R111	Low noise 150mA LDO regulator. Output voltage 3.0V. Active high type. Standard taping type TR
Low noise 150mA LDO regulator. Output voltage 3.0V. Active high type. Taping type TL
Low noise 150mA LDO regulator. Output voltage 3.0V. Active low type. Standard taping type TR
Low noise 150mA LDO regulator. Output voltage 3.0V. Active low type. Taping type TL
LOW NOISE 150mA LDO REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.26 V DROPOUT, PDSO5
Analog IC 模拟IC
Test fixture for 0402 - 1812 body sizes
Linear Sensor Photodiode Array; 102x1 Sensor-Elements Organization; 300 Dots-Per-Inch (DPI) Sensor Pitch; On-Chip 8-bit Analog-to-Digital Conversion; Three-Zone Prgrammable Offset (Dark Level) and Gain; High Sped Serial Interface; 1MHz Pixel Rate
High reliability part. For price, availability and ordering contact Coilcraft Critical Products, cp@coilcraft.com
	HIROSE ELECTRIC Co., Ltd.
Ricoh Co., Ltd.
RICOH electronics devic...

	BY359-1500 BY359-1500S 	Damper diode fast/ high-voltage
SCREWDRIVER, SENSO PH NO.1 X 80SCREWDRIVER, SENSO PH NO.1 X 80; Tip type:Phillips; Length, blade:80mm; Driver type:Phillips No 1; Handle type:COLOUR CODED; Tip Size:No.1
Damper diode fast, high-voltage
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	PS2703-1-F3-A PS2703-1-F3-K-A PS2703-1-F3-L-A PS27	HIGH ISOLATION VOLTAGE HIGH COLLECTOR TO EMITTER VOLTAGE TYPE SOP MULTI PHOTOCOUPLER
	Duracell
California Eastern Labs
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