

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						S6C0668			20FIB			SN79L05			C8051F0			SA552			80C31X			RS1JLS			FR1018E			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			HDMI-PLUG-OM2 - HDMI TYPE PLUG SOLDER TYPE 



		
			
					
						
						[image: HDMI-PLUG-OM2_8414788.PDF Datasheet]



					
				
					 		
	Part No.	HDMI-PLUG-OM2   

	Description	HDMI TYPE PLUG SOLDER TYPE 
 

	File Size	78.29K  / 
						1 Page	 
	

						Maker	
						[image: ]


						 Adam Technologies, Inc. 
  
						










	
						
						




						

	Homepage	
						http://www.adam-tech.com/
	Download	[ 
						HDMI-PLUG-OM2  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						HDMI-PLUG-OM2  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[HDMI-PLUG-OM2  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for HDMI-PLUG-OM2 ] 


					[ Price & Availability of HDMI-PLUG-OM2 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : HDMI TYPE PLUG SOLDER TYPE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	100098FJ019SX00ZA 	HDMI Solder Type male Connector
	SUYIN USA, INC.

	DC12.3202.001 DC12.5222.001 DC12.5202.001 DC12.520	4A, 125/250VAC, MALE, MAINS POWER CONNECTOR, SOLDER, PLUG
Switched IEC Power Connector; Mounting Type:Panel; Terminal Type:Quick Connect; Current Rating:10A; Body Material:Thermoplastic; Filter Type:Medical; Leakage Current Max:5uA RoHS Compliant: Yes
10A, 125/250VAC, MALE, MAINS POWER CONNECTOR, SOLDER, PLUG
	SCHURTER INC

	2948-12-0 2484-0 2948-24-0 3014-24-0 3014-12-2 427	Connector Assembly; Connector Type A:Stackable Banana Plug; Connector Type B:Stackable Banana Plug; Cable Length:12"; Color:Black; Contact Material:Brass; Current Rating:15A RoHS Compliant: Yes INTERCONNECTION DEVICE
Retractile Cable Assembly; Connector Type A:Stackable Banana Plug; Connector Type B:Stackable Banana Plug; Cable Length:4ft RoHS Compliant: Yes INTERCONNECTION DEVICE
Connector assemblies, Test; Connector Type A:Banana Plug; Connector Type B:Banana; Cable Length:36"; Color:Black; Contact Material:Copper; Operating Temp. Max:55 C; Wire Size (AWG):12
	Pomona Electronics

	94.733.2003.1 94.732.0500.1 	RECTANGULAR CONNECTOR, PLUG
LEAD, JUMPER, BLACK, 0.5M; Connector type A:DB2000 Plug; Connector type B:DB2000 Socket; Length, lead:0.5m; Cable type:H05W-F3G1.5/2.5; Voltage rating, AC:250V; Colour:Black
	WIELAND ELECTRIC INC

	DC12.5222.001 DC12.5222.003 DC12.5222.101 DC12.460	Switched IEC Power Connector; Mounting Type:Panel; Terminal Type:Quick Connect; Current Rating:4A; Body Material:Thermoplastic; Leakage Current Max:0.5mA RoHS Compliant: Yes
4A, 125/250VAC, MALE, MAINS POWER CONNECTOR, SOLDER
MOD PWR ENT 2PS QC SCREW-ON REAR
2A, 125/250VAC, MALE, MAINS POWER CONNECTOR, SOLDER, PLUG
DC12 POWER ENTRY MODUL 6A
Switched IEC Power Connector; Mounting Type:Panel; Terminal Type:Quick Connect; Current Rating:1A; Body Material:Thermoplastic; Leakage Current Max:0.5mA RoHS Compliant: Yes 1A, 125/250VAC, MALE, MAINS POWER CONNECTOR, SOLDER, PLUG
IEC Appliance Inlet C14 with Filter, Line Switch 1- or 2-pole, Front or Rear Side Mounting
	SCHURTER AG
Schurter Inc.

	83612-9203 	COMM MICRO-D 15 POS JKPOST NOT INSTALLED 15 CONTACT(S), MALE, OTHER D TYPE CONNECTOR, SOLDER, PLUG
	Molex, Inc.

	0467652001 46765-2001 SD-46765-001 	0.40mm (.016") Pitch HDMI Type D Micro Connector, Right Angle Receptacle, SMT, Hybrid Type Mount, with Kapton
0.40mm (.016) Pitch HDMI Type D Micro Connector, Right Angle Receptacle, SMT, Hybrid Type Mount, with Kapton
	Molex Electronics Ltd.

	1SV217 E000334 	From old datasheet system
VARIABLE CAPACITANCE DIODE (CATV TUNING)
INLET/OUTLET, IEC, FUSED; Connector type:IEC; Gender:Plug/Socket; Current rating:10A; Voltage rating, AC:250V; Outlets, No. of:2; Termination method:Solder Lug; Series:POLYSNAP; Mounting type:Panel; Approval Bodies:UL, CSA, VDE, RoHS Compliant: Yes
	http://
TOSHIBA[Toshiba Semiconductor]
Toshiba Corporation

	ZM4744A ZM4735A ZM4746A ZM4741A ZM4759A ZM4748A ZM	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:59, 62, 140, 210, 302 RoHS Compliant: Yes
surface mount silicon Zener diodes 30 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Solder; Body Style:Panel Flanged Jack; RG Cable Type:8, 58, 141, 225 RoHS Compliant: Yes
1.0W SURFACE MOUNT ZENER DIODE
	Semtech, Corp.
Diodes Inc.
EIC discrete Semiconductors
DIODES[Diodes Incorporated]
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