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			 Related Part Number
	
					PART	Description	Maker
	1346239 	22 AWG stranded (7x30) tinned copper conductors
	List of Unclassifed Man...

	93180605000 	18 AWG pairs stranded (19x30) tinned copper conductors,
	List of Unclassifed Man...

	3084A0021000 3084AT5U1000 	22 and 24 AWG stranded tinned copper conductors, PVC insulation
	List of Unclassifed Man...

	8918009100 89180055000 	18 AWG stranded (16x30) tinned copper conductor, PVC insulation
	List of Unclassifed Man...

	8916003500 	14 AWG stranded (41x30) tinned copper conductor, PVC insulation
	List of Unclassifed Man...

	1346742 	20 AWG stranded (19x32) .037 tinned copper conductor, foam FEP insulation
	List of Unclassifed Man...

	7924A0101000 7924A0102000 7924A1NH1000 	24 AWG Bonded-Pairs stranded (7x32) tinned copper conductors, polyolefin insulation
	List of Unclassifed Man...

	C3579.41.02 C35794102 	C3579, Coaxial Cable, RG58/U Type, Plenum, 20 AWG (19X32) Tinned Copper
	General Cable Technologies Corporation

	2322-592-5006 232259X-XXXX 2322-592-1316 2322-592-	The varistors consist of a disc of low-ceramic material with two tinned solid copper leads.
	VISAY[Vishay Siliconix]

	9985010100 9985013100 99850131000 	Tinned copper conductor, semi-rigid PVC insulation (solid conductors suitable for wire wrap applications).
	List of Unclassifed Man...

	9533 9533060100 9533060500 9533060U1000 9533060U50	24 AWG stranded (7x32) tinned copper conductors, conductors cabled
	List of Unclassifed Man...
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