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			 Related Part Number
	
					PART	Description	Maker
	Z8L18008FEC Z8L18008VEC Z8L18008PEC Z8L18010FSC Z8	Microprocessor Unit
Z8018x Family MPU
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:4VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:10uF; Capacitance Tolerance: /- 20%; ESR:2.2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:105 C RoHS Compliant: Yes
CONN RING INSUL 26-24 AWG #8
CONN RING INSUL 26-24 AWG #6
CONN RING INSUL 26-24 AWG #2 8-BIT, MICROPROCESSOR, PDIP64
ENHANCED Z180 MICROPROCESSOR
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:6.8uF; Capacitance
dielectric type:Niobium Oxide; Case style:P; Depth, external:1.5mm; Length / Height, RoHS Compliant: Yes
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:2.5VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:15uF; Capacitance
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:4.7uF; Capacitance
	ZILOG INC
Zilog  Inc.
Zilog.
ZiLOG, Inc.

	8740060U1000 	22 AWG solid tinned copper conductors, PVC insulation,
	List of Unclassifed Man...

	HV7224 HV7224DG HV7224PG HV7224X RBHV7224DG 	40-Channel Symmetric Row Driver
	Supertex, Inc.
SUTEX[Supertex Inc]
SUTEX[Supertex, Inc]

	HV7022-C HV7022DJ-C HV7022PJ-C HV7022X-C RBHV7022D	34-Channel Symmetric Row Driver
	Supertex, Inc.
SUTEX[Supertex, Inc]
Supertex  Inc
Supertex Inc

	HV7022-C07 HV7022PJ-C-G 	34-Channel Symmetric Row Driver
	Supertex, Inc.

	C5044.41.01 C50444101 	C5044, Coaxial Cable, RG11/U Type, 14 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation

	C5776.41.01 C57764101 	C5776, Coaxial Cable, RG6/U Type, 18 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation

	M36W108T100ZN5T M36W108T100ZM6T M36W108T120ZM6T M3	TV 5C 5#16 PIN RECP
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	C2004.21.02 C20042102 	Hook-Up Wire, UL 1007, UL 1569, CSA TR-64, Gauge Size (AWG): 22, Conductor/Strands: Solid
	General Cable Technologies Corporation
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