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			HM538123BJ-10 - 100ns; V(cc): -0.5 to  7.0V; 1M VRAM (128 -kword x 8-bit) 60ns; V(cc): -0.5 to  7.0V; 1M VRAM (128 -kword x 8-bit) 80ns; V(cc): -0.5 to  7.0V; 1M VRAM (128 -kword x 8-bit) 



		
			
					
						
						



					
				
					 		
	Part No.	HM538123BJ-10 HM538123BJ-6 HM538123BJ-8   

	Description	100ns; V(cc): -0.5 to  7.0V; 1M VRAM (128 -kword x 8-bit) 
 60ns; V(cc): -0.5 to  7.0V; 1M VRAM (128 -kword x 8-bit)
80ns; V(cc): -0.5 to  7.0V; 1M VRAM (128 -kword x 8-bit)


	File Size	523.20K  / 
						46 Page	 
	

						Maker	
						


						 Hitachi Semiconductor 
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	Part: HM538123BJ-7
	Maker: HITACHI(日立)
	Pack: SOJ
	Stock: 468
	Unit price 
									for :
	    
									50: $3.60
	  
									100: $3.42
	1000: 
									$3.24
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			 Related Part Number
	
					PART	Description	Maker
	M38230G4-XXXFP M38230G4-XXXHP M38231G4-XXXHP M3823	18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  512Kb x 36;  Vcc (V):  3.1 to 3.6 V
36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  3.1 to 3.6 V
18-Mbit (512K x 36/1M x 18) Pipelined SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM;  Architecture:  Standard Sync, Flow-through;  Density:  18 Mb;  Organization:  1Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2 M x 18/512K x 72) Flow-Through SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Flow-through;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  36 Mb;  Organization:  1Mb x 36;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  3.1 to 3.6 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  36 Mb;  Organization:  512Kb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
Sync SRAM;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
36-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture;  Architecture:  QDR-II, 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture;  Architecture:  NoBL, Pipeline;  Density:  72 Mb;  Organization:  1Mb x 72;  Vcc (V):  3.1 to 3.6 V
72-Mbit (2M x 36/4M x 18/1M x 72) Pipelined Sync SRAM;  Architecture:  Standard Sync, Pipeline SCD;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  2.4 to 2.6 V
72-Mbit QDR(TM)-II  SRAM 4-Word Burst Architecture (2.5 Cycle Read Latency);  Architecture:  QDR-II , 4 Word Burst;  Density:  72 Mb;  Organization:  4Mb x 18;  Vcc (V):  1.7 to 1.9 V
72-Mbit DDR-II  SRAM 2-Word Burst Architecture (2.0 Cycle Read Latency);  Architecture:  DDR-II  CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit (1M x 36/2M x 18/512K x 72) Pipelined Sync SRAM; Architecture: Standard Sync, Pipeline SCD; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
18-Mbit (512K x 36/1M x 18) Flow-Through SRAM; Architecture: Standard Sync, Flow-through; Density: 18 Mb; Organization: 1Mb x 18; Vcc (V): 3.1 to 3.6 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 4Mb x 18; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit(2M x 36/4M x 18/1M x 72) Pipelined SRAM with NoBL(TM) Architecture; Architecture: NoBL, Pipeline; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 2.4 to 2.6 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture; Architecture: QDR-II, 2 Word Burst; Density: 72 Mb; Organization: 2Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit QDR(TM)-II SRAM 4-Word Burst Architecture; Architecture: QDR-II, 4 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机
Sync SRAM; Architecture: QDR-II, 2 Word Burst; Density: 36 Mb; Organization: 2Mb x 18; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
36-Mbit DDR-II SRAM 2-Word Burst Architecture; Architecture: DDR-II CIO, 2 Word Burst; Density: 36 Mb; Organization: 1Mb x 36; Vcc (V): 1.7 to 1.9 V 单芯位CMOS微机
72-Mbit DDR-II SRAM 2-Word Burst Architecture;  Architecture:  DDR-II CIO, 2 Word Burst;  Density:  72 Mb;  Organization:  2Mb x 36;  Vcc (V):  1.7 to 1.9 V
36-Mbit QDR(TM)-II SRAM 2-Word Burst Architecture;  Architecture:  QDR-II, 2 Word Burst;  Density:  36 Mb;  Organization:  2Mb x 18;  Vcc (V):  1.7 to 1.9 V
	Renesas Electronics Corporation.
Renesas Electronics, Corp.

	UFR3250R UFR3015PF UFR3150PF 	Ultra Fast Rectifier (less than 100ns)
	Microsemi

	UHVP802 UHVP804 UHVP806 	Ultra Fast Rectifier (less than 100ns)
	Microsemi

	30HFU-600 60HFU-600 30HFU-300 60HFU-300 30HFU-200 	Ultra Fast Rectifier (less than 100ns)
	Microsemi

	1N5812 	Ultra Fast Rectifier (less than 100ns)
	Microsemi

	UFS110G UFS105G 	Ultra Fast Rectifier (less than 100ns)
	Microsemi

	UES706HR2 	Ultra Fast Rectifier (less than 100ns)
	Microsemi

	UES2605HR2 UES2606HR2 UES2604HR2 	Ultra Fast Rectifier (less than 100ns)
	Microsemi

	1N5809CB 1N5811CB 1N5807CB 	Ultra Fast Rectifier (trr less than 100ns)
	Microsemi

	1N5802E3 1N5806E3 1N5804E3 	Ultra Fast Rectifier (trr less than 100ns)
	Microsemi
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