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			 Related Part Number
	
					PART	Description	Maker
	73412-0110 	MCRF-to-MCRF, 1.37mm Cable Diameter, Length 152.4mm, H25, 50 Ohms
	Molex Electronics Ltd.

	73412-0110 	MCRF-to-MCRF, 1.37mm Cable Diameter, Length 304.8mm, H25, 50 Ohms, Bag
	Molex Electronics Ltd.

	73412 	MCRF-to-MCRF, 1.13mm Cable Diameter, Length 110.00mm, 50 Ohms
	Molex Electronics Ltd.

	73412-0110 	MCRF-to-MCRF, 0.81mm Cable Diameter, Length 152.4mm, H18, 50 Ohms, Bag
	Molex Electronics Ltd.

	SFA801G SFA807G SFA806G SFA804G SFA803G SFA808G SF	JIS C 5432 standard waterproof connectors; HRS No: 114-2059-5 71; Shell Size (dia): 21; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp 8.0安培。玻璃钝化超快速整流器
8.0 AMPS. Glass Passivated Super Fast Rectifiers
	Taiwan Semiconductor Co., Ltd.
TSC[Taiwan Semiconductor Company, Ltd]

	607-1112-130F 607-3132-340F 607-3132-130F 607-3132	LED Panel Mount Indicators for 7.2mm Mounting Hole w/ Optional Watertight Capability
LED Lamp; Color:Green; Luminous Intensity (MSCP):50mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):22mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED INDICATOR, PROM 6VDC YELLOWLED INDICATOR, PROM 6VDC YELLOW; Colour, LED:Yellow; Current, forward If:15mA; Depth, LED segment:4.07mm; Depth, external:22.10mm; Diameter, External:8.13mm; Diameter, fixing hole:7mm; Diameter,
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):66mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
	Dialight Corporation

	L-314LGC L-314SRD L-314LPGC L-314LBC L-314YD L-314	3.0 mm dia LED lamp, green
3.0 mm dia LED lamp, super red
3.0 mm dia LED lamp,real green
3.0 mm dia LED lamp,blue
3.0 mm dia LED lamp,yellow
3.0 mm dia LED lamp,blue green
	PARA Light

	A22-TN A22-HA A22-HY A22-TG-11A A22-HB A22-HG A22-	Install in 22-dia. or 25-dia. Panel Cutout (When Using a Ring)
	Omron Electronics LLC

	A22-01 A22-02 A22-20 A22-3200 	Install in 22-dia. or 25-dia. Panel Cutout
	Omron Electronics LLC

	TA16-11 TC16-11SRWA TA16-11SRWA TC16-11YWA TC16-11	37mm (1.4 INCH ) 5 X 8 SINGLE COLOR DOT MATRIX DISPLAYS 5X8 DOT MATRIX DISPLAY, SUPER BRIGHT RED, 37 mm
37mm (1.4 INCH ) 5 X 8 SINGLE COLOR DOT MATRIX DISPLAYS 5X8 DOT MATRIX DISPLAY, YELLOW, 37 mm
37mm (1.4 INCH ) 5 X 8 SINGLE COLOR DOT MATRIX DISPLAYS 5X8 DOT MATRIX DISPLAY, HIGH EFFICIENCY RED ORANGE, 37 mm
	Kingbright Corporation.
Kingbright, Corp.

	C4BSMBX4500ZBNJ 	Film, Metallized Polypropylene, Power, C4BS, 5 uF, 5%, 850 V, 70C, Lead Spacing = 37mm
	Kemet Corporation

	DR1P5-24S15 DR1P5 DR1P5-05D05 DR1P5-05D12 DR1P5-05	LABEL, POLYST WHITE .65X.187, TEXT = S290-5275-01 (A00) 1.5瓦的DC - DC转换
Prinzing Ball Valve Lockout Device; Body Material:Polypropylene; Color:Red; Pipe Dia Max:8"; Pipe Dia Min:2" RoHS Compliant: NA 1.5瓦的DC - DC转换
1.5 WATTS DC-DC CONVERTER 1.5瓦的DC - DC转换
From old datasheet system
	Electronic Theatre Controls, Inc.
Power Mate Technology
ETC[ETC]
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