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			IN08130 - Isat is the current at which the inductance drops by 20%. 



		
			
					
						
						[image: IN08130_8483213.PDF Datasheet]



					
				
					 		
	Part No.	IN08130   

	Description	Isat is the current at which the inductance drops by 20%. 
 

	File Size	49.97K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 ice Components, Ins. 
  
						










	
						
						




						

	Homepage	
						http://www.icecomponents.com/
	Download	[ 
						IN08130  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						IN08130  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[IN08130  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for IN08130 ] 


					[ Price & Availability of IN08130 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Isat is the current at which the inductance drops by 20%.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	IN08130 	Isat is the current at which the inductance drops by 20%.
	ice Components, Ins.

	DFE201610P-1R0M DFE201610P-1R0M-18 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	DFE201208S-2R2M 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	1239AS-H-1R0M-18 	Rated current (Isat) is specified when the decrease of the initial inductance value at 30%
	Murata Manufacturing Co...

	Q60103-Y32-E Q60103-Y32-F Q60103-Y23-F Q60103-Y23-	Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes PNP晶体管为自动输入
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
PNP TRANSISTORS FOR AF INPUT STAGES
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	Q62705-K274 KPY33-RK 	Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Silicon Piezoresistive Relative Pressure Sensor
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	STK1040 	Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):10A; Gate Trigger Current (QI), Igt:50mA; Package/Case:3-TO-202; Current, It av:10A; Holding Current:50mA
	

	Z8913829ASC Z8913920FSC 	Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On-State RMS Current, IT(rms):10A; Gate Trigger Current (QI), Igt:50mA; Package/Case:3-TO-220; Current, It av:10A; Holding Current:50mA
8-BIT MICROCONTROLLER 8位微控制
	TOKO, Inc.

	X5165PI X5163V14I-2.7T1 X5165V14-2.7T1 X5165V14I-2	CPU Supervisor with 16Kbit SPI EEPROM Description
THYRISTOR MODULE, 95A, 0800V; Thyristor/Triac type:Thyristor; Voltage, Vdrm:800V; Current, It rms:150A; Current, Itsm:2000A; Current, Igt:150mA; Voltage, Vgt:3.0V; Case style:SEMIPACK 1; Centres, fixing:80mm; Current, It av:95A; RoHS Compliant: Yes
RTC Module With CPU Supervisor
; Repetitive Reverse Voltage Max, Vrrm:1600V; Current, It av:70A; Forward Current:125A; Operating Temp. Max:125 ; Package/Case:SEMIPACK 1; Peak
	http://
Intersil Corporation
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