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			 Related Part Number
	
					PART	Description	Maker
	KBJ 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	DISH-9-6MMPN 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	SOT-223 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	28L0138-80R-10 	DIMENSIONS ARE IN mm (INCHES)
	List of Unclassifed Man...

	2N3420L 	Dimensions in mm (inches).
	SEME-LAB[Seme LAB]

	PEWGHW1001 	standard tolerances apply only to dimensions in inches
	Pasternack Enterprises,...

	GBPC-S 	   Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	KT872N15 KT872N55 KT872P51 KT872P55 KT872T55 KT872	Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches. Electrical parameter A lead spacing .320 inches. Aperture width in front of sensor .010 inches. Aperture width in front of emitter .
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture in front of sensor .050inches. Aperture width in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320inches. Aperture in front of sensor .050inches. Aperture in front of emitter .050i
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture width in front of sensor .050inches. Aperture in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture  in front of sensor .010 inches. Aperture in front of emitter .0
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
	Optek Technology

	MTN3630-AHR MTN3630-AUR MTN3620-CHR MTN3620-CUR MT	High efficiency & ultra bright numeric. .53 inches digit size - R.H.D.P.. Emitted color red.
HIGH EFFICIENCY & ULTRA BRIGHT NUMERICS
RECTIFIER STANDARD SINGLE 1A 200V 200 30A-ifsm 5uA-ir 1V-vf A405 5K/REEL-13
HIGH EFFICIENCY & ULTRA BRIGHT NUMERICS 高效
High efficiency & ultra bright numeric. .56 inches digit size - R.H.D.P.. Emitted color red.
	Marktech Optoelectronics
MARKTECH[Marktech Corporate]
Atmel, Corp.

	MSDW1031 MSDW100011 MSDW1011 MSDW1045 MSDW1012 MSD	DC/DC CONVERTER 2W, Small Footprit: 24.0 x 18.1 mm (0.94 x 0.71 inches)
   DC/DC CONVERTER 2W, Small Footprit: 24.0 x 18.1 mm (0.94 x 0.71 inches)
	Minmax Technology Co., Ltd.
Minmax Technology Co., ...

	SS-73100-039 	CATEGORY 3 SHIELDED STACK JACK EIGHT CONTACT, EIGHT POSITION 50 MICRO INCHES GOLD 16 PORTS (8 ON 8)
	Bel Fuse Inc.
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