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			 Related Part Number
	
					PART	Description	Maker
	83918 	Maximum output frequency
	Integrated Device Techn...

	ICS87001I-01 	Maximum output frequency
	Integrated Device Techn...

	IDT8T33FS314I 	Maximum output frequency
	Integrated Device Techn...

	ICS83054AGI ICS83054AGILF ICS83054AGIT ICS83054AGI	4:1, SINGLE-ENDED MULTIPLEXER Maximum output frequency: 250MHz
	Integrated Device Technology

	2N6290 2N6473 2N6476 2N6293 2N6110 2N6107 2N6108 2	EPITAXIAL-BASE/ SILICON N-P-N AND P-N-P VERSAWATT TRANSISTORS
SMA FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 4; FREQUENCY RANGE: 0.5 - 1 GHz; MINIMUM ISOLATION: 20 dB; VSWR: 1.30 MAXIMUM; MAXIMUM INSERTION
EPITAXIAL-BASE SILICON N-P-N AND P-N-P VERSAWATT TRANSISTORS
EPITAXIAL-BASE, SILICON N-P-N AND P-N-P VERSAWATT TRANSISTORS
	Boca Semiconductor Corp.
BOCA[Boca Semiconductor Corporation]

	R1210N361D-TR R1210N361C-TL R1210N361D-TL R1210N36	PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
   PWM Step-up DC/DC Converter
CAP 22PF 200V 5% NP0(C0G) DIP-2 TUBE-PAK S-MIL-PRF-39014/22
CAP 0.47UF 50V 10% X7R DIP-2 TUBE-PAK R-MIL-PRF-39014/22 SWITCHING REGULATOR, 216 kHz SWITCHING FREQ-MAX, PDSO5
SMPS Controller 开关电源控制器
	Ricoh Co., Ltd.
EPCOS AG
Maxim Integrated Products, Inc.
RICOH electronics devic...

	PDL03-48S12 PDL03-48S15 PDL03-05D05 PDL03-05D12 PD	3 WATTS MAXIMUM OUTPUT POWER
	Power Mate Technology Co., LTD

	TEM03-05D12 TEM03-05S05 TEM03-05S12 TEM03-05S33 TE	3 WATTS MAXIMUM OUTPUT POWER
	Power Mate Technology Co., LTD

	LANEUW1209R3 	3 Watts Maximum Output Power
	Wall Industries,Inc.

	LD6206 	Maximum Output Current: 250mA
	TY Semiconductor Co., Ltd
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